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FOREWORD 


poe more than a quarter of a century, Cornwell, one of the greatest names 
in the service tools industry has kept pace with the demands for service 
tools, and our engineering and research has contributed much in the develop- 


ment of service tools for the mechanic’s needs. 


As a pioneer, Cornwell having been engaged in the manufacture of automotive 
service tools for many years has from its beginning, been closely identified with 
the development of new tools and improvement upon previously accepted de- 
signs. The development of Cornwell products has been coincident with the de- 


velopment of the automotive service tools industry. 


What a tool is made of and how it is made is of vital importance to a tool user. 
The quality of any tool is determined by the standards of material and its 
manufacture, and true appraisal of any product must be based on the degree 


of service which it renders over the longest period of time. 


wee FAS 
AS Be ek 


The reputation of Cornwell Tools for quality and dependability has been gained 
through years of strict adherence to high standard of manufacturing and to a 
code of fair dealing. This policy has made Cornwell a great name in the serv- 


ice tools industry—the name CORNWELL is the standard by which all other 
tools are judged. 


To maintain this enviable position is a matter of each employee being fully 
conscious of our policies and the coordination of all departments into a single 
purpose — the purpose of producing and furnishing you the user, with the best 


products it is possible to make. 


Accuracy, care and experience in manufacture are all apparent in the finished 
Cornwell products. Extreme attention is exercised in the closest of inspection 


before any tool leaves the Cornwell plant. 


The name CORNWELL is your guarantee of satisfaction — a satisfaction which 
comes from the knowledge of knowing you are using tools that will serve you 


well on any job for which they were engineered and produced. 


Mr. J. Frank Kemmerline, General Manager, the 
guiding spirit behind the Cornwell organization 
who has steadfastly injected the standard of high 
quality in its product. 
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Why CORNWELL Quality Tools 


are hetter 


The reputation of Cornwell Tools for quality and dependability 
for more than a quarter of a century has been gained by strict 
adherence to high standard of manufacturing, which has made 
Cornwell a great name in the service tools industry. 


Recently, our sales executive took a visitor on a tour of our plant, 
who recorded his observations which we believe of interest to pass 
on to you, and he says — 


— As we left the General Offices and upon entering the plant our first stop was 
in the *‘Die Shop”. 


— Here in the Die Shop I saw Dies being designed and made, which later will be 
used for forming Cornwell Tools, This department could readily be seen as being the 
heart of the Cornwell plant. 


— Stepping from the die room we entered one of the departments where these dies 
are put to work, observing such operations as the forming of heavy duty socket exten- 
sions in the heading machines, where the male and female dies were forming on a bar 
of steel — making an extension all in one piece. It is obvious that this method would 
make much stronger extensions than by the butt welding process. 


— From this department we stepped into an adjoining building into the department 
making Box Wrenches, Chisels, Punches, Screw Drivers, Pry Bars, etc. Any attempt to 
describe this operation adequately is difficult, but the operation was most interesting 
watching the Bradley Hammers pounding and pounding hundreds of blows on steel at 
low heat to further refine the best of steel, until it shaped itself into a finished forged 
tool, These Bradley Hammers by their relatively slow but sure quality method opera- 
tion, toiled with the same skill and patience which distinguished the product of the old 
time blacksmith. 


— After leaving the Bradley Hammers, we entered the grinding room and watched 
a most interesting operation of grinding the flash from the forgings and bringing the 
head thicknesses of the tools down to specifications. 


— From the rough grinding operation we passed on to another department where 
the precision grinding was done with most modern mechanical equipment. The care 
which was taken with this important operation was most amazing as was shown by the 
continuous inspection. Nothing was left to chance by the Cornwell machinist on this 


7 — Universal Turret Lathes 


6 — Precision grinding 


1 —A corner of our general offices 


operation — tools were inspected time and again and closely examined, and any tools 
not measuring up to requirements were promptly rejected. 


3 — We then proceeded to the Universal Turret Lathes and Automatic Machines. These 
machines were individually powered, handling inside and outside turning of tools. 


& — We then watched another operation with keen interest — the “thot broaching” of 
Sockets to the required opening size. This method compresses the most possible steel into 
the least possible space, resulting in thin, strong Cornwell Sockets. 


9 — Tempering and Hardening is perhaps the most important of all operations for high 
quality Cornwell Tools, so we paused for a considerable time at one of the tempering 
furnaces, where skill and precision is at its best. Forging alone would not be sufficient 
were it not for the special process of heat treating, to which every Cornwell tool is 
subjected. The operators handling these furnaces have had years of experience in carry- 
ing out their work. After the forming, grinding and stamping of the tools, they are 
then tempered. This operation calls for controlled temperatures and exact timing by 
most modern electrical equipment, and it was most interesting to watch this operation 
of the hardening process. 


10 — We then passed on to the large Wheelabrator which was at work. Hardening 
creates scale that becomes oil soaked in the drawing process that follows. This scale is 
then removed by washing and blasting in this Tumblast Wheelabrator with abrasive 
shot. The Wheelabrator, filled with sockets or other tools, rotates during the blasting 
operation, thus removing all scale and giving the tool a semi-polished finish. The tools 
then go through a third grinding and polishing preparatory to plating. 


17 —Then we observed the multiple Spindle Drills in operation, where heads of 
Ratchet Handles are machined out. These Ratchet Handles are then fitted with inside 
parts, such as hubs, springs, triggers, etc., and watch-work precision is truly required 
for this operation — and the user should bear this fact in mind in the use and care of 
the tool. 


12.— In leaving the plant we passed through a section of the shipping room. 


The visit through the plant was most enjoyable and highly educational, and if I were 
a buyer of service tools and knew as much as I know now after a trip through the 
Cornwell plant, I would leave a standing order with Cornwell for all my tool needs. 
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CORNWELL 


TINY SOCKETS, HANDLES AND ATTACHMENTS—14” DRIVE 


HEX (6-Pt) SOCKETS 


Opening 
Order No. Size Length 
TS3 te” 48" 
TSS 3a” 18” 
TS6 ae” 18” 
TS7 y” 48” 
TS8 ae” te” 
TS9 3a” +3” 
TS11 ts” te" 
TS13 3h” 43” 
TS15 34" 43” 
TS18 Te” 18” 
TS19 4" 45” 


SQUARE (8-Pt.) SOCKETS 


Opening 
Order No. Size Length 
TS43 fs” 38” 
TS47 yy” +3” 
TS49 3a” 4” 
TS51 is” 43” 
TS55 3%” 18” 


PRONGED SOCKETS FOR 
DASH NUTS 


Order No. Description 

TS63 Plymouth Panel Screw Socket 

TS64 Chrysler Starter Screw Socket 

TS65 Ford-Mercury Panel Screw Socket 

TS67 Chrysler ’40 Light Switch 
Socket 


TINY RATCHET SLIDING BAR TEE HANDLE 


Order No. Length 
"wing ‘ or Order No. Length 
TH6 6” 
TINY FLEX HANDLE 
Order No. Length 
TH9 6" 
TINY SPIN HANDLES 
HEX DEEP SOCKET SET 
6-Point Order No. Length 
TH10 Se 
TH12 5” 
TINY EXTENSIONS 
Order No. Length 
TE2 on 
TE4 4” 
TE6 6” 


Order No. Size Length 
DTS3 vs” ra 
DISS es i TINY PHILLIPS SOCKET 
DTS7 “ 3 SCREW DRIVER 
DTS9 ae” oe 
DTS11 Lae, oe 
DTS13 $4” Qf Order No. Length Point Size 
DTS15 34" 2” PD40 2” No. 2 
DTS18 tn” a” Replacable Tip Type 
SK200 SET — Containing one each PDA2 ~—=— 4" Square Bit Holder 
of above with case. PDAL Bit — No. 1 Point 
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CORNWELL 


TINY SET 44” SERVICE AND HANDLES 


The No. SK101 is a condensed set of sockets with extra thin walls and 
extra deep openings in the 48” overall length and where socket space is 
limited and protruding bolts require extra depth. 


Many combinations can be made from the handles included affording 
accessibility and speed on small mechanical assemblies. 


Order No. Description 
TR3 Ratchet 
TH8 Flex Hand 
TE2 2” Extension 
TE4 4” Extension 
TH6 Sliding Tee Bar 
THILO 3” Spin Handle 
TS3 ts” Opening Hex. Socket 
TS5S v2” Opening Hex. Socket 
TS7 VY," Opening Hex. Socket. 
TS9 gx” Opening Hex. Socket 
TS11 ts” Opening Hex. Socket 
TS13 44” Opening Hex. Socket 
TS15 34” Opening Hex. Socket 
TS18 vs” Opening Hex. Socket 


SK101 — Set complete in neat steel box 


Tiny Ignition Set — 14” Service 


The No. SK390 set illustrated consists of all of the Tiny Sockets and 
Handles and such other small tools that are applicable to. work where this 


type of tool is needed, such as carburetor, ignition and radio work. SK101 
Order No. Description . 
TR3 Tiny Ratchet 5” 
TH6 Tiny Sliding Tee Bar Handle 
THO Tiny Flex Handle 6” 
THIO Tiny Spin Handle 3” 
TE2 Tiny Extension 2” 
TE6 Tiny Extension 6” 
TS3 ys” Hex Opening Socket 
TSS sa” Hex Opening Socket 
TS6 42” Hex Opening Socket 
TS7 V,” Hex Opening Socket 
TS8 44” Hex Opening Socket 
TS9 gx” Hex Opening Socket 
TS11 tis” Hex Opening Socket 
TS13 44” Hex Opening Socket 
TS1S 34” Hex Opening Socket 
TS18 qs” Hex Opening Socket 
TS19 %” Hex Opening Socket 
DTS3 7s” Hex Opening Deep Socket 
DTS5 ao” Hex Opening Deep Socket 
DTS7 4” Hex Opening Deep Socket 
DTS9 ds” Hex Opening Deep Socket 
DTS11 fs” Hex Opening Deep Socket 
DTS13 44” Hex Opening Deep Socket 
DTS15 34” Hex Opening Deep Socket 
DTS18 qr” Hex Opening Deep Socket 
PD40 “Philips type’? socket screwdriver 
FC2 Flat Chisel 7%” x 4” 
cc2 Cape Chisel #5” x 4” 
cP2 Center Punch” x 4” 
RP2 Plain or Rivet Punch 7%” x 4” 
PPS Pin Punch 4” x 4” 
Iw3 Ignition Wrench 43” x 43” — 3” long 
IW5 Ignition Wrench yy” x 4” — 3” long 
IWw7 Ignition Wrench}}” x 42” — 3” long 
Iwo Ignition Wrench 4” x gy” — 3” long 
Iw13 Ignition Wrench #s” x 75” — 3” long 
IW17 Ignition Wrenchys” x go” — 314” long 
Iw19 Ignition Wrench 44” x %” — 334” long 
Iw21 Ignition Wrench %” x 44” —3%4” long « : 
cwsl Midget Combination Wrench 44” opening 
cWws3 Midget Combination Wrench 75” opening SK390 
cWs85 Midget Combination Wrench %” opening 
CWs7 Midget Combination Wrench 7%” opening 
PSS1 Pearson Screw Starter 214” long 
Pss2 Pearson Screw Starter 5” long 
P205 Ignition Plier 
P46 Midget Diagonal Pliers 4” 
P520 Midget Pliers 414” 
FG10 Combination Tappet & Ignition Feeler Gauge — 25 Blades 
FG8 Spark Plug Gauge 
PF3 Flexstone Point File 
SK390 — Set as illustrated, including box 
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CORNWELL 


SK-310—BASIC C 


Order 
No. 
TR3 
TH9 
TH12 
CT3 
cT5 
CT7 
cT9 
cT11 
CT13 


CcT15 
CT17 


CT23 
CT25 


Description 


Tiny Ratchet 5” long 

Tiny Flex Handle 6” long 

Tiny Spin Handle 5” long 

#5" 12 point Shallow Socket 

x" 12 point Deep Socket 

is” 12 point Deep Socket 

44” 12 point Deep Socket 

¥," 12 point Deep Socket 

34” 6 point Deep Socket (By- 
Pass Jet —SF Type) 

zs" 6 point Deep Socket 

Check Valve Socket $3” Hex. 
(Stromberg) 6 pt. 

Jet Socket Wrench (Stromberg- 
Ford) 

Jet Socket Wrench (All except 
Ford) 


Order 
No. 


CT29 


CT31 


CT35 


CT37 


CT39 


CT41 


CT45 


SK310 — Set as illustrated including box 


Description 


Main Discharge Jet S.D. Skt. 
(Stromberg) 


Piston Sleeve S.D. Socket 
(Stromberg) “D” Type 


Pronged Socket, Prongs are #2” 
Deep, .041 Wide, $1” long, 16” 
O.D., Socket 232” long. 


Pronged Socket» Prongs are 75” 
Deep, .052 Wide, vs” long, 3%” 
O.D., Socket 144” long 


Pronged Socket, Prongs are 7s” 
Deep, .052 Wide, #” long, 14” 
O.D., Socket 1144” long 


Pronged Socket (For step-up 
piston) 


Socket Screwdriver Bit 
(s” Blade) 
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Order 
No. 


CT47 
cT49 


CT53 


CT55 
cT61 
BB50 


JP60 
JP80 


FC2 
RP2 
sD41 


ARBURETOR SET—4” SERVICE 


Description 
Socket Screwdriver Bit 


(4” Blade) 


Socket Screwdriver Bit 


(34"” Blade) 
Ring Inserter and bending tool 
socket 
Ball retaining ring inserter 
Economizer Valve Wrench 


Main Vent Tool Remover and 
Inserter (Carter) 


Carburetor Jet Puller (all except 
Stromberg) 


Carburetor Jet Puller 
(Stromberg) 

Flat Chisel #5” x 4” 

Rivet Punch ws” x 4” 


Offset Screwdriver 


"BORNWELL 


A complete Set of Carburetor and Ignition Tools for 


SK-700 COMBINATION IGNITION AND CARBURETOR SET 


the professional mechanic. 


Set includes a wide range of Tiny Tools for every 
Carburetor and Ignition operation, including Wrenches, 
Pliers, Ratchet, Chisels and Punches, Handles, Extensions, 


a complete line of Sockets and many other mechanic’s tools 


— 81 Cornwell Quality Tools. 


Set includes specially designed sturdy metal box com- 
partmentalized with Sliding Tray, Index Holder for sockets, 


compartments for Wrenches, Pliers, etc. A box designed for 


each tool in it’s place. 


$K700 — Set as illustrated including box 


Description 


Tiny Ratchet 5” 
Tiny Sliding Tee Bar Handle 


‘Tiny Flex Handle 6” 


Tiny Spin Handle 3” 

Tiny Extension 2” 

Tiny Extension 6” 

ie” Hex Opening Socket 

ss” Hex Opening Socket 

42” Hex Opening Socket 

4” Hex Opening Socket 

tt " Hex Opening Socket 

3x” Hex Opening Socket 

ws” Hex Opening Socket 

44” Hex Opening Socket 

34” Hex Opening Socket 

ts” Hex Opening Socket 

Y%," Hex Opening Socket 

is” Hex Opening Socket 

3x” Hex Opening Socket 

4" Hex Opening Deep Socket 

a's” Hex Opening Deep Socket 

vs” Hex Opening Deep Socket 

43” Hex Opening Deep Socket 

%%" Hex Opening Deep Socket 

te” Hex Opening Deep Socket 

“Philips type” socket screwdriver 

Flat Chisel 75” x 4” 

Cape Chisel 75” x 4” 

Center Punch 75” x 4” 

Plain or Rivet Punch 35” x 4” 

Pin Punch 4" x 4” 

Ignition Wrench 32” x 32” — 3” 
long 

Ignition Wrench 32” x 4” —3” 
long 

Ignition Wrench 43” x 42” —3” 
long 

Ignition Wrench 44” x ss” —3” 
long 


Description 


Ignition Wrench #2” x #s” —3” 
long 

Ignition Wrench 15” x g”—34%4" 

ie cae wea dit doe 

een rench 43” x 34”—334 
ong 

Ignition Wrench 34” x 44”—334” 


ong 

Midget Combination Wrench 14” 
opening 

Midget Combination Wrench #5” 
opening 

Midget Combination Wrench 34” 
opening 

Midget Combination Wrench 5" 
opening 

Pearson Screw Starter 244” long 

Pearson Screw Starter 5” long 

Ignition Plier 

Midget Diagonal Pliers 4” 

Midget Pliers 4144” 

Combination Tappet & Ignition 
Feeler Gauge — 25 Blades 

Spark Plug Gauge 

Flexstone Point File 

#s” 12 point Shallow Socket 

gx” 12 point Deep Socket 

ws” 12 point Deep Socket 

38” 12 point Deep Socket 

¥” 12 point Deep Socket 

¥%,” 6 point Deep Socket (By-Pass 
Jet — SF Type) 

ve” 6 point Deep Socket 

Check Valve Socket 33” Hex 
(Stromberg) 6 pt. 

Jet Socket Wrench (Stromberg- 
Ford) 
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Description 


Jet Socket Wrench (All Except 
Ford) 

Main Discharge Jet S.D. Skt. 
(Stromberg) 

Piston Sleeve S.D. Socket 
(Stromberg “D” Type) 

Pronged Socket, Prongs are #r" 
Deep, .041 Wide, 34” long, v%” 
0.D., Socket 23%” long 

Pronged Socket, Prongs are 7s” 
Deep, .052- Wide, xs” long, 34” 
O.D., Socket 144" long 

Pronged Socket, Prongs are 7s” 
Deep, .052 Wide, sx” long, 4” 
O.D., Socket 144” long 

Pronged Socket (For step-up 


piston) 

Socket Screwdriver Bit (3°s” 
Blade) 

Socket Screwdriver Bit (14” 
Blade) 

Socket Screwdriver Bit (34” 
Blade) 


Ring Inserter and Bending Tool 
Socket 

Ball Retaining Ring Inserter 

Economizer Valve Wrench 

Main Vent Tool Remover and 
Inserter (Center) 

Carburetor Jet Pull (All Except 
Stromberg) 

Carburetor Jet Puller 
(Stromberg) 


Offset Screwdriver 


CORNWELL 1, Teale 


CORNWELL METERING GAUGES 


Float and Unloader Gaaees 


Order No. Size 
CT65 34” 
CT66 1s” 
CT67 $2” 
CT68 yy" 
CT69 ts” 
CT70 54” 
CT71 3h” 
CT72 ts” 
CT73 33” 
CT 74 be 
CT80 oe” 
CT82 yy" 
CT84 oy” 
CT85 at” 
CT86 vs” 
CT87 ah” 
CT88 3a” 
CcT89 43” 
CcT90 y,” 
CT92 3a” 
CT94 ts” 


Float and Unloader Gauge Set 
CT26S — SET consisting of 21 Units as listed above. 


Float Level Gauges 


Order No. Size 
CT101 ae" x te” 
CT102 en” 
CT103 Bs” 
cTlll oa” 
CT113 ts” 
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CORNWELL 


JUNIOR SOCKETS 
36” Sq. Drive 
Cornwell “Staput” Universal Sockets 


The exclusive “Staput” feature embodies spring tension in the construc- 
tion and holds the socket in the required position. 


12 Point Type 6 Point Type 
Order No. Size Order No. Opg. Size 

JU6 34" JU56 3” 
JU8 ae” JUS8 1s” 
JU10 yy" jU60 y,” 
JU12 ts” JU62 ve” 
JU14 i 4 JU64 54" 
JU16 +" 

JU18 34” 


SK300 — Universal Socket Set Contains one each of above 12-pt 
in box, 
Universal Joint 
Order No. Size 
JU1 36” Service 
Socket Adaptors 


For adapting 34” square drive sockets or handles to sockets or handles 
next above or below 34” dimension. 


Order No. Dimensions 
JA3 34” Femalex 4” Male 
JA4 34” Female x #” Male 
JA6 3%” Femalex 4” Male 
Junior Sockets — 15/16” Lengths 
Dbl. Hex. Opg. 12 Sgl. ee Opg. Amer. Std. 
a Pt. —_—_———o U.S.S, ————————_- 
Order Ope. Order SOASE.../ULS.S; Cap Cap 
No. Size No. Nuts Nuts Screw Nuts Screw 
ee yy" JS62 
ts” JS64 
is 8 ee = W868 ve 
” A} y, ” l/ y, ” VA ” 
js 9 i” ue : ‘ 
JS10 %" ‘870 hn in ” 
JS12 ” JS72 % ” nde 3% ” ” 3/" 
JS14 A” JS74 16 i chee 16 i 34” 16 + 
JS16 3” sae a 34," = 
JS18 54” = LA A cea ae ae 
Junior Deep Sockets —8 Point—134” Lengths 
Oras Pe Length 
” 1% ” 
JDS84 ws" 134," 
JDS86 4” 134” 
Junior Deep Sockets 
SINGLE HEX — 6 POINT DOUBLE HEX — 12 POINT 
(Short Lengths) 
Order Opening 5 Order Opening 
No. Size Length No. Size Length 
JDS66 34" 13,” JDS6 34" 13,” 
JDS68 te” 134” JDS8 Ts” 13,” 
JDS70 Wa 134” JDS10 yy" 134” 
JDS72 aaa 234" (Long Lengths) 
syn ayn JDS9 2” 234” 
JDS75 A 234 JDS11 54" og” 
JDS76 te” 234" 3 RG 
3/0 gy" JDS15 té 234 
JDS80 g” 234" JDS21 jay 934" 
JDS83 4," 234” JDS23 i" 234” 
JDS85 te” 23," JDS25 +87 234” 
JDS87 b Fes 234” JDS27 Ls ft 234” 
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SK300 Set 


JUNIOR ATTACHMENTS 


36” Sq. Drive 


Cornwell Elbow Sockets 
For gas and oil line fittings. 


Order No. Opening Order No. Opening 
JS32 ts” JS42 i" 
JS34. yy,” JS44 ee 
JS36 ts” JS46 in" 
JS38 54” 


Crowfoot Open End Wrenches 


for “Round-the-corner” Jobs 


Order No. Opening 
jJC10 yy,” 
JCc12 ts” 


Drag Link Sockets 
For tie-rod ends or any screw slot with 11/16” length. 


Order No. Width 
JDL1 ts” 


Socket Type Screw Drivers 


For Phillips Cross Slot Screws where speed and leverage is required. 


Order No. Length Point 
PD45 25%” No. 2 
PD50 25%” No.3 
PD55 254” No. 4 
PD60 Sas No. 4 


Cornwell Socket Screw Driver 
For conventional screws, where speed and leverage is required. 
Order No. Service Length Width Bit 
SD52 34 ” 3Y, ” ts” 


Socket Type 
Phillips Detachable Bit 
Interchangeable in PDA-4 Holder 


Order No. Point Size 
PDA-4 Bit Holder 
PD4-2 Bit Only No. 2 
PD4-3 Bit Only No. 3 
PD4-4 Bit Only No. 4 


Ratchet Wrench Spinner 


The important use of this tool is that it quickly takes up or slackens 
nuts, bolts or studs in closely confined areas where there is no traction for 
use of a conventional wrench, 


Order No. Description 
JR2R 34” Square Drive 
SR4R %"” Square Drive 


Pan Socket Screw Driver 
Single unit tool which features a reversible hollow shaft-collar one end 
of which fits old type pan screws, while the other end grips new style screw 
heads. Use tool with 14” socket. 
Order No. 
JS4041 Pan Socket Screw Driver 
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CORNWELL 


JUNIOR SOCKET 
Handles and Attachments 


36” Sq. Drive 


Junior Ratchets 


The JR1 shows the “clutch type” of ratchet with 104 points to the 
circle —it is reversible by turning it over. The JR2 shows the “trigger” 
type with thirty points. Can be reversed for “on or off” by a flip of the 
trigger. 


Order No. Length 
JR1 6” 
JR3 q" 


Junior 34” Sq. Drive Spinner Handles 


Order No. 
JH1O Pyro Handle 6” O.A. 
JHI0A Wood Handle 6” O.A. 


Junior 3%” Sq. Drive Speeders 


All Cornwell Speed Handles are made from our Special Chrome-Moly 
Alloy steel. Forged square end makes them the strongest handles of their 
kind on the market. 


Order No. Stock Size Shank Overall 
JH17 1” 9” Li” 
JH26 ts” 18” 26” 
JH34 Ye” 26” 34” 


Junior Flex Handle 


An all-purpose handle with five definite positions for working at any 
angle when breaking loose or spinning off. 


Order No. Stock Size Length 
JH9 no see 27 
Sliding Bar Tee Handles 


Has friction ball for holding at any given point; the bar has center 
groove giving quick balance for spinning. 


Order No. Stock Size Length 
JH8 ve” 8” 
Junior Extensions 


Male and female ends are forged on solid bar for utmost strength. 
Made in six lengths to meet any requirements. 


Order No. Size and Length Order No. Size and Length 
JE2 3" x 1K" JE12 weo x le 
JE4 3” x 814" JE18 65 XTC. 
JE7 we" x i fad JE24 te” x 24” 


Universal “T’” Handle 


This Universal “Tee” Handle is equipped with a 34” Male Service 
Connection. Can be used with any 34” Service Socket, thus making a Uni- 
versal “Tee” Wrench of a thousand uses. 


Order No. Length 
JT18 18” 
JT24 24” 
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CORNWELL Teale 


JUNIOR SOCKET SETS 


34” Square Drive 


Order No. Size Order No. Size 
JS62 yy” 6-Pt JS10 YY" 12-Pt 
JS64 Yo” 6-Pt JS12 to” 12-Pt 
JS 6 36” 12-Pt JS14 54” 12-Pt 
JS 8 yo" 12-Pt JS16 te” 12-Pt 
JS 9 33” 12-Pt JS18 34" 12-Pt 

SK95 SET — Including all of above Sockets and Tray. 
Tray only. 

Order No. Size Order No. Size 
JS62 yy” 6-Pt jS14 54” 12-Pt 
JS64 io” 6-Pt JS16 4g” 12-Pt 
JS 6 34” 12-Pt JS18 34" 12-Pt 
JS 8 io” 12-Pt JS21 43” 12-Pt 
JS10 yy" 12-Pt JS23 %y" 12-Pt 
JS12 to” 12-Pt 

SK100 SET — Including all of above Sockets and Tray. 
Tray only. 

Order No. Size Order No. Size 
JS62 y” 6-Pt JS70 yy” 6-Pt 
JS64 ts” 6-Pt JS72 io” 6-Pt 
JS66 34" 6-Pt JS74 54” 6-Pt 
JS68 Ye” 6-Pt 

SK110 SET — Including all above Sockets with Tray. 
Tray only. 


Parker-Kalon Sockets 


If you are wearing out Sockets on self tapping screws, try these special 
hardened sockets. 


| Order No. Size Order No. Size 

PKS28 y," PKS23 vs” 
PKS22 ts” PKS27 y,” 
PKS21 34” 
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“CORNWELL 


DEEP SOCKET SETS 
36” Sq. Drive 


These sets are arranged with a view of servicing special jobs where the 
bolt extends through the nut, or is in channels or recesses. Also for spark 
plug service. In the Cornwell line you will find a set to suit your requirements. 


Order No. Size Opening Points Length 
JDS66 34" 6 134” 
JDS68 te” 6 134” 
JDS70 yy" 6 134” 
JDS72 a6” 6 234" 
JDS75 ; 5%” 6 23,” 
JDS76 th” 6 234" 
JDS78 4" 6 234" 


SK44 SET — Includes Tray 
Tray separately 


Order No. Size Opening Points Length 
JDS9 crate 12 234" 
JDSI1 54” 12 234,” 
JDS15 te” 12 234" 
JDS19 ie 12 234" 
JDS21 - te" 12; 234” 
JDS23 iy" 12 23,” 
JDS25 +3” 12 234” 
JDS27 7 12 23%" 


SK46 SET — Includes Tray 
Tray separately 


Order No. Size Opening Points Length 
JDS72 75” 6 234” 
JDS75 54" 6 234” 
JDS76 f ts” 6 234” 
JDS78 34” 6 234” 
JDS80 te” 6 23," 
JDS83 %," 6 234" 
JDS85 6” 6 234" 
JDS87 iy 6 234” 


SK47 SET — Includes Tray 


Tray separately 


spre 0 Size Opening Points Length 
JDS66 34" 6 134" 
JDS68 wn” 6 134” 
JDS70 y" p i 
JDS72 en : LAs 
JDS75 54" e ae 
JDS76 44" ; “ss 
IDsso Me j i 
16 * re 

JDS83 A" 6 33/ ¥ 
JDS85 +8" 6 oh" 
JDS87 " 2 ae 


SK48 SET — Includes Tray 
Tray separately 


; Order No. Size Opening Points Length 
ss fe 6 ee 
16 4 
JDS10 %,, 6 134" 
JDS9 6” 12 25%" 
JDS11 % . 12 234 x 
JDS15 ti 12 2% 
JDS19 34” 12 234” 
JDS21 ae a 12 23," 
JDS23 Be, 12 2%" 
JDS25 +8 12 234 
JDS27 Te. 12 234" 


SK49 SET — Includes Tray 
Tray separately 
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CORNWELL 


CORNWELL “JUNIOR” SOCKET SETS 
3%” Sq. Service 


Our line of Cornwell Junior Socket Sets consists of four combinations, 
that you may select the set most adapted to your requirements. 

These sets are made in combinations for the Junior mechanic with 
limited requirements, or for the professional with a full range of tools and 
combinations. 

The sets are put up in sturdy steel cases with compartments, for orderly 
arrangement of the tools. 


Junior Socket Kit 
The SK2 set consists of a limited number of tools and combinations, 
with sockets ranging from 34” to 34” inclusive, with handles and extensions 
for minor services. In sturdy steel case for orderly tool arrangement. 


Order No. Item 
JH17 Speeder 
JH9 9 ” Flex Handle 
JE4 344” Extension 
JE7 7 +” Extension 
JE12 12 ” Extension 
JS6 34" Twelve Point Socket 
jJS8 zs" Twelve Point Socket 
JS10 14" Twelve Point Socket 
jJS12 fs" Twelve Point Socket 
JS14 54” Twelve Point Socket 
JS16 44” Twelve Point Socket - 
JS18 34” Twelve Point Socket 


SK2 — Consisting of all above Tools and Case. 


Junior Socket Kit 


The SK4A set has a full range of nine sockets from 4” to 34” in 
clusive, with Ratchet, Speeder, Flex Handle, Extensions, Universal and 
Screw Driver. In sturdy steel box of full size, for later additions, 


Order No. Item 
JR3 6 ” Ratchet 
JH17 Speeder 
JH9 9 ” Junior Flex Handle 
JE2 1144” Extension (Junior) 
JE4 314” Extension (Junior) 
JE7 7 +” Extension 
JE12 12 ” Extension 
JS62 14” Six Point Socket 
JS64 #s" Six Point Socket 
JS6 34” Twelve Point Socket 
JS8 to" Twelve Point Socket 
JS10 1%" Twelve Point Socket 
jS12 ie" Twelve Point Socket 
JS14 54" Twelve Point Socket 
JS16 +4” Twelve Point Socket 
JS18 34" Twelve Point Socket 
jUl1 Universal Joint 
SD52 Socket Screw Driver 
SK4 Heavy Gauge Steel Case 


SK4A — Consisting of all above Tools and Case, 
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CORNWELL 


JUNIOR SOCKET KITS 
36” Sq. Service 
Junior Socket Kit 
This junior set offers a broad range of sockets and accessories, as 


follows. 
JDL1 Drag Link 
SD52 Socket Driver 
JU6 34” Universal Socket 
JU8 ie” Universal Socket 
JU10 Y%,” Universal Socket 
JUI2Z is” Universal Socket 
JU14 54” Universal Socket 
JU16 +” Universal Socket 
JUIS 34" Universal Socket 
JR3 6” Ratchet 
JH17 17” Speeder 
JH9 9” Flex Handle 
JE2 14” Extension (Junior) 
JE4 3Y,” Extension (Junior) 
JE7 7” Extension 
JE12 12” Extension 
JS62 YY" Six Point Socket 
JS64 ts" Six Point Socket 
JS6 34" Twelve Point Socket 
JS8 . ts” Twelve Point Socket 
JS1O Y%" Twelve Point Socket 
JS12 #4” Twelve Point Socket 
JS14 #, Twelve Point Socket 
JS16 dy Twelve Point Socket 
JS18 34” Twelve Point Socket 
SK4 Heavy Gauge Steel Case 


SK4B — Consisting of the above Tools and Case. 


Junior Socket Kit 


This set is the “Master Set” in the 34” square drive, with a full line of 
sockets and accessories. 


JDS66 34” Six Point Deep Socket 

JDS68 7s” Six Point Deep Socket 

JDS70 ¥%" Six Point Deep Socket 

JDS72 #5” Six Point Deep Socket 

JDS75 54" Six Point Deep Socket 

JDS76 it "” Six Point Deep Socket 

JDS78 34." Six Point Deep Socket 

JDss80 44" Six Point Deep Socket 

JDS83 %," Six Point Deep Socket 

JDS85 48" Six Point Deep Socket 

JDS87 1” Six Point Deep Socket 

JR3 6” Ratchet 

JH17 17” Speeder 

JH9 9” Flex Handle 

JE2 144” Extension (Junior) 
JE4 3%" Extension (Junior) 
JE7Z 7” Extension 

JE12 12” | Extension 

JS62 14” Six Point Socket 

JS64 fs” Six Point Socket 

JS6 34” Twelve Point Socket 

JIS8& is" Twelve Point Socket 

JS1O Y%,” Twelve Point Socket 

JS12 ts” Twelve Point Socket 

JS14 54” Twelve Point Socket 

JS16 fi" Twelve Point Socket 

JS18 34” Twelve Point Socket 

JDLI Drag Link 

SD52 Socket Driver 

JU6 34” Universal Socket 

JU8 ts” Universal Socket 

JU10 Y%” Universal Socket 

JU12 ts” Universal Socket 

JU14 54” Universal Socket 

JU16 44” Universal Socket 

JU18 34" Universal Socket 

SK4 Heavy Gauge Steel Case 


SK4C — Consisting of the above Tools and Case. 
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CORNWELL : Toc 


Standard 14” Service Sockets 
Dbl. Tun One Sgl. rake Wh free eae 
Order Opg. Ord. SAVE. US:S. Cap : Nut a 
No. Size No. Length Nuts Nuts Screw uts “Screw 
Ss2 34" SS52 ls” Vie eae yt Yin VN 
SS6 yy" S$S56 life Salers a 2 ae te eee! 
SS8 +” SS58 ive” 34" Puen 34" fs” 34" 
Ss9 38” SS59 Dl sc cane VE eae Ale Bree ate 
SS10 53” SS60 eT etre MCI INNS chats RUN of 
SS11 44” SS61 Vf ccin Sparc ee ea | ees 
oe iG © ge x 
s 34” 14” stg oR yu ii 1 
SS15 $3” SS65 ig» set te" * nies el 
SS16 %” SS66 | ACREAGE ea hers te ale ots 
SS18 i" SS68 154” te” Y,” 5," A," 54" 
SS19 | ea 1 ee ee eee i 
$20 +i" SS70 lt ye ure 
$S21 aT tee Lites cys sige ar a RRO RO 
SS22 ic SS72 Ta aa cy Whippet 51% 
SS24. Its” SS74 1570S Rows: Same Ae 
SS26 14%” SS76 pp Saray Aa is Ds Uiratess Pesca 
$828 14;” SS78 De ans Ay ee ee aie eM 
SS30 14” sss8o0 Di SACO | eta 1 RA Grated 


Size USS. USS. USS. American Std. 


Order Square uare . Hd. . Hd. 

No. Opening Soe Go se io oe eacats Coke 
2R4 3% ” estate vA ” 3% ” y,” yy" 
2R6 qs ” y, ” ts ” ts ” 
2R8 yy ” Sea 36” yy,” see as ts” 
2R9 5 ” etna: ts ” vs ” Ps ” 3% ” 
2R10 54” yy,” 5B” 34" Bn 
SRL te 3%" Ee See eh hee eal eee eT tee ae 
2R12 34" pete 54” 34,” vs” We 
2R13. i” PA a y,” a” 
2R14 4” y,” 34” he" ts” 54” 
2R16 = 78” saci pests set Be ee 
2R18 = 1” iesces gaits 1 Aon ne 

Standard 14” Service Deep Sockets 
Order No. Order No. 
12-Point 6-Point Size | 12-Point 6-Point Size 
DS6 DS56 ¥” | DS18 DS68 Vi 
DS8 DS58 vs” | DS20 DS70 43” 
DS10 DS60 52” | DS22 DS72 1 By 
DS12 DS62 +s” | DS24 DS74. Lis” 
DS14 DS64 34” | DS26 DS76 1%," 
DS16 DS66 18” | DS30 DS80 144" 


Special Thin Spark Plug Socket 
Not Replaceable 
For use on Automobile Dash, Nuts, Light Switch, Starter, etc. 
Order No. Dbl. Hex. Opg. O. A. Length 
DS16T 43” 34%” 


SOCKET ADAPTORS 


Junior Series 
Order No. | Order No. 
JA3 34” Female x 4” Male JA6 34” Female x 4” Male 
JA4 34” Female x #2” Male 
Standard Series 
Order No. 
SA10 4" Female x 4%" Male 
SA14 4” Female x 34” Male 
Heavy Duty Series 
Order No. 
HA22 34” Female x1” Male 


Order No. 
SA2 4" Female x 34” Male 


Order No. 
HAS 34” Female x 4” Male 
HA1O 34” Female x %” Male 


Giant Series 


Order No. Order No. 
GA14 1” Female x 4” Male GAI8 1” Female x %” Male 
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CORNWELL Xa 


STANDARD SOCKETS AND ATTACHMENTS 
%” Sq. Drive 


Cornwell Socket Screw Drivers 


For leverage and speed on convenient screw heads. 
Order No. Length Width Bit 
SD54 314,” ts” 


Con-Rod_ Sockets 
(Not Replaceable) 


Order No. 
IR-19B Ford V-8 6 point, *” opening 
IR-10A Cadillac, ¥” opening 
Cornwell “Staput’” Universal Sockets 
12 Pt. Style 6 Pt. Style 
Standard 1%” Service Service Universals 
Order No.  Opg. Size Order No.  Opg. Size 

SU4 to” SU54 to” 

SU6 yy" SU56 16” 

Sus ts” SU58 ts” 

SU10 %" SU60 54" 

sul2 +4” SU62 #” 

SU14 34,” SU64 34” 
Universal Joints Drag Link Sockets 
Order No. Order No. Width 

SUL YY," Service DL2 Standard 13” 
DL4 Standard +8” 
DL6_— Standard lis” 

DL8 — Standard 114” 
Socket Adaptors 
Order No. Dimensions 

SA2Z ¥,” Female x 34” Male 

SA10 ¥Y%” Female x 5” Male 
SA14 1%" Female x 34” Male 
Crowfoot Crowfoot Box Type 
Open End Wrenches Wrenches — 12 Point 
. Order No. Opg. Size Order No. Opg. Size 
| SC6 yy," BC6 yy,” 
ce. |. x 
SC12 i BC12 ih" 

scl4 34” BC14 34" 


Torque Wrench Attachments 


For use with Torque Wrench on cylinder head work. 


Order No. Description 
OW66 54” Wide Sweep Buick 
OwWw70 34” Wide Sweep Chevrolet 
OW65 54" Close Sweep Buick 
OW69 34” Close Sweep Buick “41” 


Special Offset Box Wrench 
For Mack Trucks and Marine Motors. 


Order No. Size 
Ow78 %" 
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~ CORNWELL 


STANDARD SOCKETS AND HANDLES 
1%” Sq. Drive 


Our 4” line of Sockets and Handles takes us into the intermediate ser- 
vice where the need is for heavier duty than the smaller drives. It overlaps 
into the small drives and reaches into the heavier duty drives. 


Standard Service Ratchet — Trigger Type 


A Ratchet is a most useful tool so long as the head dimensions are 
held down to minimum space requirements. We offer the “trigger” type in 
30-point with the trigger reverse feature. A flip of the trigger gives “on 


or off” operation. 


Order No. Length 
SR5 954” 
SR7 15” 


Standard Service Ratchet — Clutch Type 


The Cornwell “clutch” type Ratchet is of our own “patented” design, 
being the result of much study and testing. It operates on the basis of an 
over-running clutch, which takes hold at any point when in an “on or off” 
position. It has 270 individual holds in the full circle, with 144 teeth 
simultaneously engaged for each pull. A nut or bolt can be advanced for- 
ward or backward with handle movement no more than 144 inches. 
Order No. Length 

SR2 10” 


Cornwell Speeders 


All Cornwell Speed Handles are made from our Special Chrome-Moly 
Alloy steel. Forged square ends make them the strongest handles of their 
kind on the market. 


Order No. Stock Size Shank Overall 
SH13 yy,” 5s 132 
SH17 yy,” 9” jh fe 
SH28 yy,” 19” 28” 
SH33 yy" 24” i i 


Sliding Bar Tee Handles 


Has friction ball for holding at any given point; the bar has center 
groove for quick balance for spinning. 


Order No. Length Stock Size 
SH8 12” ts” 
SH1O 16” te” 


Standard Flex Handle 


An all-purpose handle with five positive positions for working at any 
angle when breaking loose or spinning off. 


Order No. Stock Size Length 
SH12 5g” x 12” 
SH15 5g” x 15” 
SH18 52” x 18” 
SH24. 58” x 24” 


Socket Wrench Extensions 


Socket Wrench Extensions reach into various working depths. The fol- 
lowing lengths meet any requirements. 


Order No. Length Size 
SE2 2 1%" Stock 
SE4 4” is” Stock 
SE6 6” is” Stock 
SE10 10” to” Stock 
SE24 24” 54” Stock 
SE30 30” %” Stock 


CORNWELL 


Standard Socket Sets 
4” Sq. Drive 


“HANDI” SOCKET SET — 1%” SERVICE 


Order No. Size Order No. Size 
SS4 x6" 12-pt. Socket SS15 33” 12-pt. Socket 
SS6 4” 12-pt. Socket. SS16 1%” 12-pt. Socket 
SS8 #5” 12-pt. Socket SS18 1," 12-pt. Socket. 
SS10 5%” 12-pt. Socket SS20 +” 12-pt. Socket 
SS11 43” 12-pt. Socket SS22 1” = 12-pt. Socket 
SS12 44” 12-pt. Socket SS24 lzs” 12-pt. Socket 


$S14 3” 12-pt. Socket 
SK5 Set — Complete including tray. 


“HANDI” SOCKET SET — 44” SERVICE 


Order No. Size Order No. Size 
$S4 © x6” 12-pt. Socket. SS16 +8” 12-pt. Socket 
SS6 Y%” 12-pt. Socket SS18 %"” 12-pt. Socket 
SS8 ts” 12-pt. Socket SS20 +8” 12-pt. Socket 
SS10 %” 12-pt. Socket SS22 1” = 12-pt. Socket 
SS11 42” 12-pt. Socket SS24 lis” 12-pt. Socket 
SS12 4s” 12-pt. Socket SS26 14%” 12-pt. Socket 
SS14 34” 12-pt. Socket SS30 144” 12-pt. Socket 


SSI5 48” 12-pt. Socket 
SK6 Set — Complete including tray. 


STANDARD SOCKET SET — 6 Pt. 


Order No. Size Order No. Size 
S852 34” SS68 7h” 
S854 re” SS70 ane 
SS56 yy,” SS72 Paw 
SS58 ts” SS74 lis” 
SS60 ig, SS76 14%” 
SS62 ee SS78 lye” 
SS64 34” SS80 14” 
SS66 ts” 


SK7 SET — Complete including tray. 


STANDARD SQUARE (8 Pt.) SOCKET SET 
Order No. Size Order No. Size 


2R4 34” 8 Pt. Socket 2RI1 OR” 8 Pt. Socket 
2R6 ts” 8 Pt. Socket 2R12 Cy mane 8 Pt. Socket 
2R8 4" 8 Pt. Socket 2R13 4g” 8 Pt. Socket 
2R9 ts” ~ 8 Pt. Socket 2R14 —%” 8 Pt. Socket 
2R10 —_&” 8 Pt. Socket 2R16— tk” 8 Pt. Socket 

2R18 yas 8 Pt. Socket 


SK8 SET — Complete including tray. 


STANDARD DEEP SOCKET 
14%” SERVICE 


Our Deep Sockets are designed for work where the bolt extends through 
the nut, and for spark plug service. The inside has maximum clearance for 
bolts or spark plug porcelains. 


Order No. Size Order No. Size 
DS6 4" 12-pt. Socket DS18 %” 12-pt. Socket 
DS8 = #” 12-pt. Socket DS20 +48” 12-pt. Socket 
DS10 5%” 12-pt. Socket DS22 1” ~=‘12-pt. Socket 
DS12 +3” 12-pt. Socket DS24 1zs” 12-pt. Socket 
DS14 34” 12-pt. Socket DS26 14%” 12-pt. Socket 


DS16 i” 12-pt. Socket 
SK45 SET — Complete including tray. 


SK43 SET—Same as SK45 set except 6-pt. (See Page 21 for 
itemized list.) 
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CORNWELL 


SK27 


STANDARD SOCKET SETS 
14” Sq. Drive 


Cornwell General Purpose Socket Set 


The sockets in this set start with vs” opening and range upward in 


32nds and 16ths to and including 144”. Doesn’t that cover “General Pur- 
poses”? The hinged “L” handle, 18” long, will break ’em loose or tighten 
’em up; stand it straight up and it will “speed” ’em off or on. The three 
extensions, 2”, 6” and 10” adds up to a combined reach of 18” —and that 
covers all general purposes. The universal attachment gets under obstruc- 
tions and around corners. The Drag Link attachment gets the front end 
work. The latest improved ratchet with CORNWELL sockets from 1s” to 
4”, and the included attachments really put you at ease on all general 
purpose work. 


ITEMIZED LISTING : 


Order No. Size Order No. Size 
SS4 is” 12-pt. Socket SS22 1” —_12-pt. Socket 
SS6 4” 12-pt. Socket SS24 lis” 12-pt. Socket 
SS8 #5”. :12-pt. Socket SS26 14%” 12-pt. Socket 
SS9_ = $8” 12-pt. Socket S$S28 lis” 12-pt. Socket 
SS10 %” 12-pt. Socket SS30 144” 12-pt. Socket 
SS11 42” 12-pt. Socket DL2 = #8” Drag Link Socket 
SS12 44” 12-pt. Socket SU1 Universal Joint | 
SS14 34” 12-pt. Socket SR5 10” Ratchet 
SS15 43” 12-pt. Socket SH18 18” Hinge Hd. Hdle 
SS16 4%” 12-pt. Socket SE2 2” Extension 
SS18 %” 12-pt. Socket SE6 6” Extension 
SS19 42” 12-pt. Socket SE10 10” Extension 
SS20 4%” 12-pt. Socket Hy Gauge Metal Box 


(with set only) 
SK9 (25 separate units and box) , 


CORNWELL GENERAL PURPOSE SOCKET SET 
Set Contains 27 Units 


Set contains 18 Sockets from 34" to 144”, two Extensions, one Hinge 
Head Handle, Sliding Bar Tee Handle, Speeder Handle, Reversible Rat- 
chet, Universal Joint and Drag Link. 


ITEMIZED LISTING 


SK27 SET 
Order No. Description Order No. Description 

SH18 Hinge Head Handle 18” SS10 5%” 12-pt. Socket 
SH10 Sliding Tee Bar Handle 16” SS12 78” 12-pt. Socket 
SH17 Speeder Handle 17” SS14 %” 12-pt. Socket 
SR5 Reversible Ratchet 10” SS15 33” 12-pt. Socket 
SE2 Extension 2” SS16 = 48” 12-pt. Socket 
SE6 Extension 6” SS18 %” 12-pt. Socket 
SE10_ Extension 10” SS19 = 48” 12-pt. Socket 
SU1 Universal Joint SS20 8” 12-pt. Socket 
DL2 Drag Link Socket +#” SS22. 1 ” 12-pt. Socket 
Ss2 3%" 12-pt. Socket SS24 1s” 12-pt. Socket 
SS4 ss” 12-pt. Socket SS26 1%” 12-pt. Socket 
SS6 4" 12-pt. Socket SS28 1%” 12-pt. Socket 
Ss8 is” 12-pt. Socket SS30 114” 12-pt. Socket 
Ss9 $2” 12-pt. Socket 


SK27 — Set complete including box 
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a) 
CORNWELL 


CORNWELL GENERAL PURPOSE SOCKET SET 
Set Contains 37 Units 


This set contains 18 12-pt. Sockets from 34” to 34”; 7 12-pt. Sockets 
from 54” to 1”; 3 6-pt. Universal Sockets from %” to 34”. One Hinge 
Head Handle, Sliding Bar Tee Handle, Speeder Handle, Reversible Ratchet, 
Universal Joint, Drag Link Socket and three Extensions. 


Order No. Description Order No. Description 
SH18 Hinge Head Handle 18” SS16 42” 12 point Socket 
SH10 Sliding Tee Bar Handle 16” SS18 7%” 12 point Socket 
SH17 Speeder Handle 17” SS19 43” 12 point Socket 
SRS Reversible Ratchet 10” SS20 48” 12 point Socket 
SE2 Extension 2” SS22 1” 12 point Socket 
SE6 Extension 6” $S24 175” 12 point Socket 
SE10_ Extension 10” S$S26 1%” 12 point Socket 
SUL Universal Joint ss2s8 135” 12 point Socket 
DL2 ~——Drag Link Socket 33” S$s30 Wy” 12 point Socket 
ss2 34” 12 point Socket DS10 %” 12 point Deep Socket 
ssa 1s” 12 point Socket Dsi2 +” 12 point Deep Socket 
SS6 1%” 12 point Socket DSi4 %” 12 point Deep Socket 
sss fx” 12 point Socket DS16 48” 12 point Deep Socket 
sso 48” 12 point Socket DS18 =” 12 point Deep Socket 
SS10 %” 12 point Socket DS20 18” 12 point Deep Socket 
SS12 +4” 12 point Socket DS22 1” 12 point Deep Socket 
$s14 3” 12 point Socket SU60 %” 6 point Universal Socket 
SS15 43” 12 point Socket . SU62 4%” 6 point Universal Socket 


SU64 %” 6 point Universal Socket 


SK37 — Set complete as illustrated including box 


GENERAL PURPOSE SOCKET SET 


Set Contains 64 Units 


Set contains 18 12-pt. Sockets from 34” to 1144”; 11 12-pt. Deep Sockets 
from 4%” to 1%”; 10 6-pt. Sockets from 7” to 1”; 9 8-pt. Double Square 
Sockets from is” to 1” and 3 6-pt. Universal Sockets. 1 Hinge Head Handle, 
Sliding Bar Tee Handle, Speeder Handle, Drag Link, Stud Remover Set, 
Universal Joint. 2 Reversible Ratchets and 3 Extensions. 


4%” DRIVE SOCKET SET 


Order No, Description Order No. Description 
SH18 Hinge Head Handle 18” DS12 4%” 12 point Deep Socket 
SH10 Sliding Tee Bar Handle 16” Ds14 %” 12 point Deep Socket 
SH17 Speeder Handle 17” DS16 4%” 12 point Deep Socket 
SR5 Reversible Ratchet 10” DS18 %” 12 point Deep Socket 
SR7 Reversible Ratchet 15” DS20 48” 12 point Deep Socket 
SU1 Universal Joint _ DS22 1” 12 point Deep Socket 
SE2 Extension 2” DS24 17%” 12 point Deep Socket 
SE4 Extension 4” DS26 1%” 12 point Deep Socket 
SE6 Extension 6” SS54 7” 6 point Socket 
SE10 Extension 10” SS56 4” 6 point Socket 
DL4 Drag Link Socket 48” SS58 ¥” 6 point Socket 
SMK1 Stud Remover Set (cap. #5” thru 14”) SS60 %” 6 point Socket 
Ss2 3%” 12 point Socket SS62 44” 6 point Socket 
ss4 ys” 12 point Socket SS64 34” 6 point Socket 
SS6 4” 12 point Socket SS66 13” 6 point Socket 
sss ” 12 point Socket SS68 6 point Socket 
SSO 48” 12 point Socket ss70 %, 6 point Socket 
SS10 %” 12 point Socket SS72 1” 6point Socket 
$S12 44” 12 point Socket SS82. 7%” Double Square Socket (8 pt.) 
$s14 %” 12 point Socket S$S83 1%” Double Square Socket (8 pt.) 
SS15 43” 12 point Socket SS84 35” Double Square Socket (8 pt.) 
SS16 48” 12 point Socket SS85 %” Double Square Socket (8 pt.) 
SS18 %” 12 point Socket * 2R11 44” Double Square Socket (8 pt.) 
S$S19 43” 12 point Socket 2R12 %” Double Square Socket (8 pt.) 
$S20 48” 12 point Socket 2R13 42” Double Square Socket (8 Bt) 
S$S22 1” 12 point Socket 2R14 %” Double Square Socket (8 pt.) 
$S24 17,” 12 point Socket 2R18 1” Double Square Socket (8 pt.) 
$S26 11%” 12 point Socket SU58 #5” Universal Socket (6 pt.) 
$S28 1,3,” 12 point Socket SU60 %” Universal Socket (6 pt.) 
SS30 114” 12 point Socket SU62 44” Universal Socket (6 pt.) 
DS6 1%” 12 point Deep Socket SU64 %” Universal Socket (6 pt.) 
Dss-~= #5” 12 point Deep Socket SK21 Tool Box 


DS10 %” 12 point Deep Socket 
SK68 — Set complete with box 
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~ CORNWELL 


HEAVY DUTY SOCKETS AND SETS 
34” Sq. Drive 
Heavy Duty 34” Service Sockets 


12 Pt. 6 Pt. 

Dbl. Hex. Opg. Sgl. Hex. Opg. cu Simmer Stden sds 

peti Ser ae pS Fo eae a es U.S.S. 

Order Opg. Ord. S.A.E..: ‘U.S.S.>" Cap Cap 

No. Size No. Length Nuts Nuts Screw Nuts Screw 

HS2 iB" ne eee 143” ts” yy" 54” ts” 54” 
HS4 cece sae De a gee Se gE rea ie 
HS6 1 5 ihe cat 1 +3” 44” ranks 34" SAE bie 

HS8 lis” HS48 Der eget, ich cae: tee acral eae no , 
HS10 1%” HS50 ofS a ig e gee 9, a 
HS12 lvs” HS52 rpm ce ah 
HS14 14,” HS54 Dee eke Beam aoe 
HS16 Tie beasts VA Ngee Sp ast ei RD te eee | 
HS18 1%" HS58 Py eg ee 
HS20 lis” HS60 QU Le a eg aati Tee pt ? 
HS22 14” HS62 ps Alar aero agra ined LSE Le Sieme 
HS24. Lt A coe Pi, AEN eh RRS ya kek ae pa 
HS26 1%” HS66 254” 1%” 1” ER Ea ne 
HS28 Like se oe 7 Ae |e tiaeia ag SO eS used 17 Sad A 
HS30 13,” HS70 OREM oe ea eee ade ees 
HS32 118” HS72 Br p LY Arado EY Ae Soe ot ena! 
HS34 1%" HS74 rnc ey mais an) | laa 
HS36 Dh 7 joie eer seat BE Baeble a Ca a a reer 
HS38 2" HS78 ow a Ae ie IY ana aes eae 
HS40 aE oe Be pai ua Veagceticg ATAORS RNC Ace 
HS42 eT een rT iii Sng ae eke = 
HS44. Deen ea Sip LUG Aer ae ee en oe of 
HS46 BYP er aoe 80S eee eae 


Heavy Duty Deep Socket Set — 12 Point 
With 34” Service 


Used for Truck U bolts and such work where the bolt extends through 


the nut. 

Order No. Opening Length | Order No. Opening Length 
HDS2 %,” 3Y” HDS14 yy,” 3Y,” 
HDS4 15” 3y” HDS16 1i5” 3” 
HDS6 a 3y,” HDS18 13%” 34” 
HDS8& 1is” 3y,” HDS20 lis” BY,” 
HDS10 14%” 3” HDS22 14” 3,” 
HDS12 v5” 34,” HDS26 15%” 314” 


SK750 — Above Sockets except HDS12 
Tray included 


Universal Joint 


Exclusive “Stayput” feature embodies spring tension in the construction 
and holds the socket in required position. 


Order No. Description 

HUL 34" Service 

Budd Wheel Socket 

H 34” Service 

For use in turning the square nut on Budd wheel. 

; Order No. 

H HS93 Budd Wheel Socket, 13” square opening 
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“CORNWELL 


HEAVY DUTY SOCKET HANDLES 
AND ATTACHMENTS 


34” Sq. Drive 


When HEAVY DUTY is mentioned, we refer to the type of work the 
heavy duty tools are to perform. This division of the line laps down into 
the Standard line starting with 7%” and reaches up into the GIANT class 
with 214” opening. 


The design of the tools is light, but “Cornwell processing” provides the 
required strength and equal to ordinary tools of much heavier construction. 


Heavy Duty Ratchet 
The King-Of-Them All 
Order No. Length 
HR1 20” 


The Regular No. HR1 Heavy Duty Ratchet has 34” square service and 
comes equipped with No. HRIF 34” x 34” adaptor, unless ordered otherwise. 
The Cornwell Heavy Duty Ratchet “The King-Of-Them All” is a clutch 
type of ratchet.The following is table for adapting the HR1 Ratchet to 
sockets with smaller or larger square drive. 


Heavy Duty Ratchet 
A sturdy 34” Heavy Duty Ratchet with thirty teeth — Reversible 
Trigger Type. 
Order No. Length 
HR3 23” 


Ratchet Adaptors 


Order No. Dimensions Order No. Dimensions 
HRIF 34" x 34" x2” HRC 34" x iy" x2" 
HRA 34" x 56” x2” HRG 5 Aide 3 gine 8 


Heavy Duty Flex Handle 
An all-purpose handle with five positive positions for working at any 
angle when breaking loose or spinning off. 
Order No. Stock Size Length 
HH24 Th" x24" 24” 


Heavy Duty Sliding Bar Tee Handles 
Has friction ball for holding at any given point; the bar has center 
groove for quick balance for spinning. 


Order No. Length Stock Size Service 
HH20 20” i" %” 


Heavy Duty Extensions 


Made in the following sizes and combinations of which will meet all 
depth requirements. 


Order No. Size and Length Service 
HE4 34" x 4” A 
HE6 6 "x 6” 34" 
HES iy” x 8” 34” 
HEI6 %” x 16” 34” 


Socket Adaptors 


For adapting 34” square drive handles to sockets, or handles next 
above or below 34” dimension. 


Order No. Dimensions _ 
HAS 34” Female x 4%” Male 
HA10 34” Female x 54” Male 
HA22Z 34” Female x 1” Male 
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CORNWELL 


SK14 


CORNWELL HEAVY DUTY SOCKET SET 


34.” Service 
Set Contains 15 Units 


This set contains 11 sockets ranging from 17s” to and including 2” in 
12-pt. sockets. The Extensions make it the master of the situation on heavy 
duty work. 


The following items make up the above set: 


Order No. Size 
HS8 1ys” 12 Point Socket 
HS10 144” 12 Point Socket 
HS14 144” 12 Point Socket 
HS18 134” 12 Point Socket 
HS20 1s” 12 Point Socket 
HS22 14” 12 Point Socket 
HS26 15” 12 Point Socket 
HS30 134” 12 Point Socket 
HS32 148” 12 Point Socket 
HS34 1%” 12 Point Socket 
HS38 2” 12 Point Socket 
HR3 Heavy Duty Ratchet 
HH24. 24” Flex Handle 
HH20 20” Sliding Tee Bar Handle 
HE4 4” Extension 
HES 8” Extension 


Heavy Steel Case 


SK14 — Set complete with above in metal box 


CORNWELL COMPLETE HEAVY DUTY 
SOCKET SET 
34.” Service 
Set Contains 27 Units 


Set contains 20 Sockets from 7%” to 214”, three Extensions, one Uni- 
versal Joint, Flex Handle, Sliding Tee Bar and Heavy Duty Ratchet. 


Order No. Description 
HS2 %” 12 Point Socket 
HS4. +6” 12 Point Socket 
HS6 1 ” 12 Point Socket 
HS8 lzs” 12 Point Socket 
HS10 14%” 12 Point Socket 
HS12 is” 12 Point Socket 
HS14 144” 12 Point Socket 
HS16 1¥5” 12 Point Socket 
HS18 134” 12 Point Socket 
HS20 is” 12 Point Socket 
HS22 144” 12 Point Socket 
HS26 1%” 12 Point Socket 
HS28 148” 12 Point Socket 
HS30 1%” 12 Point Socket 
HS32 146” 12 Point Socket 
HS34. 1%" 12 Point Socket 
HS38 2 ” 12 Point Socket 
HS42 24%” 12 Point Socket 
HS44. 23%” 12 Point Socket 
HS46 24%” 12 Point Socket 
HE4 4” Extension 
HE8 8” Extension 
HE16 16” Extension 
HUI Universal Joint 
HH24 24” Flex Handle 
HH20 20” Sliding Tee Bar Handle 
HR3 Heavy Duty Reversible Ratchet 


Heavy Steel Case 


SK15 — Set complete with above in metal box as illustrated 


"CORNWELL 


GIANT SOCKETS AND HANDLES 


1” Square Drive 


Made for super heavy duty work. They overlap into the regular heavy 
duty line starting in the 154” opening and reaching to 34%” inclusive — all 
in 6-point. We allow extra working depth for clearance of extra thick nuts 


or where the bolt has more than average extension through the nut. 
Cornwell Giant Ratchet 


The King Of Them All 


The reference “Giant” applies to 1” Square Drive, the largest in the 
Cornwell line of sockets and handles. It is light in weight in comparison to 
the load when used on the largest socket of 344”. Detachable 30” handle. 


Order No. Description Length Overall 
GR1 Complete Ratchet 3344” 
GRIA Head only 5,” 
GRILL Handle only 503% 


Giant Sliding Bar Tee Handles 


Has friction ball for holding at any given point; the bar has center 
groove for quick balance for spinning. 


Order No. Size and Length Stock Size 
GH30 30” 1 
Giant Extensions Giant Socket Adaptors 
These two Extensions used singly | Order No. 
or in combination for any required GA14 1” Female x 34” Male 
depth. GA18 1” Female x %” Male 
Order No. Size and Length 
GE8 sides dhe oe 
GE16 lo” 
Giant 1” Service Sockets — 6 Pt. 
Sgl. Hex. Opg. Amer. Std. 
U.S.S. 
Opening S.A.E. U.S.S. Cap Cap 
Order No. Size Length Nuts Nuts Screw Nuts Screw 
GS44. 154" 3i5” 14%” 1B ese eae pas 
GS46 146” Las Stig Ri te ae ae ae 
GS48 134" CE REST SOEs" SA Ee a a 
GS50 143” 3i6” 1y4,” 14” i iia cae ie 
GS52 1%” SUS: Sane rer Sea read 144” pel 
GS56 PME 3i0" 134” Bose eect | hres a tesa ia 
GS58 2%" Sig oe EEE AS GR TAR as 
GS59 275” 354" 14” 134” phology Meng 2 a e 
GS60 24," PA PMTs Bae 14,” ne 
GS62 236” Be eu: oo CAS een i ae x ke 
GS64. 21," TEES ROSES ee ea a a a OO pO 
GS66 254" VN ak ol, es eae a epee? Cece 
GS68 234" YA eae eat Lei Ae Zee era = es 
GS69 28 Ae oa ae IVC AG RSIS RS Re et aS is 
GS72 314" 5M a on Bae Sota aan 


Giant Socket Set 
The Sockets and Handles in this set cover the general requirements in 
the “Giant” heavy duty class of work. The following items carrying 1” 
service make up the following kit. Any item may be ordered separately: 


Order No. Size 
GS44 154” Hex. Opening Socket 
GS48 134” Hex. Opening Socket 
GS50 » 142” Hex. Opening Socket 
GS52 1%” Hex. Opening Socket 
GS56 2” Hex. Opening Socket 
GS58 214%” Hex. Opening Socket 
GS59 26" Hex.Opening Socket 
GS60 244" Hex. Opening Socket 
GS62 234" Hex. Opening Socket 
GR-1 Giant Ratchet 
GH30 1” x 30” Sliding “T” Bar 
GE8 8” Extension 
GE16 16” Extension 


Heavy Steel Case shown at left 
SK16 — Above set complete in box 
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CORNWELL 


The ONE SIXTY-ONE Set 


at places,” the Universal Sockets in 34” and 14” square 
drive, makes it easy. 


A general purpose maintenance set with a com- 
plete range of sockets from 3” to 17%” in 14”, 34”, 
YY” and %/,” square drive, with necessary handles for 


each. 


The five types of Wrenches, open end, box end, 
tappet, ignition and midget combinations, cover all the 
popular sizes from 14” to 1%)”. For those “hard to get 


14” Service Tiny Sockets and Handles 


TR-3 Tiny Ratchet 5” Long 

TE-2 Tiny Extension 2” Long 

TE-6 Tiny Extension 6” Long 

TH-6 Tiny Sliding Tee Bar Handle 

TH-9 Tiny Flex Handle 6” Long 

TH-10 Tiny Spin Handle 3” Long 

TS-3 jis” Hex Opening Socket 

TS-5 go” Hex Opening Socket 

TS-7 Y,” Hex Opening Socket 

TS-9 gs” Hex Opening Socket 

TS-11 fs” Hex Opening Socket 

TS-13 44” Hex Opening Socket 

TS-15 34” Hex Opening Socket 

TS-18 ys” Hex Opening Socket 

TS-19 4” Hex Opening Socket 

TS-47 Y,” Double Square Opening 8 Pt. Socket 
TS-51 zs” Double Square Opening 8 Pt. Socket 
TS-55 34” Double Square Opening 8 Pt. Socket 


SK-101B Box for above set 


3%” Service Junior Sockets 
and Handles 


JR-3 Junior Ratchet 

JH-8 Sliding Tee Bar 

JH-9 Flex Handle 

JH-10 Plastic Handle Spinner 
JH-17 Junior Speeder 

JE-4 4” Extension 

JE-7 7” Extension 

JE-12 12” Extension 

JU-1 Universal Joint 

JS-6 %” Opening 12 Pt. Socket 
JS-8 ys” Opening 12 Pt. Socket 
JS-10 Y%” Opening 12 Pt. Socket 
JS-12 zs” Opening 12 Pt. Socket 
Js-14 53” Opening 12 Pt. Socket 
JS-16 44” Opening 12 Pt. Socket 
JS-18 3%,” Opening 12 Pt. Socket 
JS-21 43” Opening 12 Pt. Socket 
JS-23 7%,” Opening 12 Pt. Socket 


JDS-66 34” Opening Hex Deep Socket 
JDS-68 qs” Opening Hex Deep Socket 
JDS-70 %” Opening Hex Deep Socket 
JDS-9 #5” Opening 12 Pt. Deep Socket 
JDS-11 5%” Opening 12 Pt. Deep Socket 
JDS-15 44” Opening 12 Pt. Deep Socket 
JDS-19 3,” Opening 12 Pt. Deep Socket 
JDS-21 42” Opening 12 Pt. Deep Socket 
JDS-23 ¥%” Opening 12 Pt. Deep Socket 


JS-62 Y¥,” Opening Hex Socket 

JS-64 fs” Opening Hex Socket 

JS-66 34” Opening Hex Socket 

JS-68 ye” Opening Hex Socket 

JS-70 %” Opening Hex Socket 

JS-72 5” Opening Hex Socket 

JU-10 ¥%” Opening 12 Pt. Flexible Socket 
yU-12 fx” Opening 12 Pt. Flexible Socket 
jJU-14 54” Opening 12 Pt. Flexible Socket 
2R-1 Y,” Double Square Opening 8 Pt. Socket 
2R-2 zs” Double Square Opening 8 Pt. Socket 
2R-3 34” Double Square Opening 8 Pt. Socket 


This assortment of 161 tools includes the large 


roomy chest illustrated, with six drawers, removable 


161 Cornwell Quality 


Tools and Chest 


6” Extension 

10” Extension 

Universal Joint 

34” Opening 12 Pt. Socket 
yx” Opening 12 Pt. Socket 
V4” Opening 12 Pt. Socket 
fs” pening 12 Pt. Socket 
48” Opening 12 Pt. Socket 
%” Opening 12 Pt. Socket 
+4” Opening 12 Pt. Socket 
34” Opening 12 Pt. Socket 
8” Opening 12 Pt. Socket 
4%” Opening 12 Pt. Socket 
i” Opening 12 Pt. Socket 
43” Opening 12 Pt. Socket 
43” Opening 12 Pt. Socket 
1” Opening 12 Pt. Socket 
l7y” Opening 12 Pt. Socket 
1%” Opening 12 Pt. Socket 
1ys” Opening 12 Pt. Socket 
14%” Opening 12 Pt. Socket 
5” Opening 12 Pt. Deep Socket 
44” Opening 12 Pt. Deep Socket 


tray and built-in-lock. It’s an ideal set for industrial, 
hotel, school, hospital and public utility maintenance 
work, Complete information on tool chest can be found 
on page 118, 


HE-8 8” Extension 

HSs-8 17s” Opening 12 Pt. Socket 
Hs-10 14%” Opening 12 Pt. Socket 
HS-14 Y%4” Opening 12 Pt. Socket 
HS-18 1%” Opening 12 Pt. Socket 
HS-20 17s” Opening 12 Pt. Socket 
HS-22 14” Opening 12 Pt Socket zi 
HS-26 1%” Opening 12 Pt. Socket 
HS-30 1%,” Opening 12 Pt. Socket 
HS-32 148” Opening 12 Pt. Socket 
HS-34 1%,” Opening 12 Pt. Socket 


Box Wrenches (Long Lengths) 


BW-18 36” x a” x 614” 

BW-22 ih" x fe” x Ti” 

BW-25 $8” x 44” x 814” 

BW-28 %4” x 4” x 12” 

BW-41 38” x #8” x 11” 

BW-42 ip” x 48” x 11%,” 

BW-45 1” x 1%" x 1345” 

BW-49 lay” x 1%," x 17” 

BW-66 fs” x %” Half Moon Wrench 
BW-67 54” x 4%” Half Moon Wrench 


Box Wrenches (Short Lengths) 


BW-1 V," x fe" x 4” 
BW-3 34" x sie” x 414” 
BW-5 Te” x 14” x 44” 
BW-7 Vy" x "x 5” 


BW-9 Hh” x 5h" x 514” 
BW-11 56" x 34" x 534” 


Open End Wrenches 


EW-s V4" x fe" x 3” 
EW-12 56” x we” x 4” 
EW-18 Yi" x ts”, x 6” 
EW-24 48” x 1h” x 74” 
EW-28 54” x is x84” 
EW-33 FRY’ x he” x 1144” 
EW-35 48” x 1% x 1244” 
EW-37 1px” x 1%” x 1354” 
EW-42 144” x 17%” x 16” 


Tappet Wrenches (2 each) 


TW-42 te” x Yo” x 10” 
TW-46 Wy" x it, x 10” 
TW-50 %” x 34” x 10” 


Midget Combination -Wrenches (Kit 


included) 


CW-81 Y"xY,"” x 454” 6 Pt. 
CW-83 te” x te" x 5" 6 Pt. 
CW-85 34” x 36” x54” 6 Pt. 


Ignition Wrenches (Kit included) 


14” Service Standard Sockets 
and Handles 


SR-S Ratchet 

SH-10 Sliding Tee Bar 
SH-17 Speeder 

SH-18 Flex Handle 
SE-2 2” Extension 


SK-161S — Tools and box 
SK-161 Set — Tools only 
SK-161B — Box only 


DS-14 %4” Opening 12 Pt. Deep Socket 
DS-16 +8” Opening 12 Pt. Deep Socket 
Ds-18 %” Opening 12 Pt. Deep Socket 
DS-20 4%” Opening 12 Pt. Deep Socket 
DS-22 1” Opening 12 Pt. Deep Socket 
SU-60 %” Opening Hex Universal Socket 
SU-62 44” Opening Hex Universal Socket 
SU-64 ¥,” Opening Hex Universal Socket 


34” Service Heavy Duty Sockets 
and Handles 


HR-2 Ratchet 
HH-20 Sliding Tee Bar 
HE-4 4” Extension 
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Iw-3 33” 15° x 32” 60° x 3” 
IW-5 ay” 15° x 4” 60° x 3” 
IW-7 33” 15° x $2” 60° x 3” 
Iw-9 "4" 15 ox ay 60° x 4g A 
IW-13 dy” 15° x tr 60° x34 
IW-17 Hr” 15° x fy” 60° x 314” 
IW-19 44” 15° x 3” 60° x 334” 
IW-21 34” 15° x $4” 60° x 3%” 
Pliers 

P-60 7” Vice Grip Pliers 
Tool Box 

SK-24 “Master Deluxe”” Box 


SK-101 Midget Set Box 
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” BORNWELL 


The ONE SIXTY-THREE Set 


A complete set of automotive hand tools for the 
professional mechanic. 


Includes sockets from 3%,” to 114”, in 14”, 34” and 
14” drives with necessary handles. Popular sizes of Box 
Wrenches in both long and short lengths 34” to 114”. 


14" Service Tiny Sockets and Handles 


End Wrenches from 34” to 1”. Necessary Tappet and 
Ignition Wrenches, and a wide range of Chisels, Punches, 
Screw Drivers, Pliers and Hammers — plus the necessary 
tool to handle 90% of today’s automotive jobs. You’re 
fully equipped with this set. 


EW-30 34” x hy” x 9Y,” 
EW-33 44” x Wy” x 1134” 


TH-9 Tiny Flex Handle 6” EW-35 48” x1” x 1244” 
TS-3 ts’, Hex Opening Socket 
TS-5 ga” Hex Opening Socket 
TS-7 Y¥4” Hex Opening Socket Tappet halons 2 each) 
TS-9 gx” Hex Opening Socket TW-42 ir, = ya” x 10” 
TS-11 ys” Hex Opening Socket TW-46 2, x ty" x 10” 
TS-13 44” Hex Opening Socket TW-50 54” x 44” x 10 
TS-15 34” Hex Opening Socket Ae 
TS-18 is” Hex Opening Socket Ignition Wrenches 
TS-19 1%” Hex Opening Socket 4 W150 Ep? «3H 
TS-47 Y¥,” Double Square Opening 8 Pt. Socket we om Pe : i, = Eps 
TS-51 fs” Double Square Opening 8 Pt. Socket Iw-7 hie 15° x 44” 60° x 3” 
TS-55 %” Double Square Opening 8 Pt. Socket Poy s00. iene sae 
IWw-9 ”4” 1S x go” 60 x 3” 
IW-13 is” 15° x wy” 60° x 314” 
A : IW-17 fig” 15° x fe” 60° x 314” 
34” Service Junior Sockets IW-19 4b” 15° x i” 60° x 334” 
and Handles IW-21 34” 15° x 3h” 60° x 334” 
IR-3 Junior Ratchet . 
JH-8 Sliding Tee Bar Screwdriver 
JH-9 Flex Handle SD-192 4” Stock, 3” Blade, 44” Tip Width 
JH-10 Spinner Plastic Handle SD-189 zs” Stock, 3” Blade, 75” Tip Width 
JH-17 Speeder SD-193 4” Stock, 6” Blade, 43” Tip Width 
JE-4 4” Extension SD-195 ys” Stock, 6” Blade, 48” Tip Width 
JE-7 7” Extension SD-197 3%” Stock, 7” Blade, 4§” Tip Width 
JE-12 12” Extension SD-198 34” Stock, 18” Blade, 43” Tip Width 
JU-1 Universal Joint SD-142 Spark Testing Screwdriver 
ie ” A - 108 re: ee oa 
js8 8 aes te Pi. Socket PD-108 No.2 Philips Screwdriver (stubby) 
JS-10 %” Opening 12 Pt. Socket PD-110 No. 2 Philips Screwdriver 
JS-12 fs” Opening 12 Pt. Socket H PD-115 No. 3 Philips Screwdriver 
JS-14 %” Opening 12 Pt. Socket 163 cau he PD-120 No. 4 Philips Screwdriver 
JS-16 44” Opening 12 Pt. Socket s an est 
JS-18 ae. Obcning 12: a =e Too Chisels and Punches 
JS23 4p" Onening 12 Pr. Socket FOG Flat Chisel 3472 6", 
JDS-66 3%” Opening Hex Deep Socket “8 at Chisel 74” x 614" 
e ” ing Hex D: Socket FC-10 Flat Chisel 4%” x7 
Ds-70 i, Hagen eX Die? Socket $S-14 34” Opening 12 Pt. Socket FC-16 Flat Chisel 34” x 9” 
Jps-9 4” Opening 12 Pt. Deep Socket SS-15 35” Opening 12 Pt. Socket RP-4 Rivet Punch 34” x 5” 
JDS-11 5%” Opening 12 Pt. Deep Socket SS-16 42” Opening 12 Pt. Socket RP-6 Rivet Punch "x 644” 
JDS-15 44” Opening 12 Pt. Deep Socket Seg «. Phare: a Be ae nals pre vaney % > ce 
DSs- 3" i 12 Pr. D Socket SS-19 83 pening 12 Pt. Socket a ouge Chise x 
Tpaar 4, oH tink 12 Pr. Tesh Socket SS-20 48” Opening 12 Pt. Socket CC-4 Gouge Chisel 34” x 6” 
JDS-23 74” Opening 12 Pt. Deep Socket S$S-22 1” Opening 12 Pt. Socket CC-4 Cape Chisel 5” x 514” 
JS-62 Y4,” Opening Hex Socket SS-24 l?s” Opening 12 Pt. Socket CC-6 Cape Chisel %” x 6” 
JS-64 ” Opening Hex Socket SS-26 14%” Opening 12 Pt. Socket cCc-8 Cape Chisel 14” x 614” 
JS-66 E. Opening Hex Socket SS-28 1,5” Opening 12 Pt. Socket PP-14 Pin Punch 14” x $9” x 7” 
JS-68 ys” Opening Hex Socket SS-30 144” Opening 12 Pt. Socket pes Diamond iat re x 614" 
JS-70 %4” Opening Hex Socket P-6 Center Punch 4” x 514 
JS-72 Bn Onentue Hex Socket Box Wrenches (Lon Len ths) EO-4 Square Punch (EZ out) #e” x 414” 
yr" i o: nc s 5 DP-8 Drift Punch 4” x 9” 
jJU-10 Y,” Opening 12 Pt. Flexible Socket be ot A 
JU-12 fs” Opening 12 Pt. Flexible Socket BW-18 5p” x te” x 6 F 
JU-14 54” Opening 12 Pt. Flexible Socket BW-22 A" x te" x7" Pliers 
2R-1 ¥,” Double Square Opening 8 Pt. Socket BW-25 3h” x 43” x 8% P-16 Combination’Slip Joint with Cutter 
2R-2 zs” Double Square Opening 8 Pt. Socket BW-28 BX % en ay P-21 Needle Nose with Cutter 
OR-3 34” Double Square Opening 8 Pt. Socket lege Hs, 2H, any” P-20 Diagorial Pliers 
BW-45 1” x 1%" x 1345” P-10 Battery Pliers 
V4" Service Standard Socket Re Hammers 
Q ervic andar oc Ss 
and Handles Box Wrenches (Short Lengths) ae oo 
SR-5 Ratchet BW-1 Y" x fe” x 4” PH-16 16 oz. Pyrolin Tipped Hammer 
SH-10 Sliding Tee Bar BW-3 34” x is” x 4” 
SH-17 Speeder BW-5 we” x 4" x 414” Valve Tools and Misc. 
SH-18 Flex Handle 18” BW-7 Ye” x $5” x 5” 
SE-2 2” Extension BW-9 Pr” x 54” x 54” VT-21 Valve Key Inserter 
2 ee Brn Bena eee 
E-10 10 tensii E 
U1 Univers lctne End W: A FG-8 Feeler Gauge — Spark Plug 
SS-2 %” Opening 12 Pt. Socket Open En renches FG-10 Feeler Gauge — General Purpose 
SS-4 - gs” Opening 12 Pt. Socket EW-12 36” x gg” x 4” Y-16 Hacksaw 
SS-6 ¥%” Opening 12 Pt. Socket EW-14 ws” x 4" x 514” X-30 Wire Brush 
SS-8 fx” Opening 12 Pt. Socket EW-18 i” x 5” x 6” PSS-2 Screw Starter 
Ss-9 43” Opening 12 Pt. Socket EW-22 fr” x 5” x 74” PB-5 Pry Bar a5 we 
SS-10 54” Opening 12 Pt. Socket EW-24 4B” x 44” x 74” SK-24 Tool Box ‘‘Master Deluxe’? Box 
§S.12 $4” Opening 12 Pt. Socket EW.28 "x "x 84” .SK-24T Tray Only 


SK-163S — Tools and box 
SK-163 Set — Tools only 
SK-163-B — Box only 
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i] 
A 
| 
| INDUSTRIAL SOCKETS FOR USE WITH 
Power Type 
Junior Socket Series 
dd . 
36” Square Drive 
1R-5 Hex (6 pt.) Sockets! Hex (6 Pt.) Dp. Sckts.| Square Sockets Square Dp. Sckts. 
5 Tool Tool Tool Tool 
Opening No. Length No. Length No. Length No. Length 
ty” 1R- 1 Aad 2R-2 Y” 
43” 1R- 2 in” IR- 3 14” 
%” «|| IR- 4 ip” 1R- 5 14” 2R-3 
ts” 1R- 8 i” 1R- 9 14” 2R-5 1” | 
wy” || 1R-12 Al 1R-13 14" 2R-7 | 
44” 1R-16 A" 
i R17 fh” 1R-18 14” | 
3 1R-21 Vs 
54” 1R-23 in! 1R-24 144” 
44” 1R-28 id 1R-29 144” 
4” 1R-32 1” 1R-33 14" 
1R-7 
Power Type 
Standard Socket Series 
4, . 
14,” Square Drive 
Hex (6 pt.) Sockets] Hex (6 Pt.) Dp. Sckts. Square Sockets Square Dp. Sckts. 
Tool Tool Tool Tool 
Opening No. Length No. Length No. Length No. Length 
1R-6 %” =|lIR- 6 14” 1R- 7 3,” 2R-4 14” 
i” || 1R-10 14” 1R-11 3y,” 2R- 6 14” 
iy” 1R-14 14” 1R-15 34” .| 2R- 8 14” 
ip, Tae ee IR-20 BY,” 2R- 9 144” 
j 1R-22 h; 
%” || 1R-25 14" YR-26 3Y,” 2R-10 14” 
4” || 1R-30 14” 1R-31 3Y,” 2R-11 14” 
4” 1R-34 1” 1R-36 34” 2R-12 14” 
43” || IR-37 1,” 
t8” 1R-38 14” 1R-39 314” 2R-13 14” 
Y” 1R-40 114” 1R-42 34” 2R-14 14” 
th” 1R-44 14” 1R-46 34” 2R-16 1344” 
1” 1R-49 134” IR-51 34” 2R-18 14,” 
lds 1R-53 2 
1% 1R-56 bug 1R-57 34” 
Power Type 
Impact Socket Series 
Mt . 
52” Square Drive 
Hex (6 pt.) Sockets] Hex (6 Pt.) Dp. Sckts. sant Sockets Square Dp. Sckts. 
Tool Tool ool Tool 
Opening No. Length No. Length No. Length No. Length 
fs” IS-405 144,” DIS-405 3y,” IS-505 1%” DIS-505 3” 
56” 14” DIS-410 3” IS-510 1” DIS-510 344” 
+4” 14” DIS-415 34” 1S-515 144” DIS-515 3” 
Ag 14” ‘| DIS-420 34” | 18-520 114” |DIS-520 3%” 
th” 14” DIS-425 3” 18-525 1%” DIS-525 3” 
i,” 1%” DIS-430 314” 1S-530 1%” DIS-530 314” 
48” 134” DIS-435 34” 18-535 134” DIS-535 314” 
thee 134” DIS-440 34” IS-540 134” DIS-540 34” 
ede 2” DIS-445 3144” | 18-545 2” DIS-545 314” 
1%” a DIS-450 31,” IS-550 2”. DIS-550 314” 
14,” ” DIS-455 314” 
1%” 2” DIS-460 314” 
1f,” 2%” | DIS-465 314” 
1%” 24%” DIS-470 3” 
DIS-405 39 


"CORNWELL 


INDUSTRIAL SOCKETS FOR USE WITH 
IMPACT WRENCHES AND NUT RUNNERS 


Power Type 18610 
Impact Socket Series 


34.” Square Drive 


) Hex (6 pt.) Sockets | Hex (6 pt.) Dp..Sckts.| Square Sockets Square Dp. Sckts. 


Tool 00 Tool Tool 
Opening No. Length No. Length No. Length No. Length 

fs” 18-610 1%” | DIS-610 34” |IS-710 1%” |DIS-710 3%,” 

5” 18-615 1%” | DIS-615 34” |IS-715 1%” |DIS-715 3%” 
| 44” 1S-620 2” DIS-620 3” IS-720 2” DIS-720 314” 
4” IS-625 a DIS-625 3” IS-725 Da DIS-725 34” 
43” IS-630 Pag DIS-630 3y” IS-730 ov DIS-730 34” 

i,” 18-635 a DIS-635 314” IS-735 ef DIS-735 314” 
+5” IS-640 2” DIS-640 3144” |IS-740 2” DIS-740 314” 
” 1S-645 2” DIS-645 314” 18-745 2” DIS-745 314” 
lps” 18-650 Pats DIS-650 34” IS-750 me DIS-750 314” 

1%” || 18-655 2%” | DIS-655 34” | 18-755 2” DIS-755 314” 

lik” 18-660 244” DIS-660 314” 1S-760 2%” |DIS-760 314” 

1y4” 18-665 24” DIS-665 34” 1S-765 24,” DIS-765 314” 

1fs” 18-670 244” DIS-670 34” IS-770 2%” | DIS-770 3” 

1%” || 1s-675 2%” | DIS-675 314” 

1%” ||-IS-680 2%” | DIS-680 34” 

Power Type 


Impact Socket Series 
1” Square Drive 


Hex (6 pt.) Sockets | Hex (6 pt.) Dp. Sckts. Square Sockets Square Dp. Sckts. 


Tool Tool Tool Tool 
Opening No, Length No. Length No. Length No. Length 

54” IS-800 2th” 
4” IS-801 25” IS-901 23,” 
4g” 18-803 2” 1S-903 23” 
A" IS-805 2th” DIS-805 314” 1S-905 275” | DIS-905 314,” 
4a” IS-807 2a” | DIS-807 314” 1S-007 245” | DIS-907 314” 
” IS-809 25%” DIS-809 314” IS-909 2” | DIS-909 314” 
ly” || IS-811 254” DIS-811 31h” IS-911 275” | DIS-911 314” 
14%” || 18-813 25%” DIS-813 34” IS-913 275” | DIS-913 314” 
Lyx” || IS-815 214” DIS-815 314” 18-915 2%” | DIS-915 314” 
14” || IS-817 214” DIS-817 314” 1S-917 235” | DIS-917 314” 
1yx” || 18-819 2%” | DIS-819 34” IS-919 275” | DIS-919 314” 
1%” || IS-821 2%” DIS-821 314” IS-921 24%” | DIS-921 314” 
ly” || IS-823 214” =| DIS-823 314” 18-923 27,” |DIS-923 314” 
14” || 18-825 24,” DIS-825 314” 18-925 2%” |DIS-925 314” 
145” || 1S-827 248” DIS-827 314” 18-927 2%” | DIS-927 3144” 
1%” || IS-829 27," DIS-829 314” 18-929 2%” | DIS-929 314” 
144” IS-831 248” DIS-831 314” IS-931 243” | DIS-931 314” 
14%,” || 18-833 be DIS-833 34” 1S-933 248” | DIS-933 314” 
148” || 18-835 3%” | DIS-835 314” 18-935 2%” | DIS-935 314” 
1%” || IS-837 34%” DIS-837 314” 18-937 248” | DIS-937 314” 
14%” || IS-839 375” | DIS-839 3,” IS-939 yd DIS-939 314” 
2 IS-841 3y,” DIS-841 314” 18-941 3%” |DIS-941 3%” 
Qyy” || IS-843 375” | DIS-843 314” 18-943 3%” | DIS-943 37%” DIS-805 

2%” || 1S-845 3%” DIS-845 37” 18-945 37%” | DIS-945 3%” 
275” || IS-847 375” | DIS-847 4” 18-947 34” |DIS-947 4” 

) 2Y,” || 18-849 314” | DIS-849 4” 1s-949 3%” | DIS-049 4” 

) oa” || 18-851 3%” | DIS-851 4” 18-951 314” |DIS-o51 4” 

2%” || IS-853 3%” DIS-853 4Y% 18-953 3%” | DIS-953 4%” 

2%” || IS-855 343” 

| 2%” || 18-857 334” 
275” || IS-859 348” 18-959 = 343” 
2%” || IS-861 374” 
244” IS-863 348” 

24” || 18-865 4” 18-965 444” 

: 24a” || IS-867 475” 

274” 1S-869 4,” 

248” || IS-871 4” 
3” 1S-873 4y,” 
3%” || 18-876 436” 
3%” || 18-879 414” 


3%” || 18-882 4%” 
3%” || 18-885 5” 
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CORNWELL 


ANGLE WRENCH SETS 


tenance where space is limited. 


WK33 — Consists of one each of the above. 


Order No. Opening Size 
we apex 
AW6 Yrx Ye 
AW8 ts”x ts” 
AWIL2 ex 

x 
AWIé firx he 
AW18 Un" x in 
AW20 Lee Oi «365 
AW22 1 Ep i hes 
AW24 Tae x te” 
WK34 — Consists of one each of the above. 

Order No. Opening Size 

Awo aay 
16 x 6 
AW2 %” x 34” 
AW4 te" x 6" 
Ate EE 
ts” x ts 
AWL2 tex he 
AW14 34" x 34” 
AW16 He" x 13” 
AW18 Ar x i” 
pee +6” x ; +8 
AW. a? x ” 
AW24 Lae” was 
Aw50 Lge x ge 
ie x li¢ 
pets aetna 
is xlic 
ie ae 
AW58 14" x 114" 
WK36 — Consists of one each of the above. 
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Our Angle Wrench Sets are arranged in sizes for any mechanical main- 


In the A. W. numbers from 2 to (58) inclusive, the opening at one 
end of the handle is set at 60 degrees, while the opening at the other end 


is set at 15 degrees, facilitating access to the nut regardless of its angle or 
position, All sets put up in durable leatherette kit. 
Order No. Opening Size 

AWO y"x Y" 

AWI1 ts ” x ts ” 

AW2 3 "y % ” 

AW4 ts" x re” 

AW6 yy" x y,” 

AW8 To Xte 

AW10 5B” x 56” 

WK30 — Consists of one each of the above. 

Order No. Opening Size 

AW6 wy"x YY" 

AW8 ts” x ts” 

AW10 5” x 54” 

AW14 "x 34" 

AW18 RB”x %” 

WK31— Consists of one each of the above. 

Order No. Opening Size 

AW2 36” x 36" 

AW4 te” x te” 

AW6 yy," x A ” 

AW8 te” x i” 

AW10 5B” x 54” 

AW12 +5” x 46” 

AW14 yA" x 34" 

AW18 iy" x %" 

AW20 5 a ot 


a | 
CORNWELL 


CORNWELL’S IMPROVED ANGLE 
OR BRAKE WRENCHES 


The “improved” angle and light construction of this wrench makes it 
an indispensable tool in all aircraft maintenance work. Has a much nar- 
rower handle, thereby enabling the mechanic to work in much closer places. 
Especially adaptable for aircraft and marine motors. Also brake work. 


Cornwell’s Improved Angle or Brake Wrenches 
Order No. Opening Size Length Order No. Opening Size Length 


AWO A US aA” AW2o Cl". el” 914” 
AW1 to" x fs” 44," AW24 Tvs? xe” 10" 
AW2 34” x 34” 434" AW50 pA ee Aes Ta 
AW4 M6 KATE AW51 lis” x1” =:1114” 
AW6 Wy"x Y," 54” AW52 W4"x1y” = 311%” 
AW8 Yo” x Ys” 534” AW53 is: eoep o AiS c dame WA 
AW10 5B” x 56” 64,” AW54 134” x 134” 1214” 
AW12 wifes st Meee Ohi AW56 lie” xlie” 134” 
AW14. "x 34" Ty,” AW58 14"x1%"” 14” 
AW16 8” x 48” 754" AW36 fs” x 3%” 10144” 
AW18 "x %" 8” AW40 "x 48” 9” 
AW20 th" x 28” = 884” AW42 34" x ” 9” 
Extra Long Angle Wrench 
An extra long Angle Wrench in popular sizes. 


Order No. Size Length 
AW9 to" x ts” 10” 
AWIL1 56” x 54” 10” 
AW14H 34" x 34" 12" 


Note: AW14H for Hercules Manifolds. 


Brake Eccentric Wrenches 


These wrenches make the eccentric adjustment on brake anchor ec- 
centric bolts when the lock nut has been loosened. 


Order No. Size Length 
AW32 fs" x 4” 9” 
AW34 ts” x 34” 9” 


Right Angle Wrenches 


Designed especially for “around the corner” nuts — particularly advan- 
tageous for refrigeration and air conditioning service. The openings are 90° 
angle to the handle. 


Order No. Opening Sizes Length 
AW82 Yn" x fe" 6” 


Caster Adjusting Wrench 
for Chrysler Products 
On the 1941 models of cars, caster adjustment has been simplified by 
the use of eccentric bushings. The AW65 wrench will fit this adjustment on 
all 1941 Plymouth, De Soto, Dodge or Chrysler cars excepting the Imperial 
Models. AW66 fits Imperial model. 


Order No. Size Length 
AW65 133” 6” 
AW66 144" x 65%” 6” 
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CORNWELL 


TWELVE-POINT BOX WRENCHES 
“CORNWELL” Box Wrenches, like “CORNWELL” Open End Wrenches, 


are hammered out of a piece of round chrome molybdenum steel of special 
analysis and heat treated throughout their entire length, They are the 
strongest wrenches of their kind ever put on the market. 


Short Lengths 


Order No. Opening Sizes Length Order No. Opening Sizes Length 
BW3 34" x is ” 4, ” BW9 Ps” x 54” 54,” 
BW5 ts” x y,” 4y,” BWII1 54” x 34" 534" 
BW7 y,” x 2s” 5” BWI15 +3” x 344” 6” 


Long Lengths | 


Order No. Opening Sizes Length Order No. Opening Sizes Length 
BW18 34" x Te” 64%" BW42 We" x +8" 1444” 
BW20 ie" x 4” a BW44 te Ie 15 
BW22 Ww" x i" 7," BW45 1” x1” 16” 
BW24 ts" x %” 8” BW48 1d" x 1%” 16” 
BW25 ao" x 44” 104,” BW49 lye” x14” Lit 
BW26 58” x 48” 12 BW51l 125" x1z5” 18” 
BW28 5B” x 34” 12% BW54) 14"x1%" 19” 
BW29 44" x 48” 1244” BW55) 134”x14"” 20” 
BW32 te x SAY Le BW56 = 1a" x14” 20” 
BW38 4" x TB” 13! BW58 135" x 154” 21 
BW40 te" x 7” 13 BW60) 1%” x2” 24” 
BW41 a3" x 18” 135%” 

Twelve Point Box Wrench Kits 

Order No. Opening Sizes Length Order No. Opening Sizes Length 
BW3 36" x75" 4y,” BW9 i5"x54” 54,” 
BW5 to" x” 44,” BWII1 56”x34” 5%” 
BW7 U"xi" 5” BW15 qt "3," 6" 


WK2 — Consisting of one each of the above Wrenches with Kit. 


Order No. 
BW18 
BW22 
BW26 


Long Lengths 


Opening Sizes Length 
% ” x vs ” 6% ” 
yy," x Pr nw” Ty," 
% ” x 34 ” 12% ” 


Order No. Opening Sizes Length 
BW38 "x IB" 13” 
BW44 16” x 1” 15” 


WK505 SET — Consisting of one each of above Wrenches with Kit, 


Order No. 
BW18 
BW22 
BW25 
BW28 


Long Lengths 


Opening Sizes Length 
3%” x wa" 64," 


Order No. Opening Sizes Length 
BW41 35” x 13” 1354" 
BW42 "x 38” 1444” 
BW45 1” x1” 16” 
BW49 te” x 14” UFEK 


WK508 SET — Consisting of one each of above Wrenches with Kit. 


Order No. 


BW18 
BW20 
BW22 
BW24 
BW25 
BW28 


Long Lengths 


Opening Sizes Length 
34" x ve ” 64%" 


ve ” x ¥, - tT e 
” 
uy" x Te" 7%, 


fs” x 54" 8” 
38” x 43” 1014” 
54" x 34" 12” 


Order No. Opening Sizes Length 
BW38 "x hh” aa 
BW41 9 38”x 48” 1354” 
BW44 Ne 15” 
BW45 fire ol R14 16” 
BW49 135" x14” li” 


WKS511 SET — Consisting of one each of above Wrenches with Kit. 
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“CORNWELL 


SIX-POINT BOX WRENCHES 


Six Point Box Wrenches 


Short Length 
Order No. Sizes Length 
BW201 YY" x fe” 4y,” 
BW202 ts" x 3%” 4y,” 
BW203 34" x te” 434" 
BW205 te” x" 454" 
Long Length 
Order No. Sizes Length 
. BW218 36" x te” 6,” 
BW220 te” x” rh 


Flare Nut Wrenches 


A combination split box wrench and extra-thick end wrench for use on 
brass nuts and over tubing and pipe in very close places, Cannot slip and 
damage the nut. A time saver for the refrigeration, air-conditioning and air- 


craft men, 
Order No. Opening Point Length 
CWF3 34" x 34” 6 544” (%” oil line fitting) 
CWF5 te” x 18” 6 554” ° zs" oil line fitting) 
CWE7 WY" xl,” 6 6” (Y4” oil line fitting) 
CWF9 fs” x te” 6 63%" ( 4s” oil line fitting) 
CWFILL 56” x 54” 6 634,” (3%" oil line fitting) 
CWF12 exit 6 a” (4” oil line fitting) 
CWF14 3" x 344” 6 ae (#s” oil line fitting) 
CWF18 yn" x fy" 6 BY,” (48” oil line fitting) 
WK95 — SET — Consists of above Wrenches except CWF12, CWF14 and 


CWF18 


Offset Combination Wrenches 


! Order No. Description 
| CWw47 36" x 34" x 414” 
Ccw49 Te Xe KON 
CcW51 V4" x Y%" x 5x5” (Ford & Lincoln Dist. Wr.) 
CW53 fs” x £5" x 64%" 
CW55 56” x 54” x 648” 


WK40 — Set consists of one each of above with Kit. 


Midget Combination Wrenches — (6 Point) 


| 

Order No. Opening Point Length 
Ccw8l yY"xy,” 6 454" 
CW83 to” x ts” 6 5" 

| CW85 x 3%" 6 5Y,” 
| CW87 Te" x is” 6 6” 
CcWw89 Ya" xY” 6 674” 
cw91 te. x te 6 734" 


WK91 — SET consists of one each of above with Kit. 
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COMBINATION BOX END WRENCHES 
With 15° Offset Box End 


These Combination Open End and Box Wrenches have decided advan- 
tages over the Single type wrench. They have the same size opening on 


both ends; you can use the box end for breaking loose those tight nuts and 
the open end for fast work in running them off. 

Made in both long lengths and short lengths in 12 point, 6 point. 
Assortment of sizes from 44” to 15g”, Hand forged from Chrome Moly- 


bdenum steel. 


Short Lengths 


Order No. Dimensions Order No. Dimensions 
cW4 FR at ite Ss CW10 3%" x %”x 634” 
CW6 Y"x "x 54” CWS - th” x 4" x 7’ 
cWw8 te. Xe! x6" CW15 3%4"”x %"x 7" 


Long Lengths 


Order No. Dimensions Order No. Dimensions 
CcW3 36" x 36" x 54” CW22 8 exe 
cW5 Pe Ke xe CW24 lis” x 1s” x 15” 
CW7 Y"x Ye" x 6%" | CW26 14%"x14’" x 153" 
cw9 te = ae x TAS CW28 195" x 1x5" x 1644” 
CW1lL %"x %”x 8%” Cw3s0 14"x14"x17" - 
CW12 48”’x 33”x 94” CW32 16" x 15" x 18” 
CW14 34"”x 3”x104%” CW34 134” x 1%” x19” 
CW16 = 48”x #8"x114” CW36 1ie” x 1ie" x21” 
CW18 %”x %”x12” CW38 144” x144" x24" 


CW20 = 48"”x +8”x13”" CW42 154” x 154" x 26” 


Combination Wrench Kit 


Short Lengths 
Order No. Size Opening Length Order No. Size Opening Length 


cw4 ts” x wa” 5” cW10 54” x 56” 634” 
CWe ywy"x ¥,"” 54” cW13 ts” x 4” ge 
CcW38 fs” x fs” 6” CW15 34” x 44” via 


WK8 — Consists of one each of the above with Kit. 


Combination Wrench Kit 


Long Lengths 
Order No. Size Opening Length Order No. Size Opening Length 
cW3 34" x 34” 54” cw9 ts” x ts” 734 ” 
cW5 te" x te” 6” cWl1l 56” x 54” 854" 
CcCW7 yy u” x y, ” 6% ” 


WK7— Consists of one each of the above with Kit. 


38 


eS 4 


CORNWELL 


COMBINATION BOX END WRENCHES 


) 


Long Lengths 


Order No. Size Opening Length Order No. SizeOpening Length 


cW3 "x 3%” 5%” cwi2 1" x 8” oy,” 
CcW5 te" x ie” 6” cW14 Nile aie, adem 39S 
CcWw7 Yy"x Y"” 6%” CW16 +8” x 38” = 114” 
cw9 get x te Th" cWw18 Dey Re dee 
cWll 5B” x %” 85%" cw20 oe x th 218” 


WK9 W— Consists of one each of the above with Kit, 


Long Lengths 


Order No. Size Opening Length Order No. Size Opening Length 


CW3 = "x %" = 5y%" | CWlE "x 8” LY” 
OWS) cae "8" CW18 "x %” 12” 
CWZ7 = "x %"” =6%" =| Cw20) "x 1" 18” 
CWO eta ee 7%" |) Cwae2 1’ x" 
CW1l §=%"x %" 8%” «| CW24 lwk”x1%e” 15” 
CW12 #8”x 38" 9%" |  CW26)-1%"x1%" 15%" 
CW14 %"x %" = 10%" =|. CW30):1%4"x1%" 17” 


WK35 — Consists of one each of the above with Kit. 


Long Lengths 


Order No. Size Opening Length Order No. SizeOpening Length 


cW3 34” x 34” 544" CW22) 21% x1" 14” 
CW5 te” x ve” 6” CW24) oo ge x Ite”) 9:15? 

CW7 uy"x Y,” 67%” CW26) 14% "x14%” —s 154” 
cw9 te" x we” 73,” CW28 ve” x 1%” =: 1614” 
cWl1l 5B" x 54” 854” cw3s0, 14" x1\%"_—s:'17” 
cW12 te" x 2” oy,” CW32 lds” x1ve"” ~=—:18” 

cwl4 34" x 34” 1014" CW34 = 134”x 13%” = 19” 

) cW16 TP te IAS CW36 Ars” x1ve"” 21” 
cW18 Se ant Mader! Pt CW38 VA" xl” — 24” 
cw20 18" x th" 213" CW42  154"x 154” — 26” 


WK37— Consists of one each of the above with Kit. 
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CORNWELL 
Chrome-Moly Open End Wrenches 


All. “Cornwell” Open End Wrenches are hammered out of a piece of 
round Chrome Molybdenum Steel of Special analysis and then heat treated 
throughout their entire length — not just case hardened — to insure uniform 
strength and toughness and they are made on a 15 degree angle which 
makes them more convenient to hold and easier to use in places where 
access is difficult. Their strength is phenomenal. 


Regular Open End Wrenches 


Opening Opening 
Order No. Sizes Length Order No. Sizes Length 
EW3 fe”x go” = =—214" EW24 38"x 28" =734” 
EW5 WU"x fe” = 3" EW26 %"x ts” 74%" 
EW? "x 8" 34" EW28 %'* A" eh 
EW8 = is"x %" 314” EWS) ee 
EW9 age ” 3," EW33 t8"x 4 11y4” 
36, x te 33, a td ” 
” ” ” EW35 +8 xl 12% 
EW10 ts x % 4y, ” ” we 
” ” ” EW36 +6 xlis ly, 
hides BOT, Meped ei EW37 lrs"x14" 1334" 
EW14 ts rg 7A 5% EW39 1is"x134" 1444". 
EW18 y, x 2s 6 é EW41 14%"x14," 18” 
EW20) "x 38” = 6” EW42, 144,"xli¥e" 16” 
EW22 ws"x 5%” = 74." EW44 114x154" 24” 


Special Length Open End Wrenches 


EW51 56”x 4$”x15” Scientific Brake Wrench 
EW54 34"x "x15" Bendix Brake Anchor Wrench 
EW55 t6"x1las"x17” Bendix Brake Anchor Wrench 
EW56 16"x1lz5"x21” Bendix Brake Anchor Wrench 
EW58 1” x14y"x16” Bendix Brake Anchor Wrench 
EW60 WN ol BALE oe “U” Bolt Wrench 

EW62 1Y4"x1i5"x22” “U” Bolt Wrench 

EW64 145 "x134"x22” Cletrac Wrench 


Cornwell Junior Open End Wrench Kit 


These junior open end wrenches, like the regular Cornwell open end 
wrenches are very small and thin. Have narrow jaws and will work in 
closer places than any wrench on the market. Small in size but giants for 
strength. Why? They’re made of that famous Cornwell Chrome-Moly steel. 
Order No. Size and Length 

EW3 ¥o"xae"x2Y4” 
EWS YA" xis"x3” 
EW7 oa"xh"x314” 
EW9 36" x1'5"x334” 
WK17— Kit consisting of one each of above in genuine leather 
case. 
EW8 ¥5"x34"x314" 


Cornwell “Handi” Pocket Wrench Kit 


Order No. Size Opening Length 
EW12 36"xtq" 444” 
EW14 e"xY" 514” 
EWI18 Vn"x¥s ” 6” 
EW22 ta"x54" m%" 


WK18 — Consists of one each of the above, 
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Order No. 
EW10 
EW12 
EW14 
EW18 
EW22 
EW24 
EW28 
EW30 


WK20 — Consists of one each of the above with Kit. 


Order No. 
EW12 
EW18 
EW26 
EW30 
EW33 
EW35 


WK22 — Consists of one each of the above with Kit. 


Order No. 
EW12 
EW14 
EW18 
EW22 
EW24 
EW30 
EW33 
EW35 


WK24 — Consists of one each of the above with Kit. 


Order No. 
EW10 
EW12 
EW14 
EW18 
EW22 
EW24 
EW28 
EW30 
EW33 
EW35 
EW37 
EW39 
EW42 


WK26 — Consists of one each of the above with Kit. 


CORNWELL 


WRENCH KITS 
(Open End) 


Size Opening 


Pi 
t6"x34” 


” 7 9 
36" xis 


ws"x¥" 
Yn" xi" 
ts" x5" 
43"xid” 
5g" x4" 


34"xIa" 


Size Opening 


a “” Tw 
36" xi6 


Vn" xie" 
56” xth” 
34"x7p" 
48" xIh” 


45x” 


Size Opening 
36" xis" 
ote "Y, ” 
Ve" xi" 
5 "x3" 
48" xtd” 
"xh" 
18"x7,” 


45"x1” 


Size Opening 
¥5"x34" 
34" xi5 ” 
is ”"xy” 
Ve" xis" 
ts "x54” 
a8"xth” 
34"x7" 
T8"x3g” 
T8"x1" 

1re"x1” 
ts"x134" 
W,"xlie” 


Length 
4, ” 
4Y4” 
544” 
6” 
CEA 
734" 
84” 
94” 


Length 
4y,” 
6” 
Ty,” 
Ae 

114” 

1244,” 


Length 
4y,” 
54” 
6” 
Ty,” 
Use 
gy” 

114” 

1244” 
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CORNWELL 


CORNWELL 


WK10 


SORNWELL 


TAPPET WRENCHES 


Cornwell Tappet Wrenches 


Like “Cornwell” Open End Wrenches “Cornwell” Tappet Wrenches are 
hammered out of round, specially treated Chrome Molybdenum Steel and 
then expertly heat treated throughout their entire length. This gives them 
remarkable strength and long life. 


Order No. Opening Thickness Length 
TWO 34” yy” 12" 
TW2 ts ” ty ” 12 ” 
TW3A te” 3a” 14” 
TW3B ve” on” 14” 
TW6 yy" oo” 1 
TW7A y" to” 14” 
TW7B y" fh” 14” 
TW8 3g” os” 12” 
TW10 ts. te” 12% 
TWI10A ts” ie” 14” 
TWL1OB ts” 32” 14” 
TW1l vs” y,” 12% 
TW16 5%” ve” 12h 
TW20 th” ts” 1 
TW26 34" 3a” 1% 
TW62 te” Ye” 12 
TW64 yy" ts” 12% 
TW70 34” oy” 14” 
TW72 % ” fi” 14” 


Standard Single End Tappet Wrench Kit 


Kit contains: 


2—No. TW6 1— No. TW20 
Y," opening 4%” opening 
2—No. TWI11 1—No. TW26 
ts” opening 34” opening 
2—No. TW16 


54” opening 
WK10S — KIT containing the above. 


Cornwell Double-End Tappet Wrench Kit 


Cornwell Double-End Tappet Wrenches, like all other Cornwell open 
end wrenches are Bradley hammer forged by hand from round “chrome 
moly” steel. They are the strongest, most practical design of any tappet 
wrenches on the market. Note particularly — length, opening sizes, etc. The 
best tappet wrench buy in the world. 


Order No. Size Length 
TW42 te” x ¥" 10” 
TW44 Ye" x 34” 10” 
TW46 Ye" xi" 10” 
TW48 ts” x 54” 10” 
TW50 56” x 16” 10” 
TW52 4” x 34” 10” 
TW53 4" x hy" 10” 
TW56 %” x1" 10” 


WK 14 — Set complete as above in Kit. 


CORNW 


Double End Flexible Sockets 


These new idea wrenches. are the handiest in design of anything that 
has been placed on the market. The twelve point sockets on each end will 
get into places where numerous special wrenches are needed, and fulfill a 
long felt need for a wrench of this type. They are of the extra small thin 
walled Junior Socket type. 


Order No. Opening Size Length 
FS3 B"xvs ” 6” 
FS7 ie" xy ” 6” 
FS8 Yn" xe" 6” 
FS9 to”"x5g” 6” 
FS11 4b"x34” 10” 


Half Moon Box Wrenches 


These Wrenches are ideal for all starters, manifold nuts, exhaust flange 
union nuts, carburetor flange nuts, and in fact, all those tough-to-get-at, 
around-the-corner, hidden nuts. 


Order No. Opening Size 
BW62 Ye"x” 
BW64 Vn"x io" 
BW66 o"x5h” 


Front Motor Support and Starter Wrench for ‘“Chevies” 
“STARTER” wrench on all Chrysler built cars 


Order No. Size 
BW67 54”x34" 


Special Manifold Wrench 


This Wrench especially designed for those “Hard-To-Get-At-Nuts” in 
a thousand and one places around the average car. 


It is especially good for manifold work on most cars. 


Order No. Dimensions 


ows ° YY xte"xTYy” 


Improved Ford Brake Wrench 
Services All Models 


Order No. 
BW69 — ie” double square x 44” double square 16” long. 
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CORNWELL 


SCREW DRIVERS 


Spark-Testing Screw Drivers 
(Not Replaceable) 


Ground to tip on cylinder head and contact with spark plug. If plug is 
working properly a brilliant orange will flash in the neon tube in the handle. 
A weak flash indicates a bad plug, and no flash at all indicates a dead plug. 


Pyrolyn Handle Shock Proof 


Order No. Length 
SD142 he 


Spark-Testing Screw Driver with Pocket Clip 


Order No. Length 
SD135 5,” 


Cornwell Serew Drivers 


Cornwell Screw Drivers are made from specially-treated square Chrome- 
Moly stock so that a wrench may be used when necessary. Cornwell Screw 
Drivers are made to “hang” in the screw slot and will not “climb out” as 
do ordinary screw drivers. 


Order No. 


Wood Pyro 

Handle Handle 

SD2 SD102 4” Stock, 4144” (0.A.) 
SD4 SD104 14” Stock, 5” Blade 
SD6 SD106 ts” Stock, 5” (0O.A.) 
SD8 SD108 is” Stock, 3” Blade 
SD10 SD110~— x5” Stock, 5” Blade 
SD12 SD112 ts” Stock, 8” Blade 
SD13 SD113 4” Stock, 344” (0.A.) 
SD14 SD114 V4" Stock, 414” (0.A.) 
SD16 SD116 4” Stock, 3” Blade 
SD17 SD117 4” Stock, (4f” Tip) 8” (0.A.) 
SD18 SD118 4" Stock, 6” Blade 
SD20 SD120 %"Stock,10” Blade 
SD22 SD122 ts” Stock, 6” Blade 
SD24 SD124 ts” Stock,12” Blade 
SD26 SD126 %%" Stock, 7” Blade 
SD28 SD128 %" Stock,12” Blade 
SD30 SD130 34” Stock, 18” Blade 


Tappet Adjusting Screw Driver 


Order No. Size Length 
SD200 ts” Stock 5%” O.A, 


“CORNWELL 


) 
SCREW DRIVERS 
Round Blade 


For light work, such as electrical equipment, radio, typewriters, sewing 
machines, etc. 


Stock Overall Blade 
Tool No. Size Length Width 
SD20-2 oy” 534" oo” 
SD20-3 fy” 634” ts ” 
SD20-4 oo” 734" oy” 
SD20-5 oe” 834” oe” 
SD20-6 oo” 934” 32” 
SD20-8 oy” 1034” oe” 
SD20-10 oy” 1234” oe” 


Round Blade 


Head, shank, and blade are hot forged in one piece. This extra strength 
protects the head against abuse from hammering and also enables the shank 
and blade to withstand severe prying strain. 


Stock Overall Blade 
Tool No. Size Length Width 
SD129-2 a” 63," 3a” 
$D129-3 3” 13,” as” 
SD129-4. yy” 9,” y" 
SD129-5 te” 1014” fs” 
SD129-6 to” i ease ts” 
SD129-8 34” 154” 34” 
SD129-10 34” 17y," 34” 
SD129-12 34” 1914” ts” 


Cabinet Type 


The long slender blade with parallel sides the same width as the di- 
ameter of the stock is designed to drive counter-sunk screws. Blade and 
handle are pinned through the ferrule to prevent the twisting of the blade 
) in the handle. 


Stock Overall Blade 
| Tool No. Size Length Width 
| SD500-3% 30” 7," ae” 
SD500-61% 3a” 1014” 3a” 
SD500-10% 3a” 1414” oa” 


Round Blade 


{ 
) A general utility Screw Driver. Blade and handle are pinned through 


ferrule. 
| Stock Overall Blade 
Tool No. Size Length Width 
SD900-2 3a” 5%" as” 
SD900-3 as” 67%" ao” 
SD900-4. ie 83/4,” un 
S$D900-5 ts” 9%," fs” 
SD900-6 fs” 1144” ts” 
$D900-8 34” 13%” 3%" 
SD900-10 4" 15%” 34” 
SD900-12 3%" 17%," 34” 
SD900-15 34" 207%" 34” 
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CORNWELL 


SCREW DRIVERS AND HANDLES 


Cornwell Offset Serew Drivers 


| Order No. Dimension 
SD40 Blade 4” x 45”, Length 3144” 
ql SD41 Blade 44” x ws", Length 444” 
i sD42 Blade 43” x 1”, Length 514” 
SD43 Blade 4" x 34", Length6 ” 
| sD44. Blade %" x 14%", Length7 ” 
, SD46 Blade 54” Double End Ford Special 
4 
q Kit of Offset Screw Driver illustrated on left, consists of all popular 
i sizes. 
One each SD44, SD43, SD42, SD41 and SD40. 
Order No. 
i} SD400 | 


Serew Starter 


For starting conventional single slotted screws in places that cannot be 
held with the fingers for starting. Held entirely to spring tension in the 
screw slot, eliminating outside holding fingers. 


The grip automatically releases when the pressure reaches 8 lbs., which 
is a protection to the delicate mechanism. Screws must be broken loose or 
tightened with standard solid bit screw driver. 


Order No. Length | 
PSS1 24" 
PSS2 he 
PSS3 9” . 
PSS4 15” 


Phillips Socket Type Screw Drivers 


The tip conforms to the standard Phillips type drivers and designed for 
use on socket handles for maximum speed and power. 


q Order No. Service Length Point 
q PD40 y,” Pag No. 2 
PD45 34” 254” No, 2 

q PD50 34,” 254” No. 3 
i PD55 34” 254” No. 4 

PD60 34" 5” No. 4 
(4 


Cornwell Socket Screw Drivers 


These Socket Screw Drivers are adaptable to the 34” and 14” male 
service on all junior and standard socket handles. Just the thing for speedy 
inserting and removing of screws. 


Order No. Service : Length Width Bit 
SD52 34" Sun ts” 
SD54 y,” 3” te” 


Amberloid Serew Driver Handles 


Amberloid Screw Driver Handles are fluted for comfortable hand fit. 
Has self contained fluted ferrule for rolling with thumb and forefinger. 
Made of absolutely non-breakable pyrolin, drilled for a driving fit on the 
stock sizes listed below. 


| Order No. Diameter Long For Stock 
| SDH262 54" 244" y," 
i SDH265 tei 334” es” 
| SDH270 14." 13," y" 
\ SDH275 14” 334” y" 
4 SDH280 14" ai," fs” 
; SDH285 114" 6.” %" 


i SDH263 34" 3” %" 
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SCREW DRIVERS 
Phillips Hand Type Screw Drivers 


Accurately machined to conform to the five separate radii found in a 
Phillips tapered recess type screw head. Made in four distinct point sizes. 

No need to hold screw with one hand until well started as with the 
slotted screw. Screw may be placed on the driver and into position with 
one hand, a convenience when driving in “hard-to-get-at” places. 


Order No. 
Wood Pyro 
Handle Handle 
PD5 PD1O05 For screw size No. Oto No. 4 
PD8 PD108 For screw size No. 5to No. 9—414" overall 
PD10 PD110 For screw size No. 5to No. 9 
PDI15 PD115 For screw size No. 10 to No. 15 
PD20 PD120 For screw size No. 16 to No. 24 


Apex Clutch Head Hand Drivers — CD Series 


Regular Drivers — Wood Handle 
Order No. Clutch Size Bar Dia. Blade Length 


CD3 oa” to” e 
CcD5 yy," ts” Bs 
CD7 as ” y, uw ” 
CcD9 +s ” Y, ” 4” 
cDI1L yy,” ts" 6” 
CD13 te is” 6” 
cD 1 5 ts ” 3% ” 6 Ww 
Stubby Drivers — Wood Handle 
CD17 oy” te” 1" 
cD 1 9 Y% ” ts ” ” 
cD21 go” yy” 14” 
CD23 +5” yy" 1," 
CD25 y, ” $s” 1 Uf, ” 


Apex Clutch Head Hand Drivers — CDG Series 
Regular Drivers — Wood Handle 


Order No. Clutch Size Bar Dia. Blade Length 
CDG3 os” wo” Bee 
CcDG5 Way fn”! 3" 
CDG7 as ” 1 ” ” 
CDG9 v6” y,” 4” 
CDGI11 y,” to” 6" 
CDG13 wy” ts” 6” 
CDG15 te” 3" 6” 

Stubby Drivers — Wood Handle 
CDG17 we” ts” 1 be 
CDG19 yy” ts” is 
CDG21 a” y," 1y" 
CDG23 vs” y" yy,” 
CDG25 y” te” 14" 


Reed and Prince Screw Drivers 


Among the various types of recessed head screws on the market is the 
Reed and Prince cross slot screw which is becoming increasingly popular. 
This screw differs from the Phillips screw. The slots are such that each 
requires a special screw driver. Phillips screw drivers cannot be used suc- 
cessfully on Reed and Prince, or vice versa. 


Order No. Bar Dia. Blade Length 
RP700 is” By 
RP705 yy" Vy” 
RP710 yn 4" 
RP715 ts” 6” 
RP720 34” 8” 
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CORNWELL CHISELS 


Cornwell Chisels are made strong and tough, of the very highest grade 
Chrome Molybdenum Steel, The blades can be filed or carefully ground 
back whenever necessary, thus giving them longer life than any other chisel 
you can buy. They are made exceptionally strong and durable, primarily 
for use in automatic repair work. A common test is cutting a Chrome 
Nickel steel axle shaft. 


Flat Chisels 


Flat Chisels are commonly used for cutting out damaged parts that 
cannot otherwise be removed. It is also a tool for chipping rough work. 
Their toughness will stand wedging, whereas a more brittle chisel would 
not stand the side strain. 


Order No. Stock Size Length 
FC2 ts” 4” 
FC4 ts” 5” 
FC6 % ” 6” 
He Be 
he mh" 
FC12 ” ue 
FC14 34," thd 
FC16 4” 3 
FC18 %" 74” 
FC20 %” ll 
FC22 %" 16” | 
| 
Cape Chisels . 
The Tool for Splitting Nuts 
Primarily designed for cutting key-ways. Very useful for wrecking work __ 
and the proper tool for splitting nuts. | 
Order No. Stock Size Length 
cc2 ts” 4, | 
cc4 ts” Sip” 
CC6 34” 
CcC8 yy" 634” | 
CcC10 34” Ty,” 
CC12 %” i’ | 


Diamond Point Chisels 


Designed for removing studs and cutting welding grooves. Made of high | 
quality.steel and toughened to withstand shock as well as twist. | 


Order No. Stock Size Length 
DC2 ts” 5,” 
DC4 % ” 6” 
DC6 y,” 634” 
DC7 5), ” va 
DC8 % ” 1% ” 


Gouge Chisels 


Commonly used fpr cleaning oil grooves, or cutting new ones. Made of 
high quality steel and toughened to withstand shock. 


Order No. Stock Size Length 
GC2 ts” 5” 
GC4 2, e As 
GC6 ~ 6 
GC8 % 0. G. ee 


Bolt and Rivet Busters 


Designed especially for shearing bolt and rivet heads, The cutting edge 
lying flat to the surface acts as a shear against the bolt or rivet head, 
leaving a clean cut that the rivet or bolt may readily drop out. 


| Order No, Size 
| RB2 34”x11” Long 
RB4 7,"x22” Long 


Flat Chisel Kit 
A kit of five genuine CORNWELL QUALITY Flat Chisels, Consists 
of one each Nos. FC4, FC6, FC8, FC10, FC16. 
Order No. 
CK4 Flat Chisel Kit 
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PUNCHES 


In the manufacture of our line of punches much consideration is given 
to the various uses, such as straight driving against a hardened pin, or 
using them as a line-up tool. They must be hard enough to stand driving 
contact with a hardened pin, and hard enough to stand the prying strain 
in lining-up work. 

The highest quality steel, processed the Cornwell way, makes a high 
quality of punches, 


Pin Punches 
These Punches, as their name implies, are used only for driving out 
pins. The entire long point has the same diameter for following a pin 
through the opening. Made of special steel, treated and toughened to with- 
stand the strain to which this tool is subjected. 
Always use a rivet punch for starting or breaking a pin loose, and use a 
hammer comparable to the size of the punch. 


Order No. ize 
*PP2 Y," Stock, 7s” Point, 444” Long 
*PP4 Y," Stock, #” Point, 444” Long 
*PP6 14” Stock, s” Point, 444” Long 
*PP8 4” Stock, 4%” Point, 4144” Long 
PP10 ts” Stock, #2” Point, 434” Long 
PP12 36” Stock, i's” Point, 5144” Long 
PP14 Y" Stock, 32” Point,7” Long 
PP16 VY,” Stock, 7s” Point,8” Long 
PP18 54” Stock, 34” Point,9” Long 


*—Not Replaceable. 
Square Punches Not Replaceable 
As their name implies, “Cornwell” Square Punches are made of speci- 
ally-treated square stock and have a twisted square tapered point. Their 
most common use is in removing broken-off studs and bolts or alemite 


couplings. 
Order No. Size 
2 Y4"x4"” Long 
E04 "x4Y” Long 
EO6 36”x414” Long 
EO8 %"x454" Long 


Drift Punches 


Made with long taper for lining up work. A convenient tool for setting 


» up machinery or any structural work. 


Order No. Size Order No. Size 
*DP2 V4"x5" DP8 V"x9" 
DP4 ts”x6" DP10 54"x11” 
DP6 36"x8” DP12 54"x16” 
Extra Long Taper Punches 
Order No. Size 
*DP2S 4” Stock, ss” Point, 10” Long 
*DP6S 36” Stock, is” Point, 10” Long 
*DP8S Y%” Stock, 4” Point, 10” Long 
*DP10S 54” Stock, #6” Point, 10” Long 
*DP14S 34” Stock, 3%” Point, 10” Long 


*__Not Replaceable. 


Plain or Rivet Punches 
Heavily constructed primarily for strenuous driving work. They have a 
slight taper and heavy face are hand-made with the same care, precision 
and expert treatment that is employed in the making of the famous “Corn- 
well” Chisels. They will bear up under the most strenuous tests and exact- 
ing requirements. They are praised and used by mechanics everywhere. 


Order No. Size Order No. Size 
RP2 ts”x4” RP10 56”x11” 
RP4 34"x5” RP12 34”"x11” 
RP6 "x64" RP14 "x12" 
RPS 54” x74” RP16 Pt xlsle" 


Center Punches 
Made for layout work for drill locations, Will mark any kind of treated 
steel excepting cyanide and case hardened. 


Order No. Size Order No. Size 
CP2 ~—sofs"x4” Long CP6 = 14"x514" Long 
cP4 34”x5” Long CP8 %"x22” Long 


Prick Punch 
Used extensively by Tinners and Sheet Metal Workers for layout work, 
or piercing sheet metal for rivet holes. 
Order No. Size 
CP10 ¥s”x6” Long 
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PUNCH KITS 


Pin Punch Kit 
Order No. 


DP2 14"x5” Drift or Starter Punch 
PP8 Y"xl¥e"x4" Pin Punch 
PP2 VY"x75"x4" Pin Punch 
PP4 VY"xer"x4” Pin Punch 
PP6 V"xdy"x4" Pin Punch 


PK2 — Kit contains one each of the above. 


Square Punch Kit 


Order No. : 
EO2 Yy"x4" Long EO6 34”x4¥," Long 
EO4 ts” x44” Long E08 Y%"x454” Long 


PK4.— Kit contains one each of the above. 


Drift Punch Kit 


Order No. 
DP2 Yy"x5” DP8 "x9" 
DP4 ts"x6” DP10 3¥%”"x11” 
DP6 36"x8” 


PK6 — Kit contains one each of the above. 


Special Taper Drift Punch 


Taper lining-up Punch, long and slender for lining up holes. 


Order No. 
DP2S 4" x de” x 10” 
DP6S 34” x v5” x 10” 
DP8s 4" x" x10" 
DP10S 54" x ts” x 10” 
DP14S 34” x 3%” x 10” 


PK7 — Kit contains one each of the above. 


Pin Punch Kit 
Order No. 
PP1O ts" Stock,#:” Point, 434” Long 
PP12 3%" Stock, #6” Point, 544" Long 
PP14 14" Stock, 42” Point,7” Long 
PP16 1%" Stock, #5” Point,8” Long 
PP18 54" Stock, 34” Point,9” Long 


PK8 — Kit contains one each of the above. 


Vest Pocket Kit 


As the name implies, this kit is a vest pocket kit; always at hand for 


general maintenance work. Put up in genuine leather kit. 


Order No. 
FC2 fs”x4” Flat Chisel 
Ccc2 #s"x4" Cape Chisel 
CP2 ts"x4” Center Punch 
RP2 ¥s"x4” Plain or Rivet Punch 
PP8 Y4"x4" Pin Punch 


CK2 — Kit contains one each of the above. 
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COMBINATION PUNCH AND CHISEL KITS 


A variety of Kits consisting of assortments which have been 
assembled after considerable study of mechanic’s needs over many 
years of experience. 


Expert Mechanics Kit 
Punch and Chisel Assortment 


A complete Punch and Chisel Assortment for light and heavy duty 
work, Leatherette roll. 


Order No. 
1—No. FC16 34"x9" Flat Chisel 
1—No. RP8 344"x7" Plain or Rivet Punch 
1—No. FC10 5”x7" Flat Chisel 
1—No. DP8 y"x9" Drift Punch 
1—No. RP6 Y%"x6Y4" Plain or Rivet Punch 
1—No. DC6 Y%4"x614" Diamond Point Chisel 
1—No. CC8 Y%"x6%" Cape Chisel 
1—No. CP6 "x54" Center Punch 
1—No. PP14 1"x32"x7" Pin Punch 
1—No. FC8 "x64" Flat Chisel 
1—No. CC6 36" x6" Cape Chisel 
1—No. RP4 36"x5” Plain or Rivet Punch 
1—No. GC4. 34"x6" Gouge Chisel 
1—No. CC4. ts"x5144" Cape Chisel 
1—No. FC6 34"x6" Flat Chisel 
1—No. GC2 te "x5” Gouge Chisel 
1—No. E04 fe"x414"” Square Punch 


CK10 — Expert Mechanics Punch and Chisel Kit 


Punch and Chisel Kit 


A large Punch and Chisel Assortment for general use. Leatherette roll. 
Order No. 


1—No. DP8 "x9" Drift Punch 
1—No. FC10 54"x7” Flat Chisel 
1—No. PP14 cee aie Pin Punch 
1—No. FC8 "x6" Flat Chisel 
1—No. RP6 %"x64%4" Plain Punch 
1—No. CP6 "x54" Center Punch 
1—No. PP12 36"x5” Pin Punch 
1—No. RP4 36"x5" Plain Punch 
1—No. FC6 36"x6" Flat Chisel 
1—No. PP10 to"x5” Pin Punch 
1—No. DC2 te "x5” Diamond Point 
1—No. CC2 to"x4” Cape Chisel 


CK8 — Punch and Chisel Kit 


Punch and Chisel Kit 


Especially good for Airplane work. Worked out by the largest Air 
College in the world. 


Order No. 
1—No. CP10 ts”x6” Prick Punch 
1—No. GC2 ts"x5” Gouge Chisel 
1—No. DC2 Te RD" Diamond Pt. Chisel 
1—No. FC4 ne aee tie Flat Chisel 
1—No. DP2 y"x5” Drift Punch 
1—No. CC2 ts”"x44” Cape Chisel 
1—No. E04 ts" x414"” Square Punch 
1—No. PP8 V4"xle"x444" Pin Punch 
1—No. PP6 VY" xde"x444"” Pin Punch 
1—No. PP4 W"xde2"x4l4” Pin Punch 
1—No. PP2 Y"xv5"x4l4"” Pin Punch 
1—No. EO2 y"xa” Square Punch 


CK7 — Punch and Chisel Kit 


Sl 
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CORNWELL 


PRY BARS 


Every Pry Bar in our line represents.a solution to a pry bar 
need and was made upon recommendation of a master mechanic 
for a bar to meet a specific problem. Our bars will unquestion- 
ably stand up to the toughest job. 


Made of 14” octagon stock, 16” long. Has a rolling type hook on one 
end for prying off gears or clamps. The roll design gives it a “follow-up” 
for removing parts on long shafts or bearings. The other end has standard 
short pinch with exceptional leverage for breaking loose a corroded or 
tight part. 


Order No. Size 
PB3 16” Long 


Made of 44” square stock, 16” long. A double end tool, each end for 
a different purpose. A short pinch on one end which gives it exceptional 
leverage. A pointed end long tapered drill on the other end for lining up 
holes in assembly work. Useful in assembly work on any type of machinery. 


Order No. Size 
PB4 16” Long 


Made of %4” octagon stock, 16” long. A double end, double purpose 
tool. One end has a long rolling pinch effect and the other end a pointed 
long taper for lining-up work. 


Order No. Size 
PB5S 16” Long 
PB7 24” Long 


Made of 54” octagon stock, 23” long. A pinch and lining-up bar. This 
size and length makes it a definitely heavy duty bar. 


Order No. Size 
PB6 23” Long 
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RIVET SETS 


Shackle Bolt Remover 


A line of Hand Tools made of high quality steel for general service or 
emergency work on frames, wheels or chassis. 


Cornwell Rivet Setters 


These punch type rivet sets are especially designed for riveting work. 
Countersunk at point. Have an exceptionally heavy shoulder left to avoid 
breakage at the point. Ideal for ring gear work. 


Order No. Stock Size and Length 
RS1 ts" x414"” 
RS4 34"x5" 
RS7 In" xT" 


Hub-Bolt Riveters 


For heading up Hub Bolts when mounting new brake drums or replac- 
ing Hub Bolts. The strongest tool of its kind on the market. 


Order No. Bolt Size 
BRI Chevrolet Passenger 7s” 
BR2 Ford Passenger yy," 
BR4 i Chevrolet Truck 54” 
BR7 Ford Truck at" 
BR3 Chevrolet Truck ts” 
BRS Ford Truck 34” 


Ford “V-8” Shackle Bolt Remover and Inserter 


Tool No. BP8 will handle all passenger cars. Made in five lengths from 
7” to 36” inclusive for clearance in various operational stages such as 
fenders, bumpers, etc. 


When inserting new shackle bolts in springs, first place shackle bolt in 
eye of old spring and drive new shackle bolt in new spring. This prevents 
buckling of metal cover while inserting new shackle bolt. 


Order No. O.D. of Tool —_‘I.D. of Tool Length 


BP8 .740” yw" eee 
BP16 -740” yy" 16” 


Truck Shackle Bolt Remover and Inserter 


Operation same as on pleasure cars. The dimensions given are for 
service on larger truck shackles, 


Order No. C.O. of Tool Length 
BP12 15115" 34" 


Thread Restorer 


Renew battered and rusted threads with this popular thread cleaner, 
Order No. 


6103 For 4" tol ™ Threads 
6104 Forl ” to2%s” Threads 
6106 For2 ”to4 ” Threads 
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Dandy Rubber Block Surfacer 


(Rubber Block) 
For Deleo-Remy and Auto-Lite 
6 and 8 Cylinder Distributors 
Designed to surface breaker arm rubbing blocks to conform with dis- 
tributor cam. Reduces rubbing block wear to a minimum. For better 
engine performance use a Dandy rubbing block surfacer on every ignition 
job. 


Order No. 
A20 Auto-Lite Tool 
D115 Delco-Remy Tool 


Dandy Contact Point Aligner 


The Dandy Contact Point Aligner is designed to fit and move all 
stationary points in all directions necessary for correct point alignment. 
You can do a better job with a Dandy Contact Point Aligner, 


Order No. 
DA40 Dandy Contact Point Aligner 
Cornwell Ignition Kit 
Order No. System Opening Size Length 
IW3 Auto-Lite BY" 1S xthe60~ 3) 
IW5 Delco a2” 15°xl4” 60° ae 
IW7 Bosch SRC axet (OU ay 
Iw9 Remy 4" 15°xa2” 60° pit 
IW13 Eisemann az” 15°xis” 60° ay,” 
IW17 Remy fe" US ixse 60° 34,” 
Iw19 Ger. Bosch 44” 15°x3Q” 60° 334” 
IW21 General 34” 15°x4s” 60° 334” 
PF1 Steel Point File 
FG6 Ignition Feeler Gauge 
P2 Ignition Plier 
SD140 Ignition Neon Driver 


WK15 —Set in Leather Kit including all above. Also sold in- 
dividually. 


Ignition Pliers 
This little Plier is adjustable from 0 to 4” opening. The slotted handle 
puts the jaws parallel to the nut in all positions. Even though small it has 
a full hand grip. A practical tool for ignition work. 


Order No. 
Pp2 Ignition Pliers 


Cornwell Spintites 


Precision formed; handles of special plastic resistant to shock, Fits 
nuts snugly and deep. Depth of shaft hole 114”. 


Order No. Opening-Hex Order No. Opening-Hex 
ND6 ts” ND10 ts” 
ND7 ae” NDI1L 4h” 
ND8 y,” ND12 34” 
ND9O , oe” ND14 te” 

ND16 yy" 


WK55 —SET IN KIT including all of above, except ND14 and ND16. 
(Also sold individually). 


Point Files 


This double cut Tungsten file is the type preferred by most mechanics 
ie bes breaker points. Note particularly the “finger hold” on the end of 
andle. 


Order No. Length Cut O. A. Length 
PF1 234” 5 
PF2  .025” Thick 234” bus 


Cornwell Flexstone 
“Gets to the Point” 
You can bend or twist it and it won’t break, so you can put it into 
those awkward little corners where you can’t get with a steel “point file”. 
It will not short circuit. 


Order No. Length 
PF3 4y,” . 
PF25 44%" 025" Thick 
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FEELER GAUGE STOCK AND GAUGES 


Our feeler gauge stock in rolls or single blades is made from imported 
Swedish tempered steel, the same stock from which “all guaranteed” clock 
springs are made. 


Rolled to tolerance of one ten thousandth, 


Stock in 10’ rolls, put up in convenient slotted tin boxes. Punched and 
thickness marked each foot. 


Order No. Size Order No. Size 
0015 0015x%x10" .010 .010x14x10’ 
-002 002 x4x10’ O11 O11x4x10’ 
.003 003 xl4x10’ 012 .012x14x10’ 
-004. 004 x14x10' 013 .013x14x10' 
-005 005 x14x10’ 015 .015x14x10' 
-006 006 x14x10' 018 .018x14x10' 
.007 .007 x4x10’ -025 .025x14x10' 
.008 008 x14x10' 040 .040x14x10' 
-009 009 x¥4x10’ 

Extra Blades, Any Thickness 

Order No. Size 
9” 9” long x 4” wide 
3Yy" 3%" long x 4” wide 
214" 2%" long x 4” wide 
1y%” 144" long x 7s” wide 

Roll Stock 


Sizes of Feeler Gauge roll stock available — .0015 — .001 — .002 — .003 
—.004 and .005 thru to .040. 
Feeler Gauge Flat Stock 


Carried in 12” lengths only, in all sizes from .0015 to .040 inclusive. 
VY" wide. Size marking and punched. Packaged in lots of six pieces. In 
ordering merely specify size required. 


Feeler Gauges 


These sets are made up in arrangements for most any requirement. 
Made from imported Swedish Tempered Feeler-Stock. Blades easily 
removed as they are held in the handle with a screw. 


9 Blade Gauge 
Order No. 


FG1 9 Blade, 314” long 
Contains 1 each .004, .005, .007, .008, .006, .010, .011, .013, .015. 


9 Blade Gauge 
Order No. 
FG3 Economy Gauge, Special 344” long 


Contains 3 each .006, .008, .015. 
8 Blade Gauge 
Order No. 


FG5 8 Blade, 9” long, Piston Gauge 
Contains 1 each .002, .003, 004, .005, .006, .008, .010, .015. 


“Go and No Go” Gauge 
(8 Blades) 2 sizes to blade 


| 004 to .006 .012 to .014 

.006 to .008 .014 to .016 

.008 to .010 .016 to .018 

.010 to .012 .018 to .020 
Order No. 
FG15 
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FG8 


FG4 


SPECIAL FEELER GAUGES 


Special Chevrolet Gauge 


This Special Chevrolet Gauge consists of one each .006, .008, .013, .018, 
024 and .032 Special Ignition and Valve Blades. Carburetor Float Gauge, 
Spark Plug Gauge, 3” Scale and 3” Long Point File. 


Order No. 
FG2 


Spark Plug Gauge 


This Gauge consists of one each of sizes .020, .025, .028, .030, .032, 
.035, .038, .040 Wire Gauges. 


Order No. 
FG8 


Special Ford Gauge “Go and No Go” 


This Special Ford Gauge takes care of the Ignition System and all 
Valves on all A, B and V-8 Fords. Has .025 and .035 Spark Plug Blades 
and one .013, two .014, one .016, one .017 and two .022 Valve and Distributor 
Go and No Go Blades, 


Order No, 
FG4 


Brake Gauge 


Contains one each .006, .008, .010, .012, .015, .018, .020, .022 and .040, 
4” long x #5” wide blade. 


Order No. Size 
FG7 fe"x4” 


Ignition Gauge 


The ignition gauge illustrated below contains 12 blades, 144” long, 16” 
wide. One each .013, .014, .016, .017, .018, .020, .022, .025, .028, .030, .032, 
.040, Everything you need for points and spark plugs, 


Order No. Size 
FG6 3” Long 
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CORNWELL FEELER GAUGES 


Combination Tappet and Ignition Gauge 


This combination tappet and ignition gauge gives the mechanic just 
about everything he needs in the way of thickness gauges. 


The ignition end contains one each .012, .015, .018, .020, .022, .025, .030 
and .032 — #%5"x114" blades. 


The tappet end contains one each .004, .005, .006, .007, .008, .009, .010, 
012, 013 and .015 — 4%4"x214” blades. 


Order No. 
FG9 


Made from imported Swedish Tempered Feeler-Stock. Blades easily 
removed as they are held in the handle with a screw. 


Combination Tappet and Ignition Gauge 


The combination 25 blade feeler gauge illustrated on left consists of the 
following 44” wide, 234” length blades: 


003 =—.004 = .005 -006 .007 .008 .009 010 
011 012 =.013 014 015 018 .020 .025 


The other end has the following xs” width blades on working end 214” 
long: .016 .018 .020 .022 025 .028 .030 032 .035 


Order No. 
FG10 Combination Tappet and Ignition Gauge 


General Purpose Feeler Gauge 


Consists of 25 blades from .0015 to .025 inch inclusive. Most complete 
for general repair and machine shop practice. 


Order No. 
FG25 General Purpose Feeler Gauge 


Feeler Stock Holders 


The above are excellent for the purpose designed. A small supply of 
any size stock can be kept in the single end, being pulled out as needed. 


The double end holds 2°sizes stock and is fine for valve work. One end 
for intake valves and the other for exhaust valves. Needed by every 
mechanic. 


Order No. Length 
FG11 Single End 54%” 
FG12 Double End 6” 


Feeler Stocks in rolls — See opposite page. 
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TK1 


MOTOR TUNE-UP SET 


With the three tools in this set a mechanic can readily tell the difhculty 
with a motor and the source of the trouble. It’s a honey of a set which will 
take all the guesswork out of normal motor diagnosis and will save you 
hours of tinkering, and will immediately show you the cause of the trouble. 
It will considerably shorten tune-up time and turn out easy-starting, sweet- 
running jobs that will satisfy your customers and bring more business to 
you. Each tool is a precision instrument, and dependable. Gauges are de: 
signed with bushed bearings like a watch with ultra-sensitive spring move- 
ments. It’s priced so reasonably that every mechanic can afford to own it. 

Cornwell Motor Tune-up Set as illustrated, consisting of TL1 Timing 
Light, CT1 Compression Tester and VG1 Vacuum Gauge, all in handy 
metal box. 


Order No. 
TK1 Complete as above 
TKIB Box only when ordered separately 


Compression Tester 


Registers from 0 to 200 pounds compression per square inch and 
holds the highest compression reading exactly until the release valve button 
returns the reading to zero. The gauge may thus be removed from the spark 
plug hole for easier reading. The dial is calibrated into 5-pound divisions. 
The cover if damaged is easily replaced. The cone adapter is not effected 
by grease or gasoline — it fits all spark plug holes. 

This compression tester is a universal type tester with a large easy-to- 
read dial. After compression has been tested the reading is returned to zero. 


Order No. 
CT1 Compression Tester 
CT2 Pistol Grip Compression Tester 


Vacuum Gauge 


The Vacuum Gauge illustrated is an indispensible instrument in check- 
ing balky motors. The dial is calibrated and marked in different colors to 
indicate the type of trouble in a motor. The gauge can also be used for 
checking faulty fuel pump pressure. 

This vacuum and fuel pump gauge detects a wide range of engine 
troubles from leaky manifolds to weak valve springs. 

Normal motor and fuel pump divisions are outlined in green, 

Faulty motor divisions are outlined in red. The red section is further 
subdivided showing “Leaky Manifold”, “Heat Riser” and “Late Ignition 
or Carburetor Adjustment”. Adjustable restriction screw controls and mini- 
mizes the indicator vibrations, assuring exacting readings. Several feet of 
hose are included with the tool. 


Order No. 
VG1 Vacuum Gauge 


Timing Light 


Made in a sturdy case to stand the hard usage given to this tool under 
ordinary work conditions, 

Its lens construction lights up with such brilliancy. showing timing 
marks with unusual sharpness, brilliant enough to spot the timing marks 
exactly, making possible a perfect tune-up job, and gives a wide range of 
brilliance for spark plug testing. 


Order No. 
TLL Timing Light 
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Master Piston Ring Compressor 
The MASTER RING COMPRESSOR at right has self-locking heavy 


duty ratchet pawl of oil tempered spring steel. 
Winding spool is broached with 144” square and 4%” deep socket. 


Main band is made of heavy gauge clock spring steel, and has two 
extra heavy “wind-up” bands with double friction brake adjustment in addi- 
tion to ratchet. 


Order No. Capacity 
RC3 344” to 5” 
RC5 314" to 7” Truck size 


Piston Ring Compressor 


This wind up type piston ring compressor, as illustrated, is made of the 
finest clock spring steel. It has a 4” wide wind up band that is mounted 
at the lower part of main band, thus assuring full compression of all rings 
at the top of the piston. Has beads on edge of band to prevent it from 
slipping in the cylinder. Is equipped with wind up spool with 4” square 
socket. Easy to wind up and held in place with locking device. 


Order No. Capacity 
RC1 244” to 5” (Pass. cars) 


Piston Ring Compressor 
TRUCK — TRACTOR — DIESEL 


Here’s the giant compressor with 614 inch height and four tension 
bands. Takes up to 7 inch diameter diesel, truck and tractor motors. 
Handles jobs where the gap from top ring to skirt ring is more than three 
inches. You will find the extreme height and added bands handle these 
larger jobs to perfection. This compressor is well worth the higher initial 
cost. All bands are of higest grade Clock Spring steel. Lower edge is 
beaded. 


Order. No. 
RC150T Piston Ring Compressor 


Split Sleeve Ring Compressor 


This new type Inserter designed to handle both three and four ring 
Pistons. The expansion slot will allow installation of pistons up to .060 
oversize. Special deep models for Fords and Mercurys, 


Size Size 
Order No. Diameter Order No. Diameter 
RC260 2.6, *RC318M 375” Cutaway 
RC300 or RC325 3,” 
RC306 3i5” RC331 3i5” 
RC306A 378” Spec. RC337 334” 
RC309 3x5” RC343 316” 
RC312 314” RC350 3” 
RC318 36” RC356 3%” 
RC318A 33%” Spec. 
*RC318M is special for All 1OOHP Ford V-8. 


Order No. 
RC306 Split Sleeve Ring Compressor 
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Quality fee 


HAMMERS AND HANDLES 


Cornwell Ball Pein Hammers 

Like all other Cornwell Quality Tools they are guaranteed. Of course, 

you can appreciate that we cannot guarantee the. handle against breakage, 

but we are sure they will outlast the ordinary handle because they are made 
from selected second growth straight grained hickory. 


Hammers Hammers 
Order No. Size in Lbs. Handle Only | Order No. Size in Lbs, Handle Only — 
H2 yy 2H H24 14% 24H 
H4 yy, 4H H32 2 32H 
H8 % 6H H40 24% 40H 
H12 34 12H H48 3 48H 
H16 1 16H ‘ 


Champion DeArment Ball Pein Hammers 


Order No. Weight Order No. Weight 
H2C 2 oz. H24C 1X, lbs. 
H4C 4 oz. H32C 2 ibs, 
H12C 12 oz. H40C 2% lbs. a 
H16C 1b. H48C 3 lbs. 


Blacksmith’s Hand Hammer 


Black forged finish, polished face, Hickory Handle—a strong and 
sturdy hammer. 


Order No. Weight Size Weight i 
621%-0 1 lb. 8 02. 3 3 lbs. 
6214-1 2 Ibs. 4 3 lbs. 8 oz. 
621%-2 2 Ibs. 8 oz. 5 4 Ibs, 


Engineers’ Hammer — Double Face 


Black forged finish — Polished faces — Hickory handle. 


Order No. Weight 
16%-1 1 lb. 8 oz. 
16%-2 2 lb. 8 oz. 
161%-3 3 lb. 8 02. 


Pyrolin Tipped Hammers 


These hammers were designed for the mechanic’ requiring a light, 
tough, resilient hammer when working on delicate machine parts, such as 
wrist pins, gears, bearings, radio, refrigerator, body work or electrical parts 
that would be damaged if a hard metal hammer were used. Replaces lead 
or copper hammers. Body is made of tough steel, handle is high grade 
hickory. Will give long service. Extra tips may be purchased and are 
easily replaced. 


Order No. Wt. Tip Dia. Order No. Wt. Tip Dia. 
PT4 4 02. 34" PT16 16 oz. 134” 
PT8 8 oz. Host PT20 20 oz. 14" 
PT12 12 oz. 1i5” PT32 32 oz. 134” 


Body Tool Hammer Handles 


Standard handle for body and fender hammers as shown on page 77. 
Second growth hickory. ° 


Order No. 
1 For all body and fender hammers except 42H and No. 155, 
2 For Hammer No. 42H and 42HC, 
3 For fender bumper- No. 155, 
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Hollow-Head Set Screw Wrenches 
Order No. Size Order No. Size 
HSW1 .050 hex HSW15 3a” hex 
q HSW3 ve” hex HSW17 4” hex 
HSW5 3c” hex HSW19 ts” hex 
HSW7 dy” hex HSW21 36” hex 
HSWw9 YY,” hex HSW23 te” hex 
HSW11 dx” hex HSW25 Y,” hex 
HSW13 ts” hex HSW27 is” hex i 
WK25S SET — Consisting of one each Nos. HSW1 to HSW17 ys 
inclusive. 
WK45S SET — Consisting of one each Nos. HSW1 to HSW27 
inclusive. 
§ 
| Extra Long Handle Set Screw Wrench 
Order No. Size 
HSW17L yy” 
Hollow-Head Set Serew Socket Adaptors 
The No. PAK10 set of ten hex plugs (14” to %” inclusive) will drop i WK25 
in the comparative size hollow hex head or “Allen” set screw; adapt your 
corresponding size socket and best adapted handle and the job is under 
control, 
Order No. Size Length Order No. Size Length 
PA4 y,” 1y4” PA19 ts” 1y4,” 
PAZ ts” ly,” PA22 5%” 1y4” 
PA10 34” 14” PA25 a” 1y4,” 
PAI13 Te” 14” PA28 34” 14” 
PAI16 yy" 14” PA31 i" 1y4,” 
PAK10 SET — Consists of one each of above in metal box. 
Socket Type 
Allen Head Screw Wrench 
Socket only, 
Order No. 
SS54B — ¥4” Drive, 7” Hex, 13's” overall length, 
Bits Only 
Order No. Size Bit Length 
PAS1 ts” ae 
PA52 3a” iF 
PA53 y" 5 
; _ PASS ts” bf 
PA5S7 34” 1x5” 
PA59 ts” 14%” 
PA61 yy,” lis” 
PA63 ts” ly,” 
PA65 54” 134” 


SK305 SET — Consists of one each of above Bits, plus SS54B 
Socket, in metal box. 
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CORNWELL STUD REMOVERS 


The CORNWELL “Concentric Type” Stud Remover and Inserter is 
most efficient tool on the market for this type of work. By CONCEN- 


TRIC we mean that the pull is applied to all sides of the stud at the same 
time, and therefore, does not have the tendency to twist the stud off as does 
the eccentric type tool. 


The clearance needed for the SMK1 Stud Remover does not exceed 5%” 


from the outside of the stud, and 34” for the SMK2 Heavy Duty Stud Re- 
mover, which is very much less than is needed for the eccentric type tool. 


Order No. Size 
SMI ts” 
SM2 34” 
SM3 te” 
SM4 yy,” 
SM5 Shell for the above adaptors 
SMKI Set as illustrated in box 
SMKI1B Metal box 
SMKIR Rollers for any adaptor 


Heavy Duty Stud Remover 


Order No. Size Adaptor 
SMI11 ts” 
SM12 54" 
SM14 344" 


SM15_ Heavy Duty Shell for the above adaptors 
SMK2 Heavy Duty Stud Remover Set consists of shell, 


fs", 4” and 34” adaptors 


SMK2B Metal box 
SMK2R Rollers for any adaptor 


can 


NEW STYLE STUD REMOVER 


One complete, self-contained tool. No extra collets to hunt before you 
fit the particular stud you want to pull or set. 


Other big advantages with instant appeal to the motorwise mechanic 


who knows the value of quick, clean work: 


1. Capacity 4" thru 4”. Fits everything in between regardless of wear or 
irregularities. 

2. Jaw teeth of special analysis steel, milled for either right or left turns. 
Bite with progressive power and stud will turn or twist off before they 
slip! 

Takes either internal 14” square or external 1” hex drive. 

4. Releases stud with easy rotation of knurled collar, regardless of how 
much power is used to turn the stud. No more fighting to get stud out 
of the wrench! 

Ratchet action is provided by spring-actuated gripping pawls. 

6. Maximum diameter is 2” —works in tight places— removes studs 
spaced only 1” apart because wrench turns on its own center, is not 
eccentric. 

Order No. 

SM30 
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WRENCHES 


Starting Motor Wrench 


This is a good wrench for breaking loose or tightening starter motor 
nuts on Pontiac, Oldsmobile and late model Chryslers. Also for holding 
eccentric bolt on 39 Chevrolet steering system while adjustment is being 
made. 


Order No. Size 
BW94 54” 
Voltage Regulator Tool Ford Windshield 
Wiper Socket 
A handy tool for adjusting Fits Ford outside nut on wind- 
points on voltage regulators, shield wipers. 34” octagon opening; 
3" service. 
Order No. Order No. Size 
50 Voltage Regulator Tool JS780 15%” O0.A. 
Ford Oil Gauge Wrench Generator Clamp 


A holding clamp which can be 
34" service, plenty of working space.| put in vise to hold generator while 
making repairs. 
Order No. Order No. 
OG5 — Ford Oil Gauge Wrench GC50 — Generator Clamp 


Adjustable Wrenches 
(Not Replaceable) 
Alloy Steel adjustable wrench, second to none in appearance, strength 


and durability. Drop Forged from the finest grade of chrome-alloy steel, 
A 221% degree angle wrench. 


Order No. Length ; Order No. Length 
AJ4C 4” AJ10C 10” 
AJ6C 6” AJ12C 12" 
AJ8&C 8” AJ15C 15” 


Pipe Wrenches 


Order No. Length Order No. Length 
PW6 6" PW14 14” 
PW8 8” PW18 18” 


PW10 10” PW24 24” 
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BRAKE TOOLS 


Lock Cap Remover 


For removing lock caps. Comfortable wood handle saves fingers in re- 
moving lock caps on brake shoe springs. You just push down and turn. 


Order No. 
R87 — Lock Cap Remover 


Brake Pedal Jack 


Holds the brake pedal in any desired position while adjusting brakes. 
Has a handle with a ratchet feature. Can also be used to hold up the oil 
pan while bolts are being replaced; also for testing the looseness of main 
bearings. It can also be used to lift the fly wheel crank shaft on cars and 
trucks. 


Order No. Mimimum Length Maximum Length 
PJ2 154” 25” 


Bendix Brake Tool 
This tool is made in two styles for two-shoe Bendix brakes with the 


clicker adjustment. The combination will service all cars and trucks using 
this type brake. X2 illustrated. X7 for Oldsmobile. 


Order No. Size 


x2 34” stock x 7144” long 
X7 For 1938 Chevrolet and International Truck 


Improved Ford Brake Wrench 
Order No. 
BW69 3's” double square x 14” double square x 16” long 


Brake Eccentric Wrenches 


Order No. Size Length 
AW32 te"x4” 9” 
AW34 ts"x34” 9” 


Brake Plier 


A fast, positive and dependable Plier for removing, replacing and 
crimping Lockheed hydraulic “C” washers, 


Order No. 
P100 Brake Plier 


Brake Spring Tongs 


The most efficient Brake Spring Tools on the market. The Tongs illus- 
trated are for the Ford; also cars equipped with Bendix Brakes, 


Order No. Length 
P32 14” 
P35 Truck 24” Spring Tongs 
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BRAKE TOOLS 


Ford Shock Link Separator and Tie Rod Spreader 
The strongest and best tool of its kind on the market. 
Order No. Length 
X51 18” 


Brake Clevis Pin Tool 


This tool is especially good on the clevis pins in emergency brakes and 
also it is an ideal tool for removing door hinge pins. 


Order No. Pin Size Length Tool 
X49 ts” 12% 


Pitman Arm Remover 


This tool is ideal for all passenger cars and small trucks where Pitman 
arm extends through frame. 


Order No. Length 
X53 9,” 


Caster Adjusting Wrench for Chrysler Products 


On the 1941 models of cars, caster adjustment has been simplified by 
the use of eccentric bushings. The AW65 wrench will fit this adjustment on 
all 1941 Plymouth, De Soto, Dodge or Chrysler cars excepting the Imperial 
Models. AW66 fits Imperial model. 


Order No. Size Length 
AW65 133” 6” 
AW66 14” 6” 


Hydraulic Brake Clip 


Universal: For all passenger and commercial cars. Quickly applied. In- 
stantly adjusted to any size brake cylinder, within its range. 

Just squeeze the clip and let it snap into the Hydraulic Cylinder, be- 
fore shoes are removed. The tension applied by the clip will keep the pistons 
in position, prevent oil leakage and accidental displacement of parts. Con- 
siderable time can be saved by clipping one on each cylinder and leaving it 
in position until ready for reassembly. 

Made of x6” hardened spring steel wire, cadmium plated to prevent rust. 


Order No. Opening Range - 
x9 1” to 344” 


Ford Caster and Camber Wrenches 


Order No. Size Length 
SW15 lis” 8” 
SW16 125” (G8 


1949 Pontiac Caster and Camber Wrench 


Order No. Size Length 
sw40 1y,” 20 
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BRAKE TOOLS 


Special Hyland Hone 


For servicing blind wheel brake cylinders on Chrysler, Plymouth, 
Dodge and DeSoto cars. 


Order No. 
CH40 Brake Cylinder Hone Complete 
CH40A Honing Stone Assembly Replacement 


Hyland Hones 


Hones Hydraulic Brake Cylinders to a mirrorlike finish in a few 
seconds, Saves time — guaranteed. Services brake cylinders from 1” to 114", 


Order No. 


CH10 Services Brake Cylinders 34” to 1” 
CH20 Services Brake Cylinders 1” to 144” 
CH30 Services Brake Cylinders 144” to 2” 


Hyland Hone Sets 


These new Hyland Hones featuring Carborundum Stones in combina- 
tion with fibre blades produces fast smooth cutting tool for reconditioning 
Hydraulic Brake Cylinders. Both master and wheel cylinders are easily 
reconditioned with this honing tool. 


CH50 — SET services Brake Cylinders 34” to 2”. 
(Replacement parts can be supplied) 


Hyland Hone 


For Chrysler, Plymouth, Dodge, DeSoto Blind Wheel Cylinder. 


Order No. 
CH80 


Hydraulic Brake Cylinder Cleaner and Polisher 


Brake cylinders require cleaning more often than actual honing. The 
tool will do both at the lowest possible cost. 


Rust and muck is quickly and thoroughly cleaned in a few seconds. If 
pits are found after cleaning, they can be quickly removed by applying 
valve grinding compound to the blades. Polishes cylinder to mirror finish. 


By simple and almost automatic adjustment, it services cylinders from 
1” to 14%” inclusive. A small electric drill will drive the tool. 


Order No. Description 
CH1 Cleaner and Polisher 
CH2 Cleaner and Polisher 
CH5 Cleaner and Polisher, includes CH1 and CH2 
CH3 Replacement Polishing Heads i 
CH4 Replacement Polishing Heads 


Combination Hub Cap and Grease Remover 
These combination tools are very handy in any lubrication department. 
They remove hub caps without marring them, Will then remove the grease 
cap, also the front wheel bearing, if necessary. 
Order No. 
X55 
X56 
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Cornwell Torque Wrench 


A Practical Tool for tune-up and motor rebuilding jobs 
—vcylinder head, connecting rods, main bearings — 
wherever accurate and uniform tightening of studs and 
bolts is required. 


The minute you lay your hand on this Cornwell wrench, you'll know 
it’s right. Its light weight, convenient length, perfect balance and correct 
design let you do the job easily, quickly, accurately. Its three dials are 
easy to read in any position. It’s built tough to take all the rough handling 
you'll give it and keep its accuracy. 


Every Cornwell Wrench is custom built and individually pre-tested 
for accuracy which is maintained for the life of the tool. 


Scientifically Correct Design — Simple. Compact — only 1714 inches 
overall length. Light weight — 2% pounds. Beautifully balanced. No tricky 
mechanism, fragile moving parts, delicate adjustments or breakable glass 
dial — nothing to adjust or get out of order. 


Sturdy — Rough handling of the wrench, even dropping it on the 
floor, cannot affect its permanent accuracy. 


The Exclusive Tapered Measuring Beam distributes the deflection 
evenly over its entire length, preventing excessive stress at any one point 
and giving it greater strength for the tool’s weight than would be possible 
in any other way. 


Excessive Bulk is eliminated by making the measuring beam serve 
also as the frame. Thus the maximum amount of steel is used to obtain the 
necessary strength without adding dead weight. 


Three Easy to Read Dials — Indicate torque either right or left. 
Calibrations are in foot and inch pounds. Large chrome plated figures and 
position arrows and minimum clearance between dials and pointer tips give 
you fast, accurate readings. Scale Range: 0 to 100 Foot Pounds. 


Convenient — Easy to Use —It has a small, unobstructed head for 
easy handling in limited working space. Socket square — 44 inch standard. 


Floating Handle controls load position assuring accurate reading 
regardless of direction of pull. 


Quality— The Torque Wrench is custom built, designed and manu- 
factured to give you maximum convenience and positive accuracy for the 
life of the tool. The head is of Chrome-Vanadium, The measuring beam is 
of special Alloy Steel. The dial is of Brass with Chrome plated figures and 
the pointer of high grade Chrome Nickel Steel, The wrench is handsomely 
finished in highly polished chrome. 


Order No. 
SW60 


Standard 14” Service Torque Wrench — Capacity 0 to 100 ft. lbs. 


Cornwell Spring Tester 


With a CORNWELL Spring Tester and any accurate, standard torque 
wrench, it is possible to measure or test the recoil pressures of springs com- 
pressed to any predetermined length. This new tool provides not only a fast 
and accurate means for inspecting coil springs up to 7” in length and 214” 
in diameter but also a way to rapidly and accurately match sets of springs 
(as valve springs, clutch springs, etc.) 


Order No. 
ST6 Cornwell Spring Tester 
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— accepted as standard 
equipment by leading 
automotive and airmotive 
plants, airline shops, indus- 
trial and research labora- 
tories, piston ring manu- 
facturers and by thousands 
of service shops. 


CORNWELL 


VALVE TOOLS 


Little Shorty Valve Lifter 


The Little Shorty Valve Lifter has a vertical lift of 2144”. Jaws are 
practically parallel when extended and spring cage passes inside the jaw 
cup. This gives the required compression to easily replace or remove keys. 
TRULY A LITTLE GIANT IN ITSELF. 


Order No. Length 
,VT124 New Style Little Shorty 84” 
VT24 Old Style Little Shorty By,” 


Clark-Feather Valve Key Replacer 


This Valve Key Replacer is a companion tool to the Little Shorty Valve 
Lifter. It has strong, durable, but tiny fingers that take a firm grip on the 
valve-lock keys and places them in their correct position. Then the Little 
Shorty releases the spring pressure gradually locking the keys in place. 


Order No. 
VT21 


Cornwell Universal Valve Guide Cleaner 


The Cornwell Valve Guide Cleaner has five adjustable blades. Can be 
expanded large enough to take “V-8” valve guides by means of a small 
screw on bottom of stem. Can be used in electric drill by removing cross 
handle. 


Order No. Length 
VT20 10” 


Coiled Wire Reamer Type Valve Guide Cleaning Tool 


Adjustable #5” to 54”. Always maintains contact with surface to be 
cleaned. 


Order No. Length 
VT50 ™%,” 
Ford Valve Guide Lock Remover 
Not Replaceable 


This Guide Lock Removing tool is an innovation when it comes to re- 
moving those “burned in” valve guide locks. Just insert the end in guide 
lock and pull over edge of block and “out they come.” 


Order No. Length 
VT16 18” 
Ford “V-8” Valve Lifter 
The Valve Lifter illustrated above will handle all models “V-8” Fords. 
Order No. Length 
VT17 22” 
Ford Valve Guide Punches 


Strong and well designed for driving down valve guides to release the 
valve guide lock. 


Order No. 
VT2 “V-8 85” 
Ford “V-8” Valve Grinding Guide 
Order No. 
vVT8 “V-8 85” 
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CORNWELL 


VALVE TOOLS 


This “C” type Valve Lifter is so constructed that the handle is out of 
the way of the hood tie-rod. The floating ring will hold the lifter in any 
compressed position. The threaded valve stem can be adjusted for any 
valve lengths. Straight and “off step” jaws are of slender design for use 
where space is limited. It has a depressed foot with centering point to hold 
it securely on a valve head. 


The inside frame measurements are 114%” deep with straight jaws 
104%” deep with offset jaws 8144” space for manifold clamps. 

It’s a handy speed tool—a strong, adjustable and rigid lifter that 
stays on the valve head. Easily operated. No ratchets or gears to slip. For 
Overhead and L-Head Motors, 


Both VT111 and VT116 models are CLAMP-ACTION TYPE, for fast, 
safe work on automotive type car and industrial motors — L-Head, Valve- 
in-Head, V-Type and in-line motors having straight stem valves. 


All Jaws are especially hardened and tempered for heavy duty and long 
wear on the job. 


Order No. 
VT111 With straight and Offset Jaws 
VT116 Hy Duty with Straight and Offset Jaws 
VTI111S Straight Jaws 
VT1110 Offset Jaws 
VT123 Extra Heavy Jaws for No. 116 Lifter 


Adaptor for Cadillac Valve Spring Compressor 


Adapter used with most “C” type Valve Spring Compressors equipped 
. with straight jaws. For motors with Hydraulic Type Valve Tappet Lifters. 


Order No. 
/ VT126 Adaptor 


No. 83 Valve Guide Knock-out Punch 


These punches are made from high carbon steel and turned to the 
correct size for knocking out the valve guides, Heat treated and fully 
guaranteed, 

Shipping wt. 1 Ib. 


Order No. 
83 Valve Guide Punch, for Chevrolet, Olds and Plymouth 
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Land Reducing 
Cutter Position 


Chamfering 
Cutter Position 


Cornwell Valve Grinder 


This Valve Grinder is the smoothest operating valve grinder ever made. 
Inside mechanism hardened to prevent wear. It is of the triple oscillating 
type — makes 34 turn reverses, makes 4 turn reverses, makes 14 turn, then 
a full revolution. Has necessary equipment to handle all kinds of valves. 
Long stem 814” overall. 


Order No. 
VT10 (As illustrated) 
“Extra Parts” 
VTI1 Vacuum Cup 


VT12 Spring 


VT13 Narrow Two-Prong Adaptor 
VTl4 Wide Four-Prong Adaptor 
VT1I5 Screw Driver Type Adaptor 


Ring Groove Tools 


This self adjusting Ring Groove Cleaner will not gouge or jump out of 
the groove. It is a hand turned tool that holds to constant pressure in cut- 
ting position. Cutter blades are made of high grade tool steel and are tem- 
pered and hardened. Should not be thrown around without cutting edges 
protected by FRICTION TAPE. 


Order No. Piston Size 
GT1 21%” to 41%” Passenger Cars 
GT2 4%" to 6” Trucks 


Groove Cleaning and Deepening Cutter and Post 


Order No. 
GT11 Passenger Cars 
GT12 Trucks 


Passenger Car Cutter Blade widths: 46”, 4%”, #2” and yo”. Truck 
Cutter Blade widths: 44", #2” vs” and 4”. 


Land Reducing Chamfering Cutter and Post 


Order No. 
GT7 Passenger Cars 
GT8 Trucks 
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CORNWELL 


Cornwell Nu-Thred Thread Restorer 


This tool is a real necessity for the automobile owner, the garage, the 
machine shop, and should be in the mechanics’ kit. 

The X13 tool has the following threads per inch on it: 11, 12, 13, 14, 
16, 18, 20 and 24, 

The X14 tool has the following threads per inch on it: 9, 10, 15, 16, 
20, 26, 28 and 32, 
Order No. 


X13 
X14 


Axle Rethreading Die 


This axle rethreading die is used for rethreading axles without remoy- 
ing them from the housing. 

When wheels are removed with difficulty by means of the knock-off 
type wheel puller the threads are occasionally damaged and this Axle 
Rethreading Die will quickly rechase the threads without loss of time. The 
die is split for quick application and is fitted to the threads at the back end 
of the axle and rechases the threads through the damaged portion of their 
length, ALWAYS APPLY THE TOOL TO THE REAR OF THE THREAD 
AND BACK IT OFF. 

Has the following S.A.E. thread sizes: 54”, 34”, 7”, 1", 14%” and 114”. 
Order No. Length 


AD2 LL? 


Gasket Punch Set 


This handy set of detachable gasket punches in seven sizes — 14", +”, 
3", Y6", 4%", fe” and 5”, with handle for use on any of the above size 
punches, for use in punching holes in fibre or cork gaskets, 

Order No. 
79P 


Blue Streak Brand 
American Pattern Files 


The Automotive service line of American pattern files. 

For production filing — steel, brass, bronze, and aluminum castings, 
die castings, etc. Also for die, tool and pattern work, and many other uses 
where fast-cutting qualities are designed. 

The following are the most commonly used files. Additional kinds, 
sizes and cuts are available. American pattern files are made in three 
coarsenesses of cuts — Bastard (coarse) — Second cut (medium) — Smooth 
cut (fine). 

The bastard cut is the most popular for automotive service, and when 
ordering be sure to specify: 

1. The kind of file wanted (Mill, Round, Half Round, etc.). 
2. Coarseness of cut (Bastard, Second cut or Smooth cut). 


3. The size (length). 


Mill Bastard 3 


Order No. Size Order No. Size 
6M 6" 12M 120 
8M 8” 14M 14” 

10M 10” 16M 16” 


Half Round Bastard 


Order No. Size Order No. Size 
6H 6” 10H 10” 
8H 8” 12H 12” 


Round Bastard 


_ Order No. Size Order No. Size 
; 6R 6” 10R 10” 
8R 8” 12R 12° 

Gh 


| 
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CORNWELL PLIERS 


Cornwell Pliers are forged from the very best 
grade of alloy steel. They are individually hard- 
ened and tempered. Not case hardened, but are 
of the same structure throughout. Joints are ac- 
curately ground so that they will work smoothly 
and freely. Holes are accurately drilled, not 
punched. Cutting edges are hand-filed and teeth 
are accurately milled so that they are sharp and 
have positive gripping qualities. 


Ignition Pliers 


Order No. i Length 

P2 4" 
Combination Slip Joint Pliers 

Order No. Length 

Pe 6” 
Special Battery Pliers 

Order No. Length 

P10 7A” 
Pump Nut Plier 

Order No. Length 

P14 9” 


Combination Slip Joint Plier 
(Side Cutters) 


Order No. Length 
P16 ae 
Lineman Type Construction Plier 

Order No. Length 
P17 8” 

Heavy Duty Pliers 

Order No. Length 

P18 9” 
Heavy Duty Diagonal Cutters 

Order No. Length 

P20 TY" 


Long Chain Nose Plier 
(Side Cutting) 


Order No. Length 
P21 (sss 
Duckbill Plier 
Order No. Length 
* p22 74" 
Needle Nose Plier 
Order No. Length 
* p23 7," 


Mechanies Slip Joint Plier 
(Side Cutters) 


Order No. : Length 
P24 FS 
Angle Nose Gripping Plier 
Order No. Length 
P25 ghd 


* Not Replaceable 


ORNWELL 


CORNWELL PLIERS 


There is a Plier in the Cornwell line especial- 
ly designed for every Plier need — for expert me- 
chanics, for electrical repair shop, for aviation 
maintenance, for radio and television—and for 
any work requiring a dependable gripping Plier, 


Made for mechanics who want the best Pliers 
they can buy, 


Heavy Duty Diagonal Plier 


Order No. Length 
P39 (ee 
High Leverage Diagonal Pliers 
Order No. Length 
P40 T 
Electricians Diagonal Pliers 
Order No. Length 
P42 6” 
Diagonal Pliers 
Order No. Length 
P46 4” 
Metal Cutting Snips 
Order No. Length 
P51 Te 
Transmission Snap Ring Master Pliers 
Order No. Length 
P133 9” 
Midget Ignition Pliers 
Order No. Length 

P520 4y,” 
Lock Ring Horseshoe Pliers 
Order No. Length 
P534 Gis 
Heavy Duty Slip Joint Pliers 
Order No. Length 
P542 6” 
Heavy Duty Slip Joint Pliers 
Order No. Length 
P543 8” 
Pistol Grip Slip Joint Pliers 
Order No. Length 
P550 8” 
Hog Ring Pliers 
Order No. Length 
P818 oes 
Curved Needle Nose Pliers 
Order No. Length 
P3888 6” 
Aviation Snips 
Order No. Length 
M3 10” 
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CORNWELL 


PLIERS 
General Purpose Pump Nut Plier 
Order No. Length 
P200 94," 
Ignition Plier 
Order No. Length 
P205 bee 
Adjustable Battery Plier 
Order No. Length 
P207 ie 
Combination General Purpose Plier 
Order No. Length 
P210 10” 
Combination General Purpose Plier 
Order No. Length 
P216 6” 
Combination General Purpose Plier 
Order No. Length 
P218 8” ; 
Heavy Duty Angle Nose Plier 
Order No. Length | 
P258 8” 
Heavy Duty Pipe Tool Wrench | 
Order No. Length i 
P290 9” 
Heavy Duty Pipe Tool Wrench | 
Order No. Length 
P292 12” 
Lineman’s Beveled Nose Pliers | 
(Side Cutting) 
Order No. Length 
P606 6” 
Lineman’s Beveled Nose Pliers 
(Side Cutting) 
Order No. Length 
P607 fie 
Lineman’s Beveled Nose Pliers 
(Side Cutting) 
Order No. Length 
P608 8” 
Diagonal Pliers 
Order No. Length 
P615 5” 
Diagonal Pliers 
Order No. Length 
P616 6” 
Diagonal Pliers 
Order No. Length 
P617 ae 
Electricians Round Nose Pliers 
(Side Cutting) 
Order No. Length 
P646 6" 
Electricians Round Nose Pliers 
* (Side Cutting) 
Order No. Length 
P647 Lig 


Electricians Round Nose Pliers 
(Side Cutting) 
Order No. Length 
P648 8” 


CORNWELL 


CHANNELLOCK PLIERS 


Channellock Self-Gripping Pliers incoroporate the new revoluntionary, powerful gripping, Channellock 
design providing a quick, positive grip when pressure is applied to only one handle. The greater the pres- 
sure, the tighter the grip. The exclusive tongue and groove Channellock joint makes a plier far superior to 
the conventional type of adjustable plier. Each plier is tested far beyond its intended capacity. 


These Channellock Standard Pattern Pliers do not have the patented tongue and 
groove Channellock joint. However, they are manufactured with the same 
precision workmanship and high quality material. Each plier is 
tested far beyond its intended capacity. 


Plate No. Order No. Description Length 
1 420 Pump Pliers gl," 
2 410 Gripping Pliers 9” 
3 417 General Utility Pliers 7” 
4 424 Ignition Pliers 4,” 
5 407 Gripping Pliers Wis 
3481%  Linemen’s Pliers— f 
6 Rounded Nose By,” jj (4) a 
347 Linemen’s Pliers— : 
7 Rounded Nose ile. o CHANNEL LOCK 
8 346 Linemen’s Pliers— a : 
Rounded Nose 6" Vi : 
9 3046 Linemen’s Pliers— Ch, 
Bevel Nose 6" 
10 3047 Linemen’s Pliers— 
Bevel Nose ihe 
11 304814 Linemen’s Pliers— 
Bevel Nose BY,” 
12 317% Long Needle-nose Pliers 
with Side-cutter Ty,” 


13 326 Needle-nose Pliers with 
Side-cutter 


14 366 Flat-Nose Pliers with 
Side-cutter 6” 


15 435 Diagonal Cutting Pliers— 
Box Joint 


16 437 Diagonal Cutting Pliers — 
Box Joint 


17 436 Diagonal Cutting Pliers— 
Box Joint 6 


18 3066 Flat-Nose Pliers 
without Side-cutter 6” 


19 3026 Needle-nose Pliers without 


Side-cutters 


20 3017% _ Long Needle-nose Pliers 
without Side-cutter 7%," 


21 307 Battery Pliers—Lap Joint 7” 


516 Slip-Joint Pliers— 
22 Thin Nose (Or 


537 Slip-Joint Pliers with 
23 Side-cutter de 


568 Angle Nose Pliers— 
24 Slip-Joint 8” 


25 337 Diagonal Cutting Pliers— 
Lap Joint 


CORNWELL 


Peterson Vise-Grip Wrench 


Vise Grip Wrench is a light, trim, adjustable wrench with tremendous 
gripping power that locks to the work with a vise-like grip that will not 
slip. Has more uses than any other single tool on the market. 


Order No. Length 
P60 Me 
P62 9” 


Peterson Thin Nose Vise-Grip Wrenches 


These great new Vise-Grip wrenches provide versatility never before 
achieved in any hand tool. Provide a range of jaw openings never thought 
possible in tools of these handy sizes. The 7” size will open wider than an 
ordinary 12” adjustable end wrench, Available with or without wire cutter. 


Order No. 
P80 7” With Cutter 
P70 7” Without Cutter 
P85 10” With Cutter 
P75 10” Without Cutter 


Vise-Grip Welding Clamp 


The only welding clamp with toggle action and positive lock. Both 
hands free for welding work. Clamp remains locked to work with hands 
removed, Aligns parts for welding almost instantly. U-shape jaws provide 
perfect visibility and working room. 


Order No. Size Jaw Adjustment 
P68 9” Up to 15%” 


Vise-Grip Sheet Metal Tool 


For those on-the-spot jobs, away from regular shop equipment. Same 
locking principle as famous Vise-Grip Wrench. Provides a powerful non- 
slip grip and eliminates hand gripping. Quickly adjustable to plier action — 
widely adaptable. 


Order No. Jaw Width Throat Depth Length 
P69 3% ” 1 34 ” 8” 


Improved Type Bolt Cutters 


These bolt cutters are the types and sizes most generally used by the 
majority of shops. Have a cutting edge much keener than ordinary cutters, 
which holds it’s cutting edge longer. Can be used in tight places with in- 
creased ease. Extra parts are available from your Cornwell man to fit these 
bolt cutters as well as other bolt cutters. 


Capacity 
Soft Bolts Soft 
Order No. Length in Thread Rod 

BC18C Clipper Cut 18” ts” yy" 
BC24C Clipper Cut 24” 34” ts” 
BC24E End & Straight Cut 24” ts” y," 
BC1-24H Cutter Head 
BC2-30H Cutter Head 
BC2-30J Jaws, Pair 
BCI-24J Jaws, Pair 
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Order No. 
22H 


42H 
42HC 
149 


150G 
151G 


155 
156G 


156GB 
158G 


160G 
161G 
162 


164G 


1036 
1037 


1045 
1050 


1052 
1054 
1055 


1058 
1059 
1060 
1061 
1067 
1068 
1070 
1072 
1073 
1080 


1081 
1093 
1150 


CORNWELL 


BODY AND FENDER TOOLS 


UPHOLSTERER’S HAMMER 
Non-magnetic 
UPHOLSTERER’S HAMMER 
agnetic 
UPHOLSTERER’S HAMMER 
Megnetic (with claw 
SHRINKING HAMMER 
13 Oz.; Faces 14” Round, 14%” Round. Head 6” over- 
all. Serrated on large end. 
SHRINKING HAMMER 
ue Gey races age Round & 145” Round. 
SHRINKING HAMMER 
10 Oz.; Faces 14” Round and 174” Round. 
Head 6” overall. 
FENDER BUMPER 
14% Lbs.; Length of head 814”. 
FINISHING HAMMER 
9 Oz.; Face 1%” Round. Point wy” Radius, Length 
pointed end 544”. Head 8” overall. 
CURVED FINISHING HAMMER 
Same as 156G except with bent pick end. 
FINISHING HAMMER 
9 Oz.; Face 175” Round. Point 7” Radius. Length 
pointed end 334”. Head 634” overall. 
BUMPING HAMMER 
14 Oz.; Faces 14” Round, 13%” Square. Head 4” overall, 
SHRINKING HAMMER 
: Faces 14” Round, Mil Square. Head 4” overall. 
SHRINKING HAM ER 
9 Oz.; Face 14” cri 1s” Square. Serrated on 
round face. Head 4” overall, 
UTILITY HAMMER 
7 Oz.; Face 17%” Round. Point gy” Radius. Length 
pointed end 2”. Head 4” overall. 
LONG CROWN SHRINKING SPOON 
Wt. 11 Oz. Face 2” x 4355”. Overall length 10”. 
DOUBLE FACE FINISHING SPOON 
Wt. 10 Oz.; Faces 144” x 444”. Overall length 11”. One 
blade surfaced with rubber. 
LONG TURRET TOP SPOON 
Wt. 34% Lbs.; Faces 144” x 5%4” x 7”. Rounded. 
Handle 14%” Octagon. 
COMBINATION SPOON 
Wt. 23%, Lbs. Face 1%” x514”. Handle 1”. 
Octagon 434” long. 
SPOON DOLLY 
Wt. 3%” Lbs. Face 214” x 1” x 3”. 
LONG CURVED SPOON 
Wt. 1 Lb. Face 2” x 7”. Overall length 1014”. 
STRAIGHT FILE HOLDER 
For 1” and 14” Vixen Files, both flat or shell or half 
round type. ie y Lbs. 
TOE DOLL 
Wt. 2% Lbs. “ae x 24,” x11/6". 
HEEL DOLLY 
Wt. 244 Lbs. 34%” x 244” x 175”. 
GENERAL PURPOSE DOLLY 
Wt. 3 Lbs. 2%” x 2%” x 2%”. 
UTILITY DOLLY 
Wt. 3 Lbs. 3%” long 3” wide, 154” thick. 
WEDGE DOLLY 
Wt. 3 Lhs. 544% x 244” x 1%”. 
LOW CROWN DOLLY 
Wt. 3 Lbs. 2%” x 154" x 4”, 
CHAMPION “HEAVYWEIGHT” DOLLY 
Wt. 4 Lhs. 35%” x 344” x 24”. 
DRIP MOULDING PLIERS 
Wt. 1 Lb. 6 Oz. Leverage 10 to 1. Overall length 11”. 
FENDER FLANGE PLIERS 
Wt. 1 Lb. Overall length 11”, 
COMBINATION DOLLY BLOCK 
Wt. 3 Lb. Faces 27%” x 234” x 244”. 1144” Round Cerrated 
Working Surface, cushioned in rubber. 
CUSHION DOLLY BLOCK 
Wt. 3 Lbs. Faces 344” x 35g” x 214”. Rubber cushioned. 
CALKING IRON 
Wt. 1 Lb. Face 134” x 4%” radius. 
ADJUSTABLE FILE HOLDERS 
Weight 1% Lhs. 
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U-4146 


NOLVEX FILE BLADES AND HOLDERS 


The combination of File Blade and correctly designed, matched 
and balanced Holder is essential for best File Performance. The 


(ool 


Nolvex Line of Blades and Holders illustrated is the first offered 
in combination as a genuine Automotive Service Tool Line. 


Cat. No. 


U14” 
D12”S 
K12” 
Jl2” 
N7’F 
N7’M 
N7”S 
R6” 


No. 


414 
612 
1012 
912 
1207 
1207 
1207 
406 


Unit No. 


X4.14 
X612S 
X1012 
x912 
X1207F 
X1207M 
X1207S 
X406 


This set contains six 14” U-Type Tooth Blades and one No. 


414 seasoned 


78 


File Blades 
Kind 

14” Flexible — U-Type Tooth 

12” Half Circle Shell 

12” Half Round Shell 

12” Moulding 

7” Flat Revel 

7” Moulding Revel 

7” Shell Revel 

6” Radius 


Holders 


Weight Each 


12 oz. 
8 oz. 
8 oz. 

- Boz. 
3 oz. 
3 oz. 
3 02. 
4 oz. 


Holders with Blades Attached 


Weight Each 


24 oz. 
15 oz. 
15 oz. 
15 oz. 
5 oz. 
5 oz. 
5 oz. 
8 oz. 
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maple handle put up in strong cardboard box. 


CORNWELL 


Door Handle Tool 


Actual size 8144” long, 13g” wide at fork end. Takes out door handles 
at a flash —use this sensational tool that fits Fisher and Chrysler bodies, 
Sturdily constructed with knurled handle. 


Order No. 
HT7 Door Handle Tool 


Door Handle Ferrule Tool 


Adjustable for all General Motors cars and Trucks—all years and 
models. Attaches door handle ferrules rigidly. Special adjusting nuts permits 
tight installation of ferrule on repaired door panels and rear deck lids that 
have been built up unevenly by welding or with body solder. 

Order No. 


HT19 Door Handle Ferrule Tool 


Door Handle Flange Depressor and Lock Spring Pick 


Now you can remove inside door handles easily without wear and tear 
on the car and on your nerves. Door handles come out in a jiffy with this 
Door Handle Flange Depressor. Completely adjustable for all sizes of 
flanges and handles, 


Order No. 
HT25 Complete with Pick 


Pin Driving Tool 


Easily removes the cross pin that holds on all inside door and window 
handles of Fords, Chrysler, DeSoto, Plymouth, Packard, Nash, etc. Prong 
ends are tapered for easy entrance between handle and escutcheon plates. 
Opposite end of tool is a convenient pry or puller for removing upholstery 
panels, 


Order No. 
HT30 Pin Driving Tool 


Lock Clip Removal Tool 


With this new precision tool door handles come off easily. Removes 
inside door handles on General Motors cars without damage to handles or 
upholstery. Does in a few seconds a job that formerly took many minutes. 
This tool will quickly pay for itself as a time saver and in damage pre- 
vention caused by slipping of a makeshift tool. 


Order No. 
P40 Lock Clip Removal Tool 


Car Handle Puller and Flange Depressor 


A two-purpose tool —it pulls the most tightly stuck door or window 
handles — it depresses the handle flanges or Escutcheon Rings for- remoy- 
ing or replacing pins, locks, etc. Made of high grade steel with In-de-struct-o 
plastic knob. Cadmium plated. 


Order No. Length 
HT102 8” 
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Drip Rail Forming Tool 


New — it’s amazingly different. Just place tool on drip moulding on 
either side of damaged section, drive it along channel with light hammer 
through damaged section — presto, the damaged section is reformed like 
new. It’s fast and easy to use. 


Order No. 
DT109 Drip Rail Tool 


Locking Strip Tool 


For quick installing of self-sealing rubber weather strip quickly and 
easily. Tool automatically spreads the channel to receive the locking strip, 
and the heel of tool presses it in securely as it passes along. 


Order No. 
LST110 Locking Strip Tool 


New Improved Spring Spreader 
For Ford, Mercury and Lincoln Springs 


Designed to give mechanic a complete, safe, and efficient unit for 
spreading both front and rear springs on Ford, Mercury and Lincoln auto- 
mobiles. The 10” offset handle permits working in limited space. Priced 
very low for this type of equipment. 


Order No. 
SS500 Spreader only 
SSS0OW Wrench only 


Flexible Mechanical Finger 


Extremely useful tool in limited working space. Used in “hard-to-get-at” 
spots, too small to insert the hand. Tool can be bent into many shapes 
such as a double “S” or at a double right angle and still retain full opera- 
tion of the jaws. Fully flexible type — 15” long with an 8” flexible section. 
Order No. 


F712 Flexible Mechanical Finger 
F715 Flexible Mechanical Finger 


Motor Cleaning Brush 


A handy, practical brush for engine and chassis cleaning, Made of 
stiff, grey fibre, vulcanized in rubber, it is a perfect tool for removing 
grease and carbon with gasoline. The brush is lis” in diameter, with 
bristles 3” long. Not replaceable. 


Order No. 
CB1 Motor Cleaning Brush 
CB2 Motor Cleaning Brush 
CB3 Motor Cleaning Brush 


Bumping Files 


A time and labor-saving tool for use in auto body repair shops. These 
bumping files are used like a hammer with a dolly-block to slap out dents 
in bodywork, They will not expand the metal but tend to contract it to its 
original shape. 


Order No. Length Width 
2088 Flat Course 12” 13%” 
2089 Flat Medium Ie 134” 
2090 Half Round Medium 12% 13%” 


2090S — SET (one each of above). 
Detachable Solder Paddle Set 


A new inovation in solder paddle set with patented spring clip feature 
for quick and easy removing and replacing of paddle blades, 


Order No. 


SP100H Handle only, for SP100 
SP100 No. 1 Blade only, for SP100 (small) 
SP100 No. 2 Blade only, for SP100 (wide) 


SP100 No. 3 Blade only, for SP100 (round) 


SP100— SET complete, including six No. 1 blades, one No. 2 
blade, and one No, 3 blade. 
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HACK SAW FRAMES AND BLADE 


Standard Hack Saw Frame 
Made by Atkins 


This Hack Saw Frame is made of extra heavy steel. It has a polished 
nickel finish with pistol type grip. The frame comes complete with one short 
blade merely for the purpose of holding the frame together. 


Order No. Depth of Cut Extension Frame 
Y15 3y4” 8” to 12” 
Y16 34” 8” to 12” 


“Cornwell Junior” Wack Saw 
Complete with One Blade 


A good saw, light and inexpensive. For copper tubing and light sheet 
metal work. 


Order No. Length Over All 
Yl 91,” 
Y6 Blades for the above 


Junior Hack Saws 


The larger “Senior” saws will be of no help on small or inside work. 
This pair of “Juniors” will get the job done. The Y3 will work into a 44” 
diameter hole and graduates to 34” cutting depth at the back. The Y5 has 
3%" cutting depth the full length of the 6” blade. 


Order No. 
Y3 Tapered Back 
Y5 Straight Back 


Atkins Hack Saw Blades 


These Hack Saw Blades, while not a CORNWELL product, are CORN- 
WELL QUALITY through and through. They were selected by us after 
exhaustive experiments and we believe they are the best blade for the 
Garage Mechanic. Sold in Dozen Lots only. 


Order No. Length 
Y10 10” — 24 Point 
Y12 12” — 24 Point 


Silver Steel Blades 


Order No, Length 
Y10S 10” — 24 Point 
Y12S 12” — 24 Point 
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The CORNWELL Fully Pneumatic 
FENDER AND BODY HAMMER 


We say FULLY Pneumatic because both the Hammer and the 
DOLLY are operated by air 


Contrast the evenly distributed effect obtained when hitting thousands 
of light blows per minute on metal, that is backed up by an air cushioned 
dolly, with the effect obtained by heavier hand hammering on metal, that 
is backed up by a heavy hand dolly. 

Contrast the speed 10,000 blows per minute to that of a hand hammer. 


Ten minutes’ time with a CORNWELL Pneumatic Hammer will get a 
job done that would require two hours’ working by hand. 

Simplicity in construction makes the CORNWELL hammer the lightest 
on the market, its weight being exactly 914 lbs, 


FENDER BEAD DOLLY 


The No. 131 Fender Bead Dolly illustrated below is for use in getting 
under the rolled bead on the edge of fenders, 


Order No. 

FHL Small Frame and Nos. 132 and 133 Dollies 

FHIB Large Frame and Nos. 132 and 133 Dollies. 

FHIC Small Frame, Hose, No. 114C Snap Tite Coupler, No. 6363 
Stems and Hose Clamps, Nos. 131, 132 and 133 Dollies 

FH2 Large and Small Frames with Nos. 132 and 133 Dollies 

FH2C Large and Small Frames, Hose, No. 6363 Stems and Hose 
Clamps, No. 114C Snap Tite Coupler, Nos. 131, 132, 
133 Dollies . 

FHR Replacement Head (new throughout) 

FHIF = Small Frame and Plunger. 

FH2F Large Frame and Plunger. 

FH3F Large Arm for Skirt Fenders. 

FHTF Turret Top Frame and Plunger 

106 Upper Dolly with Spring 

131 Bead Dolly 

132 sa” Radius Dolly. 

133 ¥%" Radius Dolly. 

25’ Best Grade 4” Hose 

6363 1 Pair Stems and Hose Clamps.. 

114A Snap Tite Coupler only. 

114C Snap Tite Coupler Complete. 

114N Snap Tite Nipple only 


A TRIP THROUGH THE CORNWELL FULLY 
PNEUMATIC HAMMER 

A — Space for piston travel. 

B — Air connection. 

C — Throttle — thumb controlled — will hit from 500 to 10,000 
times per minute. 

D — Hardened piston — full floating — no valves, rings, springs or 
rods. It hits directly on the work. 


E — Floating Dolly — snaps over the Hammer barrel. When direct 
blows from the piston are required on heavy work, remove 
“E” Dolly. 


F — Easy change of frames. ’ 

G — Air travel through the frame. 

H — Job clearance 13g” —self adjusting by air when in opera- 
tion. (An exclusive feature with the CORNWELL Hammer.) 

I— AIR CUSHIONED, full floating dolly, an EXCLUSIVE 
feature with the CORNWELL Hammer. 


J — Large and small faced dollies. 


DIMENSIONS 
Small frame depth, 1373's”; height 11”. 
Large frame depth, 207”; height 1614”. 
Turret Top Frame depth, 30”; height 11”. 
Large arm for skirt fenders, depth 17”, width 18”. 
Weight of Hammer as illustrated above 91% Ibs. 
(All measurements are inside.) 


A Midget on the Scales; a Demon on the Job. 
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CORNWELL AIR HAMMER 
PARTS LIST 


Part No. Description 


102 
103 
104. 
106 
107 
108 
109 
110 
111 
113 
114 
115 
116 


117 
118 
119 
120 
122 
124. 
125 
126 
127 
128 
129 
130 
134 
135 
136 
£137 


Hammer Head Cap 
Hammer Head Cap Plug 
Hammer Head Cap Screw 
Piston Cap 

Piston Cap Spring 
Rubber Coated Valve 
Air Inlet Valve Spring. 
Air Valve Body 

Air Valve Body Screw 
Air Valve Lever 

Air Valve Lever Cap 


Air Valve Spring 
3/16” Lock Washer for Air Valve Body 


Screw 
7/16” Lock Washer for Head Clamp Bolt 
Head Clamp Bolt 
7/16” - 20 High Type Forged Wing Nut 
Leather Washer (tube seal) 
Arm with #123 Head Aligning Stud 
Adaptor 
Die Seat Plunger 
Die Seat Plunger Spring 
Die Seat Plunger Leather Washer 
Die Seat Plunger Screw 
3/8” Washer for Head Cap Screw 
Spring Locking Washer for Head 
14” x 34” Die Seat Plunger Pin 
34” Washer for Die Seat Plunger 
Large Arm 


#134 Adaptor, #125 Plunger assembled 
(complete) 


Numbers 105 piston and 101 
head make up the main power 
plant of the Cornwell ham- 
mer. Due to necessary close 
fitting tolerances we suggest 
any service question be re- 
ferred to our factory, 


CORNWELL 


tion, 


POSITION No. 1 
The circle at left 
gives you a view of 
the indicator as in 
operation on rear of 
right front tire in 
large center illustra- 


POSITION No. 2 
The pointer in circle 
at right shows actual 
toe-in with indicator 
against outside front 
of left tire as shown 
in large illustration. 


CcG2 


cG1 


THE CORNWELL 
“CORRECT MEASURE” 


TOE-IN TRAM STICK 


Quickly points out incorrect alignment of front wheels. Do not be confused 
by the cut showing two sticks in position. We are showing one stick in the 
two required positions to get the existing toe-in or out. 


First, place pointer B on the center line of the scale and lock with the 
thumb screw. Pass the stick under the car at the rear of the wheels as 
shown in position No. 1, and with point C against the inside of the left tire, 
with the stick behind the tire to assure proper position. No leveling is re- 
quired as legs D automatically does the leveling. Slide bracket A so the in- 
dicator B touches the outside of the right tire. Lock in position with the 
large WING nut at A. You will now have the measurement at the widest 
point. 


Remove the stick from beneath the car and unlock the indicator with 
the thumb screw at B so the indicator is free, but DO NOT release the 
large WING nut A, as this position must be held. Place the stick in front 
of the wheels in position No. 2 with the pointer C against the inside of the 
right tire, with the stick in the front to assure accurate position. Move the 
indicator B against the outside of the left tire with the stick against the 
front. The pointer will show the exact toe-in or out. The calibrations on the 
scale are sixteenths of an inch. 


To service all pleasure cars, busses and trucks the stick is made in 6 
7 and 8 foot lengths. 


Stock No. 
TG6 6 Foot Length 
TG7 7 Foot Length 
TGS 8 Foot Length 


Cornwell-Krumm Caster and Camber Gauge 


The reason for SHIMMYING-WANDERING or many other bad habits 
of an automobile may be easily corrected if you will consult the KRUMM 
Camber and Caster gauge. Every automotive repair man is confronted with 
this question daily: What causes this left or right tire to wear faster than 
the other? What causes this car to shimmy? 


The KRUMM gauge, which is light, inexpensive and accurate, will soon 
repay its cost, in that it can be used to check a job that may drive in when 
the big rack may already be in use. These larger stations are constantly 
called on to estimate insurance jobs that are somewhere in storage. The 
KRUMM gauge can be taken with you to the job, The existing conditions 
given by the KRUMM gauge can be depended on as being accurate. 


Order No. 
CG1 Caster & Camber Gauge 


New Style 
Cornwell-Krumm Caster and Camber Gauge 


A new Krumm Caster and Camber Gauge which incorporates in the 
tool the reading of King Pin inclination. With this new gauge and clamp 
attachment Caster, Camber and King Pin inclination can be checked with 
same tool. 


Order No. 
CG2 Caster & Camber Gauge 
CG2C Spindle Clamp 


84 


| 


CORNWELL 


Cornwell Flexible Wire Carbon Scraper 


This Scraper has a claw-like draw that scrapes with a vengeance. Being 
flexible, it goes into all curves peculiar to cylinder heads, You get it all, 
too, no escape from this scraper. 


These springs are made of the strongest oil-tempered spring wire, They 
fit the curve of every piston head perfectly. 
Order No. Size 
CcSs2 10” Long, 1” Wide 


Spoon Type Carbon Scraper 


This Spoon Type Solid Steel Carbon Scraper when used in connection 
with the Flexible Wire Carbon Scraper gives you a complete set of carbon 
scraping tools with which you can get all of the carbon in every part of the 
head of any motor. It has sharp knife like edges on it and can be very 
easily resharpened when it becomes dull. 

Order No. Size 
CS1 Y"x8y,” 


Carbon and Gasket Scraper 


A handy ‘tool to scrape flat surfaces. Can be used for scraping carbon 
or cleaning flat surfaces of old gaskets. 


Order No. Length 
CS-10 12% 


Pump Packing Hook 
(Not Replaceable) 
A most convenient tool for removing old packing from water pumps, 


Order No. Size 
X10 Y" x8” 


Socket Racks 


A strong and durable Rack, ruggedly built of heavy gauge metal —a 
real utility for the mechanic for holding sockets for ready accessability of 
use. Also an excellent screw driver holder. 


Order No. Size Length 
SK31 yy" 21” 
SK32 34” 2a 


Tube Cutter 
With Folding Reamer Blade 


Quality zinc alloy die-cast body and Vise. Case hardened rollers. Tool 
Steel Roller Cutter. Fine thread screw adjustment to cut 4%” to 1” tube. 
Design assures accurate alignment of cut. Spring loaded reamer blade folds 
like a jacknife. 

Order No. 
TCS Tube Cutter 


Tube Flaring Tool 


For flaring brass, copper or aluminum tubing to make S.A.E. flared 
joints without splitting. Gripping jaws are knurled to prevent tube slippage 
during flaring operation. Takes tube sizes 4”, 16”, 44”, #5”, 34”, ve” and 
¥” 0.D. 

Order No. 
FT5 Tube Flaring Tool 
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Magnetic Magimmick 


Not a nut or bolt will pass you by when Magimmicks is on the job. 
Just let ’em roll — _ bolts, screws, small parts —Magimmick stretches it’s 
powerful magnetic arm and picks em up — no matter where, narrow places, 
crankcases, tight spots — Magimmick get’s in anywhere. 


Order No. Extension Length 
MF5 Electro S655 
MF10 Junior Magimmick By,” 
MF50 Senior Magimmick 260 
MF10A No. 10 Replacement 


Oxy-Acetylene Torch Leading Tip 


A new idea for every automobile body shop. Uses no oxygen from tank, 
taking it’s oxygen from the air. Produces a wider, longer, cooler flame more 
ideally suited for melting lead. Fits any standard welding tip — saves time 
changing tips. 

Order No. 
LT106 Oxy-Acetylene Torch Leading Tip 


Radiator Soldering Tip 


For radiator repair and other light and medium soldering. Uses no 
oxygen from tank —takes it’s oxygen from the air. Produces small hot 
flame ideally suited for soldering in close places, Fits any standard welding 
tip. 

Order No. 
LT108 Radiator Soldering Tip 


Clutch Aligning Tool 


The clutch disc and pressure plate must be centralized and in perfect 
alignment with the pilot bearing in the flywheel to assure perfect per- 
formance. Therefore it is very essential that proper pilots are used when 
assembling the clutch — pilots which are machined true and heat treated 
to assure long service. One tool —nine pilots, providing diameters from 
375 to .984. Bright nickel finish. 

Order No. 
CcA10 Clutch Aligning Tool 


Chevrolet Universal Joint Holder 


Used to hold Universal Joint together while inserting and tightening 
nuts. 
Order. No. 
X11 Universal Joint Holder 


Ford King Pin Punch 


Jack car from the floor, place anvil or solid base under spindle, insert 
punch in King Pin, lower jack so punch rests on anvil, tap top of axle with 
brass hammer and King Pin is forced out. 

Order No. 
KPP3 Ford King Pin Punch 


Cylinder Deglazing Tool 


New — self-adjusting Cylinder Deglazing Tool for motors in automo- 
biles, trucks, farm and industrial tractors, diesel locomotive and power 
units, air compressors, etc. Used on cylinders ranging from 3” to 914". 
Order No. 

CHD10 Cylinder Deglazing Tool 
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Electric Marking Pencil 


A handy and most useful Electric Marking Pencil for writing on any 
metal surface or marking identification on tools or other metal objects. 
Connect pencil to negative terminal of battery, using positive terminal for 
ground, With electric marking pencils of this type a dead short is effected 
causing extreme heat in pencil point for writing purposes. 

Order No. 
L31B Electric Marking Pencil 
L31 Transformer for marking pencil, 110-6 volt 


All-Angle Inspection Mirrors 


Want to see around corners — get a 360 degree all-angle Inspection 
mirror. Don’t twist your neck, just a quick twist of the ball joint and you 
have another angle in clear view. Telescopic handle extensions on all 
mirrors. Comes in all sizes and shapes to meet all job conditions. Mirrors 
replaceable, 


Order No. Mirror Handle Extension 
A2 %" Round 74," 
B2 1" x2” Oval 8” 
K2 24%" x 314” Rectangle 165)" 


Master Steel Tape Rules 


These streamlined steel tape rules designed for the discriminating 
workman who wants to be dead sure of measurements that will have almost 
the precision accuracy of a micrometer. Beauty of design in chrome plated 
steel case, 


Order No. 
116 6 ft. “Brownie” Tape 
156 6ft. “Ladies Man” Tape 
206A 6 ft. “Thin Monitor” Tape 
306 6 ft. “Tufboy” Tape 
306W 6 ft. “Briteblade Tufboy” Tape 
406 6 ft. “Streamline” Tape 
408 8 ft. “Streamline” Tape 


Cornwell Swirl Creeper 


Light weight, sturdy and durable Swirling Creeper. Frame made of top 
quality kiln dried oak —strong ply wood platform. Equipped with 214” 
swirl rollers. Rollers do not clog with dust or grease, 


Order No. 
CR10 Swirl Creeper 


Swirl Rollers 


You can equip your present Creeper with the new modern swirl rollers, 
Order No. 
CRC51 Packaged in sets of 4 


Cornwell Swirl Seat 


Swirl Seat for mechanics with tool tray — welded steel construction. 


_ Equipped with 3” swirl rollers, 14” square and 12” high, 
_ Order No. 


CRS15 Cornwell Swirl Seat 
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A complete line is avail- 
able for 


Black and Decker 


Hall Sioux 
Keystone Skilsaw 
Kwik-Way Snap-On 
K. O. Lee Thor 
Lisle U;S. 
S. and D. Van Dorn 


Van Norman 


Valve Seat Grinding 
equipment. 


Diameter sizes are available 
from 14%" to 4” inclusive. 


Furnished in 20°, 30° and 
45° angles for all sizes. 


Furnished in 60° angle for 
large sizes, 


When Ordering — Specify the 
Angle Desired. 


EXAMPLE — For 154” 45° 
Blue Valve-Seat Wheel with 
#5" Bushing — Specify B76- 
VS45. 


*When Ordering Extension 
Wheels for Hall — Use “BX” 
instead of “B” in the Wheel 
Numbers. EXAMPLE — For 
1544” 45° Blue Extension 
Wheel — Specify BX73VS45. 


B—Blue Wheel 


Xe 


AUTOMATIC 
ALL-PURPOSE GRINDING WHEELS 


for Valve Seat Grinding 


ONE AUTOMATIC VALVE SEAT GRINDING WHEEL ROUGH 
GRINDS AND FINISH GRINDS BOTH HARD AND SOFT VALVE 
SEATS. 


Keystone Black and 

Kwik-Way Decker Snap-On 

K. O. Lee Lisle 

Hall Skilsaw Kwik-Way K.O.Lee Kwik-Way  Siouxy Van- 
Sioux S.andD. Norman 
Thor Van Dorn 
UES; 
Diam. 1” Bsh’ng 44” Bsh’ng 44” Bsh’ng x” Bsh’ng 1” Bsh’ng 7%” Bsh’ng 34” Bsh’ng 56” Bsh’ng 


Automatic Automatic Automatic Automatic Automatic Automatic Automatic Automatic 
Wheel Wheel Wheel Wheel Wheel Wheel Wheel Wheel 


Numbers Numbers Numbers Numbers Numbers Numbers Numbers Numbers 
14%” B2VS B4VS B7VS B8VS 
ly,” B1l4VS B16VS B19VS B20VS 
134” *B37VS B38VS B39VS B40VS B43VS B44VS 
14,” *B49VS B50VS B51VS B52VS B53VS B55VS B56VS 
15%” *B73VS B74VS B75VS B76VS B77VS B79VS B80VS 
134” *BOTVS B98VS B99VS B100VS_—_—B101VS Bl03VS_ —-B104VS 
1%" BI21VS  B122VS. B123VS B124VS_ ~—-B125VS B127VS__—iB128VS 
Fara! B145VS B146VS B147VS B148VS B149VS BI51VS B152VS 
214%” B171VS B172VS B173VS B174VS B175VS B177VS B178VS 
24,” B195VS_  B196VS__ BI9TVS B198VS B199VS B201VS_ _—«&B202VS 
234” B219VS B220VS B221VS B222VS B223VS B225VS B226VS 
21,” B243VS B244VS B245VS B246VS B247VS B248VS B249VS B250VS 
254” B267VS_  B268VS__—_—B269VS B270VS_ B271VS-~ = B272VS-~ ~~ B273VS_—s—B274VS 
234” B291VS B292VS B293VS B294VS B295VS B296VS B297VS B298VS 
27%" B315VS B316VS B317VS B318VS B319VS B320VS B321VS B322VS 
grt B329VS B330VS_ _—&B331VS B332VS_ B333VS  B334VS  B335VS_ _—sCiBB336VS 
3%” B357VS_  =B358VS_ _—_—B359VS B360VS B361VS  B362VS ~=B363VS_ __—B364VS 
3,” B369VS_ = -B370VS___—B371VS B372VS_ ~—siB373VS_~—sCB374VS_~—sCiB375VS__—s—B376VS 
334” B381VS_ _—-B382VS__—«&B383VS B384VS_ = B385VS_ ~—s B386VS_~—sSiB387VS __—-B388VS 
34,” B393VS B394VS B395VS B396VS B397VS B398VS B399VS B400VS 
354” B405VS_ _~=—-B406VS_—_—sCiBAOTVS B408VS_ B409VS- B410VS_—~&B411VS__—sC—iB412VS 
334” B417VS_ = B418VS___—~&B419VS B420VS B421VS B422VS  8B423VS _——B424VS 
4a B439VS B440VS B441VS B442VS B443VS B444VS B445VS B446VS 


eee nn 


VS—Valve Seat Wheel t—Sioux No. 1703 Holder. 
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HAND AND WHEEL BRUSHES 


Hand Wire Brush 


Wire Brush with Screw Eye attached. First grade brush with long 
curved handle that prevents injury to operator’s hand. Ideal for cleaning 
dirt, dust and other foreign matter from rims and wire wheels, 


Order No. _ Length 


X30 14” 


Hvy. Duty Wheel Brushes 


Any size may be had in any size 
arbor hole, from 4%” up. When 
ordering be sure to specify Ar- 
bor Hole. 


Order No. Diameter 
WB4 4” 
WB6 6” 
WBO6A 6" 
WB8 8” 


Drill Chuck Adaptor 


A sturdy adaptor for mounting 
wheel and cup brushes to a drill 


Ford Fly Wheel Turner 


A handy tool made especially for 
turning Ford fly wheels. 


Order No. Length 
52 LO 


Fly Wheel Turner 


A universal device for turning fly 
wheels to avoid the old dangerous 


chuck. Can be had with 4", 3%” | practice of using screw driver, 
or 74" shank. Order No. 
Order No. Size FW5 Fly Wheel Turner 
WBAIL yy" 
WBA2 34” 
WBA3 yw” 


Heavy Duty Carbon Cleaning Brushes 


Fits 4” electric drill; is made of extra heavy Knotted Wire that 
positively will not wear or turn over sidewise. Must be seen to be ap- 
preciated, 


Order No. 
WCB1 Heavy Duty Carbon Cleaning Brushes 


Abrasive Grinding Wheels 


The grinding wheels listed herein are made by one of the largest 
nationally known grinding wheel manufacturers, and these grinding wheels 
are unsurpassed in quality. They come in the following sizes: 


Order No. Diameter Width Arbor Grit 
GW4 4” yy" y,” 60 
GW6 4” yy,” yw” 36 
GW8 6” yy" y,” 60 
GW10 6” yy,” yy,” 36 
GW12 6” 34" yy," 60 
GW14 6” 34" yu" 36 
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ALL-POWER 
Ford V-8 Valve Assembler 


A fixture for assembling and dismantling the valve assembly for Ford 
V-8 and Mercury. The illustration shows the valve spring compressed with 
handle down. The Valve Spring Retainer is now free of the spring tension 
and can be readily removed. Assemble in the same manner, raising the 


handle to release the spring tension. 
The Valve Stem Holding Tool is used when installing the valve as- 
sembly. Each Assembler Fixture includes one of these Holding Tools, 


Order No. 
102V Ford V-8 Valve Assembler 
102VL Valve Stem Holding Tool included with each Assembler 


Fixture. 


ALL-POWER 
Ford Valve Assembler Nock-out 


This tool removes the assembly in a few seconds without damage to 
valve, spring or bushing. Adaptable to Ford Six V-8 and Mercury Lincoln 
Zephyr. This tool is constructed in both design and quality of material to 
last the average mechanic a lifetime. 

The sudden shock of the slide hammer cracks or jars the valve guide 
bushings loose by use of the slide hammer principle. The valve is raised 
above. the valve seat to whereby it can be easily lifted out of the motor 


block by hand. 


Order No. 
F201KO Ford Valve Assembler Nock-out 


ALL-POWER 
Ford Valve Guide Hole Cleaner 


The All-power Ford Valve Guide Hole Cleaner cleans carbon out of 
the valve guide hole in the motor block and in the same operation removes 
the carbon from the valve seat recess in the block. The operation requires 
only a few seconds. Simple in construction — easy to operate. 

Two cutters A and B are employed in the operation of the tool. Both 
of the cutters are made of Carboloy “Cemented Carbide” Metal. Will give 
years of service. 

To operate use a speed wrench and xs” socket. Adaptable to Ford 


V-8, Mercury and Lincoln-Zephyr cars. 


Order No. 
F202GHC Ford Valve Guide Hole Cleaner 
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All-Power 
Ridge Reamer 


New and revolutionary principle in Ridge Reamers, featuring a Car- 
boloy Tipped Cutter Blade. The operation is simple and quickly executed. 
No special wrenches required. To operate use xs” socket and ratchet 
wrench — an outside adjusting screw regulates the cutter blade. 


Order No. 
104RR Ridge Reamer 
104RRB Cutter Blade 


All-Power 
Ford Valve Guide Extractor 
(Horseshoe Keeper) 


A time-saving tool. Removes the toughest valve guide keeper — an out- 
standing improvement over the old method of removing Horseshoe Keepers 
from Lincoln Zephyr and Ford motors. Prevents the tearing out of the hole 
in Keeper. All sixteen Horseshoe Keepers can be removed in five minutes, 


Order No. 
F203KE Ford Valve Guide Extractor 


All-Power 
Valve Puller 


The valve puller with the slide jammer principle. The vertical pull in 
applying the driving force eliminates bending of valve stems. Operates on 
all types of passenger cars and trucks having valve head sizes up to 134” 
inclusive in diameter. 


Order No. 
205VP Valve Puller 


All-Power 


DeLuxe Piston Groove Cleaner 


Attractive in design, strongly built. Services Pistons size of 214” to 5”. 
The locking principle is quickly executed and positive — no back slipping. 
The quick-setting, self aligning large cutter blade is a major feature in 
permitting quick operating of the tool. 


Order No. 
500 DeLuxe Piston Groove Cleaner 


All-Power 
Camshaft Bearing Nock-out 


The slide hammer principle of driving the new bearing to place is a 
time saver. All driving plugs are hardened and ground, and attached to 
slide hammer with a nut. Length 39”. In ordering, order one slide-hammer 
driver, and the driving plugs desired to make one complete tool, order by 
numbers, 


Order No. 
204. Camshaft Bearing Nock-out 
F204SHD Slide Hammer Driver only 
F20460DP Cheve Driving Plug Set —’37-45 models, 
PD204DP Cheve Driving Plug Set —’37-’42 Plymouth and Dodge. 
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CORNWELL TIRE TOOLS 


Drop Center [ron 
While this Iron is for general use, it is especially designed for handling 
equipment on drop center rims. Lessens chances of pinching tube. 
Order No. Length Weight 
X27 15% 24 oz. 


Straight Flat Tire Iron 
2 Oval end, thin and wide. Designed to prevent injury to tire bead or 
tube. - 
Order No. Length Weight 
X36 15” 24 02. 


Curved or Spoon Type Tire Iron 
Curved to provide greater leverage and give greater hub clearance. 
Saves injury to operator’s hands and speeds tire changing. Oval end, thin 
and wide. 
Order No. Length Weight 
X34 15” 24 oz. 


Standard Passenger Tire Iron 
Considered by tire men as the best tire iron ever made. Some of these 
irons are still in use after more than fifteen years of roughest kind of usage. 
Made of 48” stock. 
Order No. Length Weight 
X38 16” 20 oz. 


Standard Truck Tire Iron 
This very fine Iron is the same as the No. X38 excepting that it is 
longer for more leverage, and for use on truck tires, 
Order No. Length Weight 
X40 20” 24 oz. 


Combination Tire Iron 
Combination Truck and Tractor Iron has one end wedge shaped to 
remove wedge rings, side rings and lock rings. Other end is a thin, wide, 
smooth blade to remove tires. This wide blade has additional strength and 
toughness to handle the large tires. 
Order No. Length Weight 
X42 20” 28 oz. 


Tire Tools for Safety Rims 
This new tire tool revolutionizes tire changing performance. Removes 
tires 50% faster —takes half the effort. Prevents injury to tire bead. 


Order No. Length 
i Ng fr SET consisting of one each of 177A and 177B 18” 
177A Straight Iron 18” 
177B Forked Iron 18” 


Special Firestone Lock Ring Tool 
Special Firestone Lock Ring Remover and Replacer. This tool espe- 
cially designed for removing and replacing Lock Rims or Firestone RH 
and RI Rims. Unusually good where these rims are used on Budd Wheels. 
Order No. Length 
X64 20” 


Combination Lock Ring Remover 
Combination lock ring remover. A new type lock ring remover modeled 
after our No. X64 but having the opposite end shaped to remove full circle 
lock rings. Plenty of heel for leverage. 
Order No. Length 
X62 18” 


Hand Type Tire Spreader 
Hand Type Tire Spreader. Used in spreading beads of tire, making 
inside inspection of casings easy and also inside repairs. Will handle up to 
10” truck tires, made adjustable with revolving spools. 
Order No. ¥ Length 
X31 : 1744” 


Cornwell “4 Way” Wheel Nut Wrench 


Four Way Rim Wrench. Powerful leverage and plenty of clearance, 
with this perfectly balanced super four way rim wrench. This new improved 
design has extra deep tapered sockets that fit nuts snugly. Sizes 54”, 34”, 
42” and %”. It has longer arms than the old type. This is necessary to 
operate on some of the new model wheels. 


Order No. Length 
X32 17” 
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Sets of Jobber High Speed Straight Shank Drills 


Drill Dec. Drill Dec. 

Order No. Size Equiv. Length | Order No. Size Equiv. Length 
HSD4 re” 0625” 24,” HSD11 $2” .1719” 334” 
HSD5 or” 0781” 254” HSD12 ts” 1875” 34,” 
HSD6 an” .0937” 234” HSD13 ah” 2031” 354” 
HSD7 wr” 1094” 2%” HSD14 3a” 2187” 334” 
HSD8 yy," 1250” bie HSD15 a” 2344” 4 
HSD9 ox” -1406” 34” HSD16 yy" .2500” 4” 
HSD1O By" 1562” 3,” 


Order No. 
HSD35 SET including all of above. 
HSD35B Box. only. 
HSD35S Complete with drills and box. 


Drill Sets 


Drill Dec. j Drill Dec. 

Order No. Size Equiv. Length | Order No. Size Equiv. Length 
HSD4 te” 0625” 24," HSD19: = 42” .2969” 434” 
HSD5 ee OTB T2596 HSD20 ss i's” 3125" 4,” 
HSD6 ay” .0937” 234,” HSD21 eh 3281” 454” 
HSD7 ax” ~—-«.1094” 27%” HSD22 44” yy Ma bl 
HSD8& yy” 250 Gi 8 et HSD23 ai” 3594” 47%" 
HSD9 dz”. 1406” 34," HSD24. 34” 3750” Br vs 
HSD1O x” 5628 HSD25 ai” 3906” 54%” 
HSDI1 ar” 1719” 3334" HSD26 43” 4062” 544” 
HSD12) _x&” 1875” = 344” HSD27 gt” .4219” 534” 
HSD13—s 43" 2081” | 356” HSD28 ts” A310" i 516" 
HSD14 ou” .2187” 334” HSD29 ay” 4531” 554” 
HDS15 = 43" 2344” 8374" HSD30 48” 4687” = 534” 
HDS16 yy" .2500” ate HSD31 gy" 4844” 57%” 
HSD17 —s a4” 2656” 4” HSD32 yy” BOUOOY Ose 
HSD18 sok” 2812" 4," 


Order No. f 
HSD33 SET including all of above. 
HSD33B Box only. 
HSD33S Complete with drills and box. 


Drill Sets 


These sets of Jobbers and Wire Gauge Drills are of highest quality 
high speed steel, All sets are put up in folding metal containers made of 
Cadmium plated steel. Drills can also be purchased individually. Please 
note the three different sets put up in sizes to meet your requirements, 


Order No. 


HG1-60 No. 1 to No. 60 Drills to box 
HG61-80 No. 61 to No. 80 Drills to box 


Serew Extractor Sets 


Made of carbon steel. For quick removal of embedded broken screws 
or studs. The following ready-reference recommendations for normal condi- 
tions. Unusual conditions will require the use of other sizes of drills and 
eae depending on the length of broken section and it’s depth in the 

ole. 


Extractor No, For use on Screw Sizes Size drill to use 
1 No. 8, No. 10 or” 
2 No. 12, 4” a" 
” ” 
: ye f, 
ix nie ” i ” 2s ” it ” 
y bau? 13” 
6 Ya 43 


Serew Extractors In Sets 
Order No. 


55 Includes Extractors Nos. 1, 2, 3, 4, 5. 
59 Includes Extractors Nos. 1, 2, 3, 4, 5, 6 and the proper straight 
shank drill for each Extractor. 
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HSD33 Set 


MMT42 SET 


TAP AND DIE SET 


4” to %” —also 4%” pipe die and tap. Dies are Hexagon type and 
can be used with 1” Socket. 


Order No. 


Description 
Die Stock 
Adj. Tap Wrench 
y4” -20 Die 
is” -18 Die 
34” -16 Die 
is” - 14 Die 
¥," .13 Die 
if” .28 Die 
ts” -24 Die 
34” -24 Die 
ts” -20 Die 
¥," .20 Die 


4%" - Pipe Die 


Order No. 


VT50 
VT55 


Description 
Y4" .20 Tap 
¥, -18 ae 

A” #16 ap 
qs” -14 Tap 


¥," -20 Tap 
4" - Pipe Tape 


50AG— Tap and Die Set contains one each of above in fitted 


Order No. 


MST22 
MST30 
MST36 
MST44. 
MST46 
MST52 
DH2 - 


wood case. 


Tap and Die Sets 


The Machine Screw Tap and Die Set illustrated on the right contains 
six popular size Machine Screw Taps and Dies. The Dies are of the Adjust- 
able Split type. This set has the same style Adjustable Guide Die Stock as 
the set illustrated above. The Adjustable Tap Wrench is of the “Tee” type 
and can also be used as a Reamer Wrench within its capacity. 


Description 
4. 
6- 
8 
0-24 M.S. Tap 
10-32 M.S. Tap 


12-24 M.S. Tap 
Die Stock 


in a fine wood box. 


Order No. Description 
TD2 “T” Type Tap Wrench 
MSD22 = 4-36 M.S. Die 
MSD30 6-32 MLS. Die 
MSD36 _ 8-32 M.S. Die 
MSD44._ 10-24 M.S. Die 
MSD46 10-32 M.S. Die 


MSD52_=12-24.M.S. Die 
22AG — Set contains one each of the above units neatly packed . 


Spark Plug Taps 


Order No. Description 
MMT10 10 m/m Packard 
MMT14. 14 m/m (V8-60 Ford) 
MMT18 18 m/m (V8-65 Ford) 
NST18 A” —18 


4-Step Counter Bore 


MMT42 — Set Contains one each of the above put up in very fine 


wooden box. 


Reworking Dies 


Handy inexpensive Dies for re-working old threads. The Dies are Hex 
and can be used with Socket or Box or End Wrench. 


Order No. 


RD5 
RD10 
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SET of five SAE Dies 4", #5”, 34”, 17”, 4" 
SET of five USS Dies 4”, #5”, 34”, 10”, 4” 


CORNWELL 


TAP AND DIE SET 


Order No. Order No. 
DH4— 9” Die Stock T60 —Y, 20 U.SS. Tap 
DH6—14” Die Stoc T65 e—2s 18 U.S.S. Tap 
COR eee ras te? T70 —% 16 USS. Tap 
D60 —Y, 20 U.SS. Die T75 —is 14 U.S.S. Tap 
D65 — 18 USS. Die T80 —\, 13 U.S.S. Tap 
—% 16 USS. Die eae Ma PP ORCA SHe b 

D75 —ys 14 USS. Die y+ Oe aoe re hg 
D80 —l4, 13 USS. Die T90 —% 11 U.S.S. Tap 
D85 —x5 12 U.S.S. Die T95 —% 10 U.S.S. Tap 
DIO —%% 11 USS. Die T110—¥, 28 S.AE. Tap 
D95 —%, 10 U.SS. Die T115—15 24 S.AE. Tap 
D170—¥/, 28 S.A-E. Die. T120—%, 24 S.AE. Tap 
D125—7's 24 S.AE. Die T125—v5 20 SAE. Tap 
D120—% 24 S.AE. Die T130—Y% 20 S.AE. Tap 
D125—15 20 S.A.E. Die T135—% 18 S.AE. Tap 
D130—\, 20 S.AE. Die T140—% 18 S.AE. Tap 
D135—1% 18 S.A.E. Die T145—%, 16 S.AE. Tap. 
D140—5% 18 S.AE. Die D160—\% Pipe Die 

D145—% 16 S.AE. Die T160—1% Pipe Tap 


No. -5110—Set contains one each of the above units, neatly 
i packed in fine wood box. 


(Steel Guide for Each Cutting Size) 


TAP AND DIE SET 


Order No, Order No. 
DH4— 9” Die Stock T60 —Y, 20 U.S.S. Tap 
DH6—14” Die Stock T65 —rs 18 U.S.S. T. 
ag Ba Cin 170 —% 16 USS. Tap 
D6 —11” Adjust. 0. 
Wit. a T75 —vs 14 USS. Tap 
TD10—19” Adjustable Tap T80 —% 13 USS. Tap 
Wrench 85 —ys 12 U.SS. T 
D60 —l, 20 U.S.S. Die ce ee itis 
D65 —rts 18 U.SS. Die ais. ‘5.5. Tap 
D70 —% 16 U.SS. Die T95 —% 10 U.S.S. Tap 
D75 ne 14 USS. Die T100—% 9 U.S.S. Tap ae 
D80 —l, 13 Pre fre ie 4 Ee 8 ASS: as SCREW PLATE 
D85 —j% 12 USS. Die te : - : : = = 
DIO —% 11 USS. Die —f 28 S.A.E, Tap 
D95 —%3, 10 USS. Die T115—s 24 S.A.E. Tap 
D100—% 9 USS. Die T120—% 24 S.A.E. Tap 
D —l 8U.S.S, Die an ° 
D110—Y, 28 SAE. Die pgs nee 
D115—*% 24 S.A.E. Die —Ye 20 S.A.E. Tap 
D120—% 24 S.A.E. Die T135—+; 18 S.A.E. Tap 
ae 20 S.A E Die T140—% 18 S.A.E. Tap 
D130— AE. Die a 
D135—14 18 SAE. Die moe eke 
D140—%% 18 S.A.E. Die g 14 S.A.E. Tap 
3 . T155—1 14S.A.E. Tap 
D145—%, 16 S.AE. Die L MSAE 
D150—% 14 S.A.E. Die D160—4" Pipe Die 
D155—1 14 S.A.E. Die T160—1%” Pipe Tap 


No. 5120— Set contains one each of the above units, neatly 
packed in fine wood box. 


(Steel Guides for Each Cutting Size) 


CORNWELL 


UNIVERSAL CYLINDER RIDGE REAMER 


THE No. 173 IMPROVED UNIVERSAL CYLINDER RIDGE REAMER 
is our former reliable 172 model with a new range which includes the 
Ford V-8 60 cars. The supporting lugs are mounted on the blades and 
expand with the blades so that it is not necessary to remove the head 
studs from the block. The supporting lugs are held firmly against the 
top of the block by pressing down on the ratchet and socket used in turn- 
ing the reamer. 

In cars with recessed cylinder blocks such as Buick, Chevrolet and 
Nash, the lugs are replaced by small plates and the tool rests on top of the 
piston while reaming. 


Order No. 


171 Set for small bore cars, including 60 horse power V-8 Fords, 
contains set of three blades with strips, cutting range, 216” 
to 33%", one set of three filler strips. 


173 SET AS ILLUSTRATED contains one set of three blades 
with strips to ream 275” to 334”, one set of three blades 
with strips to ream 334” to 4%”, and one set of three filler 
strips. 


173A _— Set contains one set of three blades with strips to ream 23%” 
to 334”, and one set of three filler strips. 


173B Set contains one set of three blades with strips to ream 3” 
to 4:5” (a very popular size), and one set of three filler 
strips. 


PARTS FOR ABOVE SETS 


180 —_ Set of three blades with strips, 2x6” to 36”. 
Set of three strips or filler strips. 
Metal box for any of the above sets. 


TRUCK, TRACTOR, BUS SIZE 


174 Set contains one set of three blades with strips to ream 47” 
to 675” and one set of three filler strips in cardboard box. 


179 Special set of three blades with strips to ream 6176” to 8” 
to be used with No. 174 set only. 


PARTS FOR No. 174 SETS ONLY 
178 Set of three blades with strips..47%” to 676”. 
Set of three blade strips and three screws. 
Set of three filler strips. 


Micrometer Gauge For Ford Valves 


No More Guess Work in Fitting Valves 
No Thickness Gauge Required 


No time wasted in trying the value in the motor. 


Does the job in half the usual time and 50% more accurately. 


130 Complete set for 60 horse power V-8 Fords. 


131 Complete set for all Model A, B, and V-8 Fords (except 60 
horse power), and all Mercury and Lincoln Zephyrs. 
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DRIVE - M - ALL 
BUSHING REMOVER AND REPLACING SET 


Drives All Passenger Car Bushings and a Large 


Number 


848 
849 
850 
851 
852 
853 


Driver 
Driver 
Driver 
Driver 
Driver 
Driver 


*853A Driver 


854. 
855 


*856 
857 
*858 


868 


Driver 
Driver 


Driver 
Driver 
Driver 


Driver 
Driver 
Driver 
Driver 
Driver 


No 
No 
No 
No 
No 


Percentage of Truck and Tractor Bushings 


Inside Outside 
Diameter Diameter 


16 
ds ” yy," 
\, ” an 
Bn 1, 

‘y 

(wa hs ” 
as 7 
9” ” 
ts té 

682 ” 4 3 "} 
syn yin 

&, i) 
te | 
4 7 ” 55" 

i 64 } 
ayn we 
Bi ” 63 ” 
64 J 

ee ae 
d 8, Tay” 
16 16 
” yw 

Pee & 

ik w” 14,” 

ly, ” 13 ” 

A 4 


. 1 Retaining Body 

. 2 Retaining Body 

. 3 Retaining Body 

. 1 and 2 Retaining Nut 
. 3 Retaining Nut 


*853A will drive Chevrolet 6 Water Pump Bushing. 

*856 will drive Chevrolet 6 King Bolt Bushing. 

*858 will drive Chevrolet 6 King Bolt Bushing (knee action type), and 
Chevrolet 6 Piston Pin Bushing, size .866”. 


Number 


875 Complete Bushing Remover set in neat metal case 


Perfect Circle Spiral Expansion Reamers with Sliding Pilot 


Number 
1223 
1224 
1225 
1227 
1228 
1229 
1230 
1231 
1232 
1233 
1234 
1235 
1236 
1237 
1238 
1239 
1240 
1241 
1242 
1243 


Size 


Number Size 
1244 990 
1245 1 
1247 7s” 
1248 1dr” 
1249 14%” 
1250 1a” 
1251 lie” 
1252 lye” 
1255 14” 
1256 lis” 
1257 134” 
1258 lis” 
1259 184” 
1260 14” 
1262 15%” 
1264 134” 
1266 1%” 
1267 148” 
1268 a 
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ORNWELL 


Use It For 
Honing, Lapping, 
Burnishing, And 

Expanding Mandrel 


Simple And Sturdy 
In Construction 
Insures Reliable 

Service 


HONING SETS FOR PISTON PINS, KING BOLT, 
AND PITMAN SHAFT BUSHINGS 


Ream the Hole Slightly Small Then Do the 
Accurate Fitting With The Hone 


This Hone enables you to do a Quick, Economical and Absolutely 
Satisfactory job on fitting piston pins, enlarging spring eye and spindle - 
bushings, steering knuckle, shackle bolt, or front axle bushings, or to round 
and true up holes of small diameter in aluminum, bronze, steel, cast iron or 
alloy. It has a micrometer adjustment for expansion and contraction. These 
Hones give splendid results by hand or they will work on any reaming 
machine, lathe, drill or drill press of 50 to 150 R. P. M. by using kerosene 


or machine oil freely. 


Each Hone has three abrasives giving an even three point bearing 
surface that guarantees accuracy. Each abrasive is tightly crimped on metal 
and a slight pressure toward the smaller end removes it immediately for 


replacement. 


Order No. 


200 Complete set as illustrated, consisting of 3 . 
Hones, 9 refills (3 sets), one set of shims (3), 
and one set of burnishers (3) 


201 = Abrasives (1 dozen in package) Coarse 
201F Abrasives (1 dozen in package) Fine 
202 Burnishers, Set of 3 

203 Shims, Set of 3 


Only one size refill required for the complete set. 


Individual Hone Sets 


Order No. 
205. 34” to %” 
206 %" to 1" 
207 990” to 1.115” 


Individual Hone Sets include 6 Refills (2 Sets) and 1 Set of Shims (3). 
Put up in neat cardboard box. 


Expanding Mandrel Feature 


By placing the set of Burnishing Blades in the Hone slots in place of 
the Abrasive Blades this Hone serves as an excellent Expanding Mandrel. 
Place the work on the Hone and expand the blades until they grip the work 
firmly. The Hone body is centered at both ends, thus producing a true run- 
ning Mandrel that can be used for machining bushings or other similar 


work, 
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CORNWELL 


HYDRAULIC BRAKE CYLINDER HONE 


Each of the two small bodies in the number 925 Set has one set of 
three blade slots. The one body has shallow slots and the other body has 
the slots milled #2” deeper. The medium and large bodies each have two 
sets of three slots; one set of three milled shallow and the other se of three 
milled sx” deeper. 


One set of blades expands 7s” of an inch in each set of slots or, mov- 
ing them from one set of slots to another gives % of an inch expansion; 
using the three sets of blades in this manner gives 7s of an inch expansion 
in each of the two small bodies, and 34 of an inch expansion in the medium 
and large size bodies so that the set illustrated with the four bodies has a 
range of from 34” to 1%” which covers practically all pleasure cars and 
trucks, 


The abrasives are all interchangeable with each size blade and the 
blades are all interchangeable with each size body. This eliminates buying 
and having on hand a large assortment of abrasives. 


The abrasive cloth is a special type adaptable to this kind of work and 
is mounted on a metal back, making it very rigid and practical for long 
service. It is furnished in two grades, coarse and fine, 


Kerosene should be used freely when honing. It will prevent 
clogging and prolong the life of the abrasives. When adjusting, set 
flattened nut with wrench to prevent hone from chattering and 
blades working loose. 


Order No. 


925 Set as illustrated. Range 34” to 1%”, contains four bodies, 
three sets of three blades (small, medium and large), with 
abrasives mounted, 18 extra abrasives (9 coarse and 9 fine), 
special 1” cup screw to be used on medium size body when 
honing step bore cylinders, and flexible driving shaft adapt- 
able to 4” or 4” electric drill, put up in neat metal box. 


Individual Hone Sets Without Flexible Driving Shaft 
*876 3.” to 1%”, put up in cardboard box (contains 2 bodies) 


*877 144” to 144”, includes special 1” cup screw for use in hon- 
ing step bore cylinders, put up in cardboard box 


~ *878 114” to 1%", put up in cardboard box 


*Numbers 876 (contains two complete bodies), 877, 
878 sets listed above contain 1 complete body, 3 sets of 
3 blades (small, medium and large) mounted with coarse 
abrasives and 3 extra fine abrasives. 


+879 1%” to 244”, put up in cardboard box 


7880 214” to 254”, put up in cardboard box . 
tNumbers 879 and 880 sets listed above contain 1 complete 
body, 3 sets of 5 blades (small, medium and large) with 
coarse abrasives mounted and 5 extra fine abrasives. 
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Order No. 
876BD 


376BS 


877B 


878B 
879B 
3880B 


899C 
399F 
896 
897 
898 
920 


Individual Parts 


3%4"-%"-1" hone body with nut, 
collar and cup screw (deep slots) 


48”-48"-1ys” hone body with nut, 
collar and cup screw (shallow 
slots) 


14%” to 14%" hone body with nut, 
collar, cup screw and special 1” 
cup screw for use when honing 
step bore cylinders 


1%” to 1%” hone body with nut, 
collar and cup screw 


1%” to 214" hone body with nut, 
collar and cup screw 


24%” to 25%” hone body with nut, 
collar and cup screw 


12 coarse hone abrasives 

12 fine hone abrasives 

Set of 3 small die cast blades 
Set of 3 medium die cast blades 
Set of 3 large die cast blades 
Flexible Driving Shaft 


CORNWELL 


These reamers are constructed to ream both the piston and connecting 


SOLID TYPE REAMERS 


rod bushings. The front end is ground to act as a pilot which makes ream- 
ing of the piston and connecting rod easy operations. 


Description 


For all Ford V-8 cars and trucks (except 60 H.P.) also all Mer- 
cury and Lincoln Zephyr cars standard size. 

For all Ford V-8 cars and trucks (except 60 H.P.), also all Mer- 
cury and Lincoln Zephyr cars .005 oversize. 

For all Ford A and AA, B and BB cars and trucks standard size. 
For all Ford A and AA, B and BB ears and trucks .002 oversize. 
For all Ford A and AA, B and BB cars and trucks .005 oversize. 
For all cars with 1” piston pins, (except Fords) standard size. 
For all Fords, 60 H. P. standard size. 

For all Fords, 60 H.P. .005 oversize. 

For Chevrolet Six 1929 to 1936 incl. standard size. 

For Chevrolet Six 1929 to 1936 incl. .003 oversize. 

For Chevrolet Six 1929 to 1936 incl. .005 oversize. 

For Chevrolet Six 1929 to 1936 incl. .010 oversize. 

For Chevrolet Six 1929 to 1936 incl. .015 oversize. 

For all 4 cyl. Plymouth (including king bolt bushing) all Essex 
1923-1934, Hudson 1930-35, 

For all 6 cyl. Plymouth and all Chrysler 1932-35 and all DeSoto 
1932-35. 

For Packard 1926 to early 1934 and all cars with 7%” piston pins. 
For Chevrolet Six 1937 to 1941 incl. standard size. 

For Chevrolet Six 1937 to 1941 incl. .005 oversize. 


Sizes 
Number Size Front Size Back 
65 .750 751 
65+5 rf (a) 756 
66 1.000 1,001 
66+2 1.002 1.003 
66+5 1.005 1.006 
66A 1.001 Saaeae 
70 6885 peal 
70+5 6935 Ae 
76 .990 991 
76+3 993 994, 
76+5 995 996 
76+10 1.000 1.001 
76+15 1.005 1.006 
85 751 pitas 
86 .860 ge 
87 876 aces 

866 pss 
88+5 871 crn 


SOLID SPIRAL TYPE REAMERS 


The most practical way to remove carbon and true the Valve Guide 


Order No. 


1000 
1001 
1002 
1002A 
1003 
1004. 
1005 


100 


Size Order No. Size 
ts" 1005A a" 
ah ” 1006 nie ” 
44 ” 1007 ga” 
gi” 1007A 38” 
34" 1007B HH” 
38 ” 1008 1 A 
33 ” 1009 3 ” 


CORNWELL 


SOLID TYPE REAMERS 


These reamers have milled flutes on the front end to remove burrs or 
excess metal and allow the pilot to enter freely. Both ends of the reamer 
are ground to act as pilots, This insures perfect alignment. 


Number Description Size 


68A For all A, B and V-8 Ford cars; 4, 34 and 1 Ton 
Ford trucks; Mercury cars and 1928-29 AA Ford 


Bikinis Dente ane aN ge 8135 
69 For all AA, BB and V-8 Ford trucks from 1930 to 

“ESDP Le Te Fp MOGI AN See NAT I) 1.0045 
70 For 8 and 10 H.P. English Ford... ............. 6885 


val For all 1938 to 1941 incl. 144 Ton V-8 Ford trucks 1.130 
73 For Chevrolet Trucks, Cab-Over Engine, V, W, 

14% Ton; WC Heavy Duty, 1144 Ton, 1939-41........ 1.110 
74 For Chevrolet 1936 bushing type and all 1937 to 

1941 incl. Knee Action models. All Packard models 

Grado, 4050;t0 4040 Incl. et .867 
75 For all Chevrolet 4 and 6 cylinder cars 1928 to 

1940 and all Pontiac cars 1928 to 1936 (except 


Knee Action models) ; also for Plymouth 1933 PC 

and PD, and 1934 PF and PG models....................... .7353 
78 For all Lincoln Zephyr and Lincoln 1937 to 1949, 

Inclusive. Mercury 1949, 
q9 Set of two Reamers consisting of No. 79-1, for 

upper bushing; No. 72-2, for lower bushing — 

for Timken Axle Nos. 30000 and 31000 Series. 

Reo Truck 1940-1941, 114-3 ton, Models 719, ’20, 

21, ’22 Series. 
80 Set of two Reamers consisting of No. 80-1, for 

upper bushing; No. 80-2 for lower bushing — for 

Ford Trucks 1948, 24%4 and 3 ton. Diamond T 

1040-1946, Models 702, 702SBD1500. Reo Truck 

1946, Model 23, 23H, NWL41. Timken Axle num- 

bers 32000 and 33000 Series. Clark Axle model 

F-308. Dodge, Ford School Bus, Mack, Studebaker 

and Yellow Coach Trucks using 1.233 King Bolts. 
83 For all Chevrolet and Pontiac 1934, 1935 and 1936 

Kies: Achonimodels. ot 10688 
W7 For all Chevrolet 4 cylinder cars, 1921-28... .5625 
82 For all Chevrolet 6 1% ton trucks (except cab- 

over-engine and Heavy Duty)....-......-............ 922 


82+10 For all Chevrolet 6 114 ton trucks requiring .010 


EIR UNE NLY ise eer eens ee SS San 74 
34 For Plymouth 1934 PE; all Plymouth and Dodge 


: Wespiom monies creates esi To -7965 
85 For all Plymouth 4 cylinder models (also pisto 

pin bushing) gers OL 
87 For all cars with %” king bolt bushing... 876 


389 Buick 1929-31 Series 50, 8-cylinder 1929-30, All 
1924 to 1946 models, 40, 50, 60 and 70 except 
3450, 3550, 3460, 3560 and 3660. Oldsmobile 
1926-46, all models. Pontiac 1932, Model 302. 
1937-46 All six and eight. Marquette Series 30, 
six cylinder. 


Pitman Shaft (Steering Sector) Bushing Reamers 


63 For Ford V-8 14 ton truck 1932 to 1941 incl......... 1,251 
64 For Ford A, AA, B, BB and V-8 cars and trucks 
(except V-8 114 ton) and Chevrolet 1935 to 1940 
incl. Master and DeLuxe cars and 1936 to 1941 
ane chevrolet: trock@iiie te 1.126 
66A For Chevrolet 1931, 1932 and 1936 Standard car, 
1933 and 1934 Master car, and 1931 to 1935 
inal) pred se 2 eee = Se Spite ree 1,001 


87 For Chevrolet Standard car, 1933 to 1935 incl....._ 876 
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NEW TYPE 
ADJUSTABLE REAMERS AND PILOTS 


With Seven Staggered or Unevenly Spaced Blades at the Proper 
Angle and Retaining Collar at Each End of Blades 


Individual Reamer and Pilot Sizes 


Length Overall 
Order No. Size Reamer Blades 

BA y” to on” 31 la % ” 
7A "to we” 3%," 154” 
6A aha” to 44” ” 154” 
5A 44” to 32" 4! ” 17 ” 
4A 34" A ign 4,” 14 ” 
3A 32” to Ye” 434” 1%," 
2A ts" to 43” pas 1%” 
A 43” to 45” 544” ” 
B 13." to 49” 53,” 9" 
¢ 33” to RA" 61,” PAL 
D 34" to 33” 634” 2," 
b arto Th aig" 
Ce 
H 48” to lds” 83,” BK 
I lis ” to th ” 10” 31 ” 
J 1#5” to 144” i 31,” 
K 144” to 143” 12” 4” 
Li 145” to 133” 13% 4” 
M 143” to 230” 15” 51," 
N oe" to 234" 17" 53," 
(8) 23%,” to 344” 19” 61 ww 


Individual Reamer and Pilot Listing 


Reamers Pilots Reamers & Pilots 


8A 


iss} 
OZZeRuestOstsan> 
OZSM Aes SaAn> 


Extension Only 
(8A to 2A inclusive) 


To be used on our Nos. 8A to 2A new type adjustable reamers, con- 
yerting them into adjustable valve type guide reamers that can be used for 
other alignment reaming. 


Order No. Order No. 
385 389 
386 390 
387 391 
388 


384 Set—listed above 
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NEW TYPE ADJUSTABLE. REAMERS and PILOTS 


The Pilot Absolutely Revolutionizes Reaming 
Increases Production at Least 50% 
Fits All Standard Critchley Type Adjustable Reamers 


These Pilots are ground diametrically to assure accuracy. 


The pilot guides the reamer and requires no time of the user in an 
effort to steady or guide the reamer. One Critchley type reamer with this 
pilot attachment will do as good work and, in many cases, much more work 
than from two to eight times. as many other style higher-priced reamers. 
The reamer cannot jump, chatter or hog in when starting to cut. 


EASILY INSTALLED. Remove the front nut and replace with re- 
taining collar and pilot. Both ends of the double tapered sleeve take care 
of the full adjustment of the reamer; the short end is' for connecting rods 
and short bushings, and the long end for piston pin and king bolt bushings. 


Number 


1Set Contains eight REAMERS (without pilots) sizes A to H, 
cutting range 43” to lvs” in neat metal box. 


2Set Contains four REAMERS (without pilots) sizes I to L, 
cutting range lis” to 143” in neat metal box 


3 Set Contains eight REAMERS WITH PILOTS ATTACHED, 
sizes A to H, cutting range 43” to las” in neat metal box 


4Set Contains eight PILOTS (only) sizes A to H, range 43” 
to lis” in neat metal box 


5 Set Contains four PILOTS (only) sizes I to L, range lys” to 
1%3” in neat cardboard box 


6Set Contains six REAMERS | (without pilots) sizes A to F, 


cutting range $$” to 34” in neat metal box 


7 Set Contains nine REAMERS (without pilots) sizes A to I, 
cutting range 43” to lis” in neat metal box 


A7Set Contains seven REAMERS (without pilots) sizes 8A to 


2A inclusive, cutting range 14” to 43” in neat metal box 


8 Set Contains twelve REAMERS (without pilots) sizes A to L 
inclusive, cutting range $8” to 133” in neat metal box 


Valve Guide Reamers 
The most practical way to remove carbon and true valve guide 
Adjustable Blade 


Expansion Type Extension Shanks Only 


Order No. Size Order No. Size 
395 Y" to 2s” 385 VY" to a” 
396 ax” tot” 386 ao” to vs” 
397 ts” to 44” 387 ts” to 43” 
398 44” to 34” 388 44” to 34" 
399 36” to 45” 389 3%” to 43” 
400, 43" to to” 390 43” to te” 
401 ie” to 33” 391 is” to 45” 


384 Set x 7 extension 
shanks listed above 


394 Set of 7 reamers 
listed above 


Extension shanks to be used on our numbers 8A to 2A New Type Ex- 
pansion Reamers, converting them into Expansion Type Valve Guide Ream- 
ers, that can be used for other Alignment reaming. 
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No. 1 Set 


Adjustable Blade Type 


Extension Shanks Only 
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No. 17B Set 


IMPROVED 
PRECISION PILOT REAMERS 


With Double Taper, Counter Sunk Pilot Bushings 


TO GET PERFECT ALIGNMENT 
THE PRECISION PILOT WAY IS THE BEST WAY TO REAM 


¢ King Bolt Bushings ¢ Water Pump Bushings 
¢ Piston Pin Bushings ¢ Pitman Arm Bushings 
¢ Spring Shackle Bushings © Tie Rod Bushings 


PART OF the pilot bushing shown at left is cut away. This shows how 
the bushing will slide over the nut and collar of the reamer and follow 
after the blades as they are adjusted, making a very practical piloted reamer 
for reaming short bushings. 


The blades in these reamers are placed at the proper angle to give a 
smooth shearing cut. 


Retaining collars are placed at each end of the blades to protect the 
reamer nuts, hold the blades firm and allow the reamer to be easily adjusted. 


There are two positive guides. The pilot bushing guides the front and 
the parallel blades guide the back. 


Each reamer adjusts to the contracted size of the next larger reamer 
: ; , 
so that a complete set of fifteen reamers will ream all sizes from is” to 154". 


Through our many years of experience with a high standard on reamers 
in mind, we have developed the Precision Pilot Reamer, which brings two 
holes in line and gives as high percentage of bearings as is possible to ob- 
tain with a reamer. 


Reamer Sets 
Set No. 


16B Contains four reamers, 1B to 4B (cutting range ve” to #3”) 
put up in neat metal box. 
17B_ Contains seven reamers 5B to 11B (cutting range +4” to 
144”) put up in neat metal box. 
Any combination of eleven reamers can be furnished in one Set Box at the 
price of the reamers only. 
*6B will ream Chevrolet 6 King Bolt Bushing size .735”. 
*9B will ream Chevrolet 6 Truck King Bolt Bushing size .922”, 
*8B will ream Chevrolet 6 Piston Pin Bushing size .866”. 
*10B will ream Chevrolet 6 Piston Pin Bushing size .991”. 


INDIVIDUAL REAMERS 


Length Overall 

No. of 

Order No. Size Reamer Blades Blades 
1B 16 ” 2 y,” 94 ” ae 5 
2B sa i 8 ” gl,” 9" 6 
3B the 54" gi," 9" 6 
4B 5B” ‘2 $4” gl ” Da 7 
SB. 44". age 12." 2” 7 
*6B 730” - 48” 1214" 2” 7 
7B 13” ZA” 124,” a 7 
*8B 860” &” 1244" Pads 7 
*OB 915” iB 1244,” 3 7 
*10B 985” - 1s” 1244” 2h 7 
11B is” - 1%” 1244” at He 
12B 14%” - 14" 13” " 7 
13B 14,” is 134” 13” ” 4 
14B 134” - 144" ia” fe ii 
15B 144” - 1%" 13” on ve 
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EXTRA LONG ALIGNING REAMERS 


For Electric Motor Bearings 


And any job where it is necessary to bring two bearings into perfect 
alignment, 


Length of 
Pilot Including 
Length Overall Nut and Length 
Order No. Size Reamer Blades Collar of Shank 
IL "to ¥" 15” pak. 1034” 1y4” 
2L ts” to 54” 152 PAg 1034” 1y,” 
3L 58” to 16” 16” Pe 1134” 1Y,” 
4L 82” to. 32” 16” Be 1134” 144” 
5L tk” to 34” Tz pais 1234” 14” 
6L 34" to 18” 18” oF 1344" 1” 
7 48" to 33” 18” Qn 1344” 14" 
8L 18” to 7%” 19” 2 144,” 1y,” 
9L %" to 1" 19” 2" 15Y,” 14” 
10L 18" to 1” 20” he 1614" 144” 
11L Wi todee” PA Oe 1644” ly,” 
12L las” to 1a” PAE g" 1614” 14,” 
13L lds” to 14%” 4 Us Qi 1644” 14” 
14L 1%" to 14" 24” 3” 174” ay,” 
15L 14" to 134” 24” Bt 17y,” 24,” 
16L 134” to 144" 24” oe 1744” 244” 
17L 144" to 154" 24” Br 1714" oy,” 
19L Set—In Metal box, contains 4”, 54” 43”, 34”, 43” and 1” 


Reamers 


Solid Type Aligning Reamers for Small Electric Motors 
Length 
Order No. Size Overall Covers 
25L yy" 6%” Sew Motors, Fans, etc. 


26L ah" 7%" Apex, Royal, Ohio, Premier, Western 
Electric and Sweeper Vac 


27L Qt" 74%" Bee Vac, Federal, Fedelco 

28L on” 74%” Super Royal, Cadillac, Healthmore 
29LA 42” 7%" Western Electric, Sweeper Vac 
29L ts” 7%" Eureka, Regina, Cadillac 

201B  %" 8” 

29LC sxe” 9” 

30L Une Oe G. E. and other Washing Machine Motors. 
31L vs" 11" 

32L ieee 8d 

35L 3h"xdi" = 714" Western Electric and Sweeper Vac 
36L ots"xte” 714" Hoover 103 

37L 3%"xte" 74" Hoover 102-105-541 


All solid type reamers listed above (except 35L, 36L and 37L have six 
spiral flutes with a pilot on the front end of the reamer to guide it accu- 
rately through the bushing. 
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PULLERS 


Wheel Hub Puller 


The most practical, the most powerful, wheel hub puller on the market. 
Designed to pull any wheel hub swiftly, easily and safely regardless of the 
number of studs. Will handle any drums with bolt circles from 4” to 9” 
diameter. 

Fast and efficient and easy to use. May be used to remove tractor fly 
wheels and can be used to remove gears having cap screw holes. 


Order No. 
WP20 Puller only 
FA22 Ford attachment 
AA20L Set of five Axle Adaptors for WP20 
WwP20 Bearing Splitter 


An all tool steel bearing splitter for spreading bearings when used in 
pairs on axle shafts. Knife edges are correctly tapered and the tightening 
of the screws easily spread the bearings. By means of a press or puller the 
bearings can be completely removed from shaft. 


Order No. 
X81 Bearing Splitter 


Steering Wheel Puller 


This Steering Wheel Puller also pulls Spoke Gears, Pulleys and 
Sheaves. It’s a shop necessity. 

Pulls practically every steering wheel easily, safely and with positively 
no breakage or damage. Places smooth powerful pressure at just the right 
place to assure a fast and efficient job. : 


Order No. 
P1152 Steering Wheel Puller 


Universal Pilot Bearing Puller 


This tool meets the requirements for many inside pulling jobs, such as 
removing flywheel pilot bearings, magneto bearings and generator bearings. 
It has a capacity from 4%” to 1144”. The knurled knob on the end of the 
handle enables you to expand the fingers and adjust the tool without 
reaching into the flywheel housing. Then by using the slide hammer your 
pulling job can be completed with a minimum of time and effort. Cadmium 
finish. Shipping weight, 3% lbs. 


Order No. 
PBP552 with Regular Jaws 


Set of Grease Retainer Jaws 


These jaws have a 4” reach for removing grease retainers and similar 
inside pulling operations up to 234” inside diameter. For use with our No. 
PBP552 Puller. 


Order No. 
PBP552A Long Jaws only 
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SPECIAL PULLERS 
V-8 Sleeve Set 


Sleeve Set for inserting sleeves in Ford V-8 motors. This tool is used 
only for inserting sleeves. The metal ripper furnished with this set is used 
for cutting out old sleeves. The long thread bar anchors on the crankshaft, 
the proper size round adapters in the top of the new sleeve. By inserting the 
long threaded bar through the hole in the adapter and applying pressure by 
turning the nut, new sleeves are pushed into position. 

With the tool is furnished a tube, having on one end a hex opening, 
and on the other end a half inch square female opening. With this tube the 
nut can be turned with either a bar which is furnished, or any half inch 
service socket handle, or can be power driven with drill. 


Order No. 
10350 Sleeve Set 
10350C (Cutter only) 


General Motors Pinion Puller 


This pinion puller was made to pull pinions on all General Motors cars. 
The jaws are placed around the pinion with the flat bar placed across bell- 
housing, and pressure applied on threaded shaft by turning the hex nut. 
Order No. 

10300 General Motors Pinion Puller 


10300 Bar 


Ford Clutch Pilot Bearing Puller 


Clutch Pilot Bearing Puller pulls bearing in fly wheels by inserting 
puller and expanding the collet by turning the Tee Handle, thus forcing 
out the bearing. 

Order No. 
S75 Ford Clutch Pilot Bearing Puller 


Knock-off Wheel Pullers 


The old reliable quick method of jarring loose the taper of the axle 
from the wheel. Must be screwed on to dead bottom to avoid stripping of 
axle threads, 


Order No. Size 
KOL 54” 18 
KO3 . 34” 16 
KO6 1" 14 
KO9 f 14 
KOI11 1\" 12 


Universal Cotter Key Remover 


An excellent tool for spreading and removing cotter pins, Hammer 
forged from the best of steel from 14 inch round stock. Firm easy gripping 


shank, 
Order No. Length 
15 1034” overall Jas 
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PULLERS 
No. 0 Midget Puller 


The smallest practical puller on the market. Regular Hunt quality 
with hand forged jaws, and heat treated screw and screw block. Jaws are 
made from +s" Sq. alloy steel, center screw is 4” in diam. to slip thru 
small armature inner races. Depth reach of puller is 15g”, spread of jaws 
2,” and plenty of power for pulling small armature bearings and other 
light electrical work. 

Order No. 
0 Midget Puller 


Hunt’s No. 5 Gear Puller 


The handiest Puller ever devised for small pulling jobs such as gen- 
erator gears, bearings and general electrical repair work and is. also an 
ideal tool for removing tight battery terminals. It exerts a straight positive 
pressure, thus eliminating all chance of broken battery posts. 

Comes with narrow and wide sets of jaws, both being necessary for 
general purposes. This Puller can also be used for removing the smaller 
timing gears, such as are found on electric light plants and gasoline engines. 


Order No. 
5 Gear Puller with wide jaws only. 
5 Gear Puller with both pair jaws. 


Shipping weight 3 lbs. 


Hunt’s No. 10 Gear Puller 


A three-jaw puller in the same size as our No. 5, using the regular No. 
5 wide or narrow jaws, clips, etc. A necessity for removing small bearings, 
gears, etc., where a pull of not over five ton is required. This style of 
puller is preferred by some mechanics over the regular two-jaw and can be 
used to advantage on many jobs. 
Order No. 

10 Gear Puller 
Narrow set jaws for above puller — extra 


Hunt’s No. 13 Electrical Puller 


Compact, powerful and efficient is this small puller. Has adjustable hand 
forged jaws, heat treated center bar, screw, cap screws and arms. Just the 
size for battery terminals, magneto bearings, gears, etc. Fully guaranteed, 
Jaw spread 4 inches, depth reach 234 inches, 

Order No. 
13 Electrical Puller 
Shipping weight 2 lbs. 


No. 14-A Pilot Bearing and Grease Retainer Puller 


As illustrated, this puller comes with either one or two sets of jaws. 
Shorter sets are for Pilot Bearing work, and will take bearings from 14” 
to 114” in diameter. Puller works on the slide hammer principle and has 
a positive locking feature. Jaws are double heat treated after being forged 
from special alloy steel. 

Longer pair of jaws are for pulling Grease Retainers from Axle Hous- 
ings. Fit the same puller frame and are 100% efficient on all sizes of 
retainers. 

Order No. 
14 Universal Pilot Bearing Puller 
144A Pilot Bearing and Grease Retainer Puller with both sets of jaw 
as illustrated, 
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PULLERS 
Hunt’s No. 15-1 Gear Puller 


A medium sized gear puller for timing gear, pinion, bearing work, etc. 
Has the patented self-adjusting feature, double heat treated jaws hand 
forged, and a vs” diameter center screw. Will pull gears 7 inches in diam- 
eter and has a depth reach of 5 inches. The strongest puller for its size in 
the world. 


Order No. 
15-1 Gear Puller 
(Wide jaws will be substituted if desired.) 


Hunt’s No. 15-3 Gear Puller 


Our No. 15 Gear Puller with three sets of interchangeable jaws is a 
universal timing gear puller as well as the correct size for most general 
medium garage work. Will pull 95% of all timing gears on old and new 
cars, including Buick, Ford, Chevrolet, Pontiac, Nash, Chrysler, Hudson, etc. 
Jaws shown in frame are narrow type for general work. Second set illus- 
trated are wide and thin on the lips for reaching behind gears with limited 
space clearance. Jaws are only is” thick for that purpose. Third jaw set 
are slotted on the ends to take ordinary cap screws, which are turned into 
timing gears with tapped holes. Take vs”, 34” and 7” Cap Screw sizes, 

Depth reach of puller 5 inches. Spread of jaws or reach 7 in. Pulling 


power 7 ton. 


Order No. 
15-3 Gear Puller Complete 
15 Frame only —less jaws 


Narrow, Wide or Cap Screw Jaws only 


Hunt’s No. 15-5 Combination Set 


This puller complete with five sets of jaws is the ideal tool for universal 
pulling work on all makes of cars, Jaws as illustrated designated as narrow, 
wide, cap screw, Ford Special and Perch Jaws. 

Narrow jaws are for general work. Wide jaws have an extremely thin 
lip, only is” thick to get behind gears where very limited space only is 
available. Cap Screw jaws are slotted to take cap screws which are first 
turned into tapped holes in timing gears for pulling. 

The Ford Special jaws are double ended; one jaw for general heavy 
duty work, and the other particularly for servicing the Model “T” Ford. 

The Perch Jaws are needed to make a puller for removing the spring 
perches on all model Ford cars, from the Model “T” to the “A”, “B”, BB 
and V-8 cars, including the 1933, ’34, ’35, ’36 and ’37 models. 


Order No. 
15 With five set jaws 
15 Frame only 


Narrow, Wide or Cap Screw Jaws 
Ford Special Jaws 
Perch Jaws 


Hunt’s No. 18 3-Jaw Puller 


Built in the same size as our No. 15 Gear Puller with the exception that 
it has three jaws instead of two, this puller will handle the odd jobs where 
a 3-jaw puller is a necessity. The jaws are narrow, have a depth reach of 
5” and a spread of 8”. This Puller also has the full automatic self-gripping 
feature and is an ideal tool for timing gears with three openings or other 
work that requires a light, convenient and powerful 3-jaw Puller. 

Order No. 
18 3-Jaw Puller 
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Hunt’s Heavy Duty Pullers for 
Truck and Tractor Work 
The No. 20 Gear Puller is the next smaller size from the No. 30 and 
is an excellent Puller for medium heavy garage or machine shop work. 


Pulling arms are hand forged from 1” square steel and have a spread of 
12”. It has the same pulling power as our No. 30. 


Order No. 
20 Puller 


Hun’t No. 30 Gear and Wheel Puller 


Built for pulling automobile and truck wheels, heavy transmission jack 
shaft gear or pinions, etc. Is also a handy Puller for tractor work, and is the 
ideal Puller for heavier garage work than No. 15 will handle. Puller arms 
made from 1” square steel, 19” spread, depth reach of 12” Screw is ¥%” in 
diameter and 1614” long. Pulling power of approximately sixteen ton. 


Order No. 
30 Gear and Wheel Puller 


Hunt’s No. 32 3-Jaw Puller 


Made on the same design as our No. 18 Puller but almost twice as 
large. The Jaws are hand forged from 1” square chrome nickel steel, have 
a depth reach of 10” and a spread of 16”. This Puller is especially fitted 
for pulling the International flywheel and other heavy jobs where a power- 
ful 3-jaw Puller is needed. 


Order No. 
32 3-Jaw Puller 


No. 50 Battery Terminal Puller 


An entirely new tool with a positive grip and plenty of power. This 
puller will remove any battery terminal, regardless of how tightly it may 
be corroded to the post, without placing any strain whatever on other parts 
of the battery. 


Order No. 
50 Battery Terminal Puller 


No. 60 Pinion Puller 


Universal describes this tool, for it takes all pinions up to 4” in size, 
either with a bevel or square face and the puller has plenty of strength 
and power. Jaws and block are made of best alloy steel, double heat 
treated. A positive locking feature assures a tight grip and the jaws are 
adjustable at the rear so that jaw lips always pull at the correct angle. 
Will pull Chevrolet, Pontiac, Buick and all pinions within range of 4”, 
Fully guaranteed for pinion work. 


Order No, 
60 Universal Pinion Shaft Puller 
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No. 70 Steering Arm Puller 


This puller is Universal to all Steering arms on passenger cars, trucks, 
etc. Has hand forged jaws, heat treated screw and screw block and a posi- 
tive locking feature. Center link has hole large enough to slip up over 
threads on steering shaft. Puller is short, compact and powerful and it will 
take the tough arms as well as the easy ones, 


Order No. 
70 Steering Arm Puller 


iis, — 
gg ~ 
No. 76 Axle Puller Set wee 


This puller is used for quickly removing axles by the hammer method 
and without damage to differential bearings or other parts. The end of the 
main shaft is threaded to take axle adaptors in the following sizes: %”, 
34”, 7%", 1”, 14%”, and 114”, all SAE threads. 


Order No. 
76 “Axle Puller, complete with 6 adaptors 


No. 77-3 Differential Bearing Race Puller 


Here is a new puller, specially designed to pull the differential bear- 
ing races on the majority of present day cars. The jaws have a long nar- 
row lip of 54” x %” designed to slip in under the inner race of the bearing 
and grip the whole bearing assembly securely. A locking clamp is provided 
to insure a positive, non-slipping grip. An adapter plate covers the hollow 
end of the shaft and provides a base against which the forcing screw may 
bear. The jaws are hand forged of 34” square alloy steel, and the screw 
is 34”-16 thread, 10%” long, also alloy steel. All parts are thoroughly 
heat treated to insure maximum strength. 


As illustrated, three sets of jaws fit the same bar and screw, the nar- 
row and wide jaws being designed for the usual timing gear, pinion and 
pulley work. Narrow jaws have considerable curve and are heavily built. 
The wide jaws have a lip of is” thick for reaching behind gears where 
only limited space is available. Spread of jaws is 8” and total depth reach 


is 64". 


May be purchased as a complete unit or with any combination of jaws 
and parts as illustrated. 


Order No. 
77-3 Complete with 3 sets of Jaws and Steel Box as shown 
77-1 with Bearing Race Jaws only 
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Hunt’s No. 97-3 Universal Cylinder Sleeve Puller 
SPECIFICATIONS OF PULLER 


Total length of puller 


Depth reach below bar 


Spread of Jaws — Maximum (oes teetes 12% 
Spread of Jaws —— Minimum sre Qo 
Length.of Cylinder Block: Bar;22352o5 ooo oe ae 94,” 
Pulling Power (approximately) =< ee 10 Ton 
Order No. 
97-3 Puller complete with all parts and Steel Box as shown in all 
illustrations. 


97-1 Puller with Cylinder Sleeve jaws and block bar as shown above. 


This puller is a Universal Cylinder Sleeve Puller, with capacity to pull 
sleeves up to 12” in diameter. Jaws are hand forged, all parts are double 
heat treated, even to the cap screws. 


In the lower illustration we show two pairs of jaws to fit the same 
frame. These jaws are narrow and wide at the lips for general purpose 
work pulling gears, pinions, bearings, pulleys, etc. Capacity of these jaws is 
8” spread and 6” depth reach. Built for heavy service on truck and tractor 
work, 


Order No. 


97-3 Puller complete with all parts shown in 
both illustrations 


97 Puller with Cylinder Sleeve Jaws and 
Block Bar as shown at left 


Wide or Narrow Jaws 
Cylinder Block Bar only 
Shipping weight complete 20 lbs. 
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No. 88-3 Universal Gear and Bearing Puller 


A combination puller for present day requirements, with features to 
guarantee satisfaction on a wide variety of work. As illustrated, three sets 
of jaws fit the same bar and screw, the narrow and wide jaws being de- 
signed for the usual timing gear, pinion and pulley work. Narrow jaws have 
considerable curve and are heavily built for powerful pulling, while the 
wide jaws have a ys” thick lip for reaching behind gears where only 
limited space is available. With narrow jaws the puller has remarkable 
spread and depth reach, as a pulley measuring five inches in diameter with 
a five-inch face can be removed with ease. Total depth reach is 614 inches. 
Has hand forged jaws, a 54” screw, 914” inches long and special fine thread 
for greater power. Will maintain its grip without slipping and is heat 
‘treated throughout. 

With third set of jaws a complete universal bearing cup puller is ready 
for Timken bearing cup work. Jaws are circle ground to accurately fit and 
spread up to 74% inches to take not only the passenger car cups, but also 
truck and tractor sizes. Jaws are curved to pull either the inner or outer 
cup and all parts are heat treated. Adjusting screw holds the jaws in posi- 
tion at all times. 

May be purchased as a complete unit or with any combination of jaws 
and parts illustrated. 


Order No. 


88-3 Universal Puller complete as illustrated 
Shipping weight 18 lbs. 

388 Bar, Screw and Cap Screws 
Narrow or wide jaws for same, 
Bearing Cup Jaws for same with locking clamp 
Housing Bar only 


Hunt’s No. 89-3 Bar Puller 


Made from chrome nickel steel, highly tempered and guaranteed not to 
break. Three sets of jaws are furnished, namely: 

Wide, Narrow and Stud Jaws. While built especially for timing gear 
work, it will handle many other jobs, such as the Chevrolet crankshaft tim- 
ing gear and Studebaker starter clutch. Screw furnished with Puller is 734,” 
long. Jaws can be adjusted for pulling different size gears and also can be 
reversed to pull from the inside of a gear instead of the outside. Full auto- 
matic grip in either position guarantees a satisfactory pulling job. Will pull 
gears up to 7 inches in diameter. 


Order No. 
89-3 Bar, Screw and Cap Screws 
89-3 Wide or Narrow Jaws 
89-3 Stud Jaws 
89-3 Puller complete with three set jaws 


No. 95 Universal Timken Bearing Cup Puller 


A Universal Timken Bearing Cup Puller for Passenger Car work. Has 
hand forged jaws formed to fit the curve of the cup, double heat treated 
and guaranteed against breaking. Positive gripping feature and cannot slip. 
Also has a double adjustment to fit all cups used in Dodge, Chrysler, 
Plymouth, DeSoto, Nash, Hupmobile, Studebaker, Auburn, Cadillac, Checker 
Cab and other axle housings, Will save its cost in removing two bearing 
cups, many of which have to be removed by a cutting torch. Services all 
bearing cups from the smallest up to 444” in diameter. 


Order No. 
95 Bearing Cup Puller complete with housing bar 
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Hunt’s No. 99 Universal Hub Wheel Puller 


(for front or rear passenger car wheels) 


For all wheel hubs of the stud bolt type, regardless of whether they 
have five, six, seven or more hub bolts. Any number of jaws may be readily 
attached to the screw block circle, thus assuring adaptability to all hubs 
and. an even pull under all circumstances. The simplest puller on the mar- 
ket, has sufficient power for the toughest jobs and is fully guaranteed. 
Regularly furnished with three jaws. but as many extra jaws may be pur- 
chased as desired. A trial of this tool will convince any mechanic, Jaws 


also swing in or out on block to fit hubs with stud bolts set at different 
widths, 


Order No. 


99 Universal Hub Puller with three jaws . 


No. 94 Ford Hub Attachment 


This attachment clamps into the recess of the Ford Hubs and provides 
a means of pulling the hub with our No. 99 or the regular gear pullers. 
On late model Ford Hubs this attachment is a necessity for the ordinary 
hub puller does not have sufficient spread of jaws to reach the hub bolts. 
High grade alloy steel is used, the two halves of the attachment readily 
spread for quick clamping of the hub and the cotter pins lock it securely. 


Order No. 
94 Ford Hub Attachment 


HEAVY DUTY INDUSTRIAL GEAR PULLER 
Hunt’s No. 101 Industrial Puller 


A powerful puller for industrial work, the servicing of trucks or trac- 
tors or heavy machinery, including Highway equipment. Has depth reach 
of 20” and jaw spread of 24”. 

Outer jaws are slotted to take 5” Cap Screws for pulling Tapped 
Gears or Clutch Drums on large Tractors. Pulling power of this tool is 25 
ton. Built for heavy work and hard service. 


Order No. 
101 Puller with both sets of jaws as shown 
101 Puller with inner jaws only 


Cap Screw jaws only 


Mac 
: Ba 


Hunt’s No. 103 3-Jaw Puller 


S weil MINPEMIIS 10 NLONTT 


This Puller is the same size as our No. 101 with the exception that it 
has three jaws instead of two. This Puller is especially adapted for pulling 
large pulleys, gears, sprockets, etc., is hand forged and fully guaranteed and 
will exert a pulling pressure of thirty-five ton. 


Order No. 
103 Hunt’s 3-Jaw Puller 
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TIMKEN BEARING PULLER 
Puller Unit for Timken Bearing Work Only 


Order No. 


105 Complete with Bar as illustrated 
Less Bar 


Hunt’s No. 200 Heavy Duty Puller 


This Puller is built for the large industrial plants, machine shops, etc., 
for continuous heavy duty and service. The arms are 20” long, are made 
from 114” x 3” special specification steel and double heat treated. The screw 
is 20” long, 2” in diameter and the Puller will handle a job up to 75 ton. 
The Puller complete weighs 108 pounds, has a depth reach of 12” and 
a spread of 20”. If desired, six inch longer arms will be furnished increas- 
ing depth reach to 18” and spread to 24”. 


Order No. 


200 Heavy Duty Gear and Wheel Puller, 20” arms 
200 Heavy Duty Gear and Wheel Puller, 26” arms 


No. 800 Ford Cylinder Set 


A Universal Ford Cylinder Sleeve Set for servicing the 60, 85 and 95 
H. P. motors. This includes the tractor motor. This set both removes and 
pushes into position any of the cylinder sleeves with a minimum of time 
and effort. All work is done from the top of the motor, and no strain is 
placed on the crank shaft bearings, All adaptors are made from steel, and 
a thrust bearing is furnished for more efficient operation. Comes complete 
in steel box. 


Order No. 

800 Ford Cylinder Sleeve Set 
Shipping wt. 27 lbs, 

800 Set consists of the following parts: 
Main Screw No. 60 Sleeve Block 
Hex Nut Thrust Bearing 
No. 85 or No. 95 Push Block Lower Bar 
No. 60 Push Block Spacing Sleeve 
Top Block Large Tubing 
No. 95 Sleeve Block Small Tubing 
No. 85 Sleeve Block Steel Box 


No. 83 Valve Guide Knock-out Punch 


These punches are made from high carbon steel and turned to the 
correct size for knocking out the valve guides. Heat treated and fully 


guaranteed. 
Shipping wt. 1 Ib. 
Order No. 
83 Valve Guide Punch, for Chevrolet, Olds and Plymouth 
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Master DeLuxe Tool Box & Tool Cabinet Assembly 


Combination consists of our regular No, SK24 
tool box, as illustrated and described on page ? 
wherein you will find detailed specifications and 
Cornwell our No. TC65 tool cabinet illustrated and described 
separately, and where you will find specifications 
thereon. ; 


This Cornwell Master DeLuxe Tool Toter 
Cabinet gives the mechanic everything he needs in 
the way of storage for complete tool equipment of 
every kind and description. 


Please note particularly the dimensions of the 
storage space in the bottom part of the TC65 Tool 
Toter Cabinet as shown in the specifications on page 
87, which gives the mechanic ample storage space 
for such items as large as the Pneumatic Fender 
Hammer, electric drills and other small equipment 
of this nature. Also affords ample storage space for 
your working clothes. 


The two units are shipped separately when 
ordered as a complete outfit. 
The No. SK24 tool box, as shown by the illus- 


tration, fits into the top of the No. TC65 cabinet 


and remains rigidly in place. However, the No. 
SK24 can be lifted off the top of the No. TC65 


cabinet at will. 


Just three small holes and three small stove 
bolts is all that is required to permanently attach 
the two parts together. 


Upper Half SK24 
Lower Half TC65 


Can be purchased as complete assembly or 
in separate units. 


Dimensions 
Length Width Height 
26" Ag 1414” 
2614” 18” ane 


SK24 Master Deluxe Tool Box 
TC65 Tool Cabinet Assembly 
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CORNWELL Quallty Tosle 


"CORNWELL 


Cornwell 
Rolling Tool Cabinet-Bench 


e A strong and sturdy finish RED tool cabinet 
and bench, with 14” steel top, gray finish, work 


bench built to just the right height for practical 
bench use, making it possible to stand fully erect 
while working at the bench, and the extra height 
gives so much more space beneath for tool stor- 


age, all of which is utilized with five well ar- PS 


ranged drawers with chrome plated handles and 
pull handle on side, as well as a 14” deep bulk 
storage compartment. This cabinet presents an 
exceptionally neat general appearance either 
opened or closed, with folding disappearing 
door, with best grade integral lock with two 
keys. Equipped with two rubber tired stationary 
and two swivel 3” rubber tired wheels. Also 


available with 4” casters. 


Electrical Attachments 


Equipped with nickel plated flexible goose- 
neck and shade, and double outlet switch. 


Overall Dimensions of Cabinet 


36” high from floor, 36” wide and 19” 
deep. 


Drawer Dimensions 


2 Drawers 314” deep x 25” x 17”. 

2 Drawers 21/4,’ deep x 25” x 17”. 

1 Drawer 1” deep x 25” x 17” with three 
compartments. 


Bulk Storage Space 
525 cubic inches. 
Depth—14”. 


Order No. 
TC-75 


Note:—Also available with 4” Casters. 


Closed View 
LE 


CORNWELL 


JL17 


SK22 


TOOL BOXES 


Mechaniec’s Tool Box 


An all purpose, extra large, streamlined kit with “waterfall” cover. 
Electronically spot-welded seams. Tote-tray has three compartments and 
heavy, non-slip tubular “V” handle. Full length piano-type hinge with 
water shed. Reinforcing corner braces. Life-time, roto-polished cast alumi- 
num handle, Embossed design gives greater rigidity, tighter cover fit and 
attractive appearance. Two extra-heavy, nickel-plated catches with padlock 
hasp in center. Edges turned double to eliminate sharp edges and add to 
the strength. 


Order No. Size 
JL17 20” x 8144" x 94” 


Master Tool Box 


A master box made of standard heavy gauge material for the mechanic 
with a medium assortment of tools. Front cover folds into the lid and out 
of the way. OUR OWN ORIGINAL DESIGN. Three roomy drawers with 
adjustable partitions in the top one. Top compartment equipped with same 
tray as SK24 DeLuxe box. 


Overall dimensions 201%4”x914”x1014"; top compartment 2014”x87"x 
2%"; top drawer 1954"x8"x144"; center drawer 19%%”x8"x2"; bottom 
drawer 1954"x8"x27%"; bottom space 20”x9”x1”, 

Order No. 
SK20 Master Tool Box 


Gable Top Tool Box 


Box Open 


Conveniences offered as indicated below are: 

Top tote tray—3” deep x 8” wide x 2014” long. 

Top main drawer—l4” deep x 754” wide x 2044” long. 

Bottom main drawer—3” deep x 75g” wide x 2014” long. 

Inside sliding drawer—auxiliary to main bottom drawer—l}4” deep x 
314” wide x 20” long. 

Outside dimension of box when closed—11” high to the top of gable x 
834,” wide x 21” long. 

This box is made of the same heavy gauge material used in the manu- 
facture of all other CORNWELL boxes. It has a heavy pressed steel carry- 
ing handle mounted at the top center of the lid, and is finished in red, 
making a very attractive and serviceable box. 


The front panel disappears under the bottom drawer when the box is 
open, and junctions with top cover when closing, so as to conceal all cracks 
and reduces temptation of prying open to a minimum, 


Order No. 
SK21 Gable Top Tool Box 


Cornwell Gable Top Service Box 


Service Box 


This box is designed for the mechanic who needs only a few tools to 
do all of his work but must have them handy when he needs them. It is a 
good auxiliary box for the man who has the larger tool chests; special tools 
can be thrown in it to take out on the service truck. 

It is made of heavy gauge steel, double lid opening, two full length 
piano hinges, two snap catches, hasp and staple for locking. Has suit case 
type handle. 


DIMENSIONS 
BOX TOP TRAY 
184%” long 1844” long 
7” ~ wide 6%" wide 
8,” deep at gable : (With built in socket tray) 
2” deep 
Order No. 
SK22 Cornwell Gable Top Service Box 
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